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	Reason for change:
(

	1. In the present Radio Bearer Release message it is possible to include the release of Signalling Radio Bearers less than 4 as well. However this if not followed with a RRC Connection Release leads to a erroneous configuration wherein the UE has only a RRC Connection and no SRBs to communicate with the NW. There is no behaviour described for the release of Signalling Radio Bearers (greater than 3).

	
	

	Summary of change:
(

	It is clarified that the NW should not include the release of SRBs in the Radio Bearer Release message. Inclusion by the NW should lead to a invalid configuration. 

1 - In section 8.6.4.6 a check on the RB identity is added and the variable INVALID_CONFIGURATION set true if the RB identity is less than 4.

2 - The UE behaviour in the case that a signalling radio bearer is release is added.

3 - A redundant sentence in 8.6.4.6 is deleted.
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not approved:
	The UE would be in a configuration that is not useful in that it is unable to send any messages but the upper layers in the UE would assume that with the RRC Connection present RRC is able to send NAS messages to the NW.
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8.6.4.6
RB information to release

If the IE "RB information to release" is included, the UE shall apply the following actions on the radio bearer identified with the value of the IE "RB identity". The UE shall:
-
if the IE "RB identity" is set to a value less than 4:

-
set the variable INVALID_CONFIGURATION to TRUE;
-
if the IE "RB identity" refers to a signalling radio bearer:

-
release the RLC entity for the signalling radio bearer;
-
delete the information about the signalling radio bearer from the variable ESTABLISHED_RABS;

-
if the IE "RB identity" refers to a radio bearer:

-
release the PDCP and RLC entities for that radio bearer;


-
indicate release of the RAB subflow associated with the radio bearer to upper layers;

-
delete the information about the radio bearer from the variable ESTABLISHED_RABS;

-
when all radio bearers belonging to the same radio access bearer have been released:

-
indicate release of the radio access bearer to upper layers providing the "CN domain identity" together with the "RAB identity" stored in the variable ESTABLISHED_RABS;

-
delete all information about the radio access bearer from the variable ESTABLISHED_RABS.
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