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8.1.8
Initial Direct transfer
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Figure 8.1.8-1: Initial Direct transfer in the uplink, normal flow

8.1.8.1
General

The initial direct transfer procedure is used in the uplink to establish a signalling connection. It is also used to carry an initial upper layer (NAS) message over the radio interface.

8.1.8.2
Initiation of Initial direct transfer procedure in the UE

In the UE, the initial direct transfer procedure shall be initiated, when the upper layers request establishment of a signalling connection. This request also includes a request for the transfer of a NAS message.

Upon initiation of the initial direct transfer procedure the UE shall:

1>
set the variable ESTABLISHMENT_CAUSE to the cause for establishment indicated by upper layers.

Upon initiation of the initial direct transfer procedure when the UE is in idle mode, the UE shall:

1>
perform an RRC connection establishment procedure, according to subclause 8.1.3;

1>
if the RRC connection establishment procedure was not successful:

2>
indicate failure to establish the signalling connection to upper layers and end the procedure.

1>
when the RRC connection establishment procedure is completed successfully:

2>
continue with the initial direct transfer procedure as below.

Upon initiation of the initial direct transfer procedure when the UE is in CELL_PCH or URA_PCH state, the UE shall:

1>
perform a cell update procedure, according to subclause 8.3.1, using the cause "uplink data transmission";

1>
when the cell update procedure completed successfully:

2>
continue with the initial direct transfer procedure as below.

The UE shall, in the INITIAL DIRECT TRANSFER message:

1>
set the IE "NAS message" as received from upper layers; and

1>
set the IE "CN domain identity" as indicated by the upper layers; and

1>
set the IE "Intra Domain NAS Node Selector" as follows:

2>
derive the IE "Intra Domain NAS Node Selector" from TMSI/PMTSI, IMSI, or IMEI; and

2>
provide the coding of the IE "Intra Domain NAS Node Selector" according to the following priorities:

1.
derive the routing parameter for IDNNS from TMSI (CS domain) or PTMSI (PS domain) whenever a valid TMSI/PTMSI is available;

2.
base the routing parameter for IDNNS on IMSI when no valid TMSI/PTMSI is available;

3.
base the routing parameter for IDNNS on IMEI only if no (U)SIM is inserted in the UE.
1> if the variable ESTABLISHMENT_CAUSE  is set to “registration” and if the “multiple PLMN List” IE is broadcast in the cell to which the “RRC CONNECTION REQUEST” message was sent
2>
set the “Selected PLMN identity” IE to indicate the PLMN identity received from upper layers, by stating the PLMN identity´s order in the “multiple PLMN List” broadcasted in the cell to which the “RRC CONNECTION REQUEST” message was sent.
1>
if the variable ESTABLISHMENT_CAUSE_ is initialised:

2>
set the IE "Establishment cause" to the value of the variable ESTABLISHMENT_CAUSE;
2>
clear the variable ESTABLISHMENT_CAUSE.
1>
calculate the START according to subclause 8.5.9 for the CN domain as set in the IE "CN Domain Identity"; and

1>
include the calculated START value for that CN domain in the IE "START".
The UE shall:

1>
transmit the INITIAL DIRECT TRANSFER message on the uplink DCCH using AM RLC on signalling radio bearer RB3;

1>
when the INITIAL DIRECT TRANSFER message has been submitted to lower layers for transmission:

2>
confirm the establishment of a signalling connection to upper layers; and

2>
add the signalling connection with the identity indicated by the IE "CN domain identity" in the variable ESTABLISHED_SIGNALLING_CONNECTIONS.

1>
when the successful delivery of the INITIAL DIRECT TRANSFER message has been confirmed by RLC:

2>
the procedure ends.

When not stated otherwise elsewhere, the UE may also initiate the initial direct transfer procedure when another procedure is ongoing, and in that case the state of the latter procedure shall not be affected.

A new signalling connection request may be received from upper layers during transition to idle mode. In those cases, from the time of the indication of release to upper layers until the UE has entered idle mode, any such upper layer request to establish a new signalling connection shall be queued. This request shall be processed after the UE has entered idle mode.

8.1.8.2a
RLC re-establishment or inter-RAT change

If a re-establishment of RLC on signalling radio bearer RB3 occurs before the successful delivery of the INITIAL DIRECT TRANSFER message has been confirmed by RLC, the UE shall:

1>
retransmit the INITIAL DIRECT TRANSFER message on the uplink DCCH using AM RLC on signalling radio bearer RB3.

If an Inter-RAT handover from UTRAN procedure occurs before the successful delivery of the INITIAL DIRECT TRANSFER message has been confirmed by RLC, for messages with the IE "CN domain identity" set to "CS domain", the UE shall:

1>
retransmit the NAS message as specified in subclause 8.3.7.4.

8.1.8.2ab
Inter-RAT handover from UTRAN to GERAN Iu mode
If an Inter-RAT handover from UTRAN to GERAN Iu mode occurs before the successful delivery of the INITIAL DIRECT TRANSFER message has been confirmed by RLC, for messages for all CN domains, the UE shall:

1>
retransmit the NAS message as specified in subclause 8.3.7.4.

8.1.8.2b
Abortion of signalling connection establishment

If the UE receives a request from upper layers to release (abort) the signalling connection for the CN domain for which the initial direct transfer procedure is ongoing, the UE shall:

1>
if the UE has not yet entered UTRA RRC connected mode:

2>
abort the RRC connection establishment procedure as specified in subclause 8.1.3;

the procedure ends.

8.1.8.3
Reception of INITIAL DIRECT TRANSFER message by the UTRAN

On reception of the INITIAL DIRECT TRANSFER message the NAS message should be routed using the IE "CN Domain Identity". UTRAN may also use the IE "Intra Domain NAS Node Selector" and the IE “selected PLMN identity” for routing among the CN nodes for the addressed CN domain.

If no signalling connection exists towards the chosen node, then a signalling connection is established.

When the UTRAN receives an INITIAL DIRECT TRANSFER message, it shall not affect the state of any other ongoing RRC procedures, when not stated otherwise elsewhere.

The UTRAN should:

1>
set the START value for the CN domain indicated in the IE "CN domain identity" to the value of the IE "START".

8.1.9
Downlink Direct transfer
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Figure 8.1.9-1: Downlink Direct transfer, normal flow

8.1.9.1
General

The downlink direct transfer procedure is used in the downlink direction to carry upper layer (NAS) messages over the radio interface.

-------------------------- End of first change ---------------------------------------
------------------- Beginning of second change -----------------------------------
10.2.16c
INITIAL DIRECT TRANSFER

This message is used to initiate a signalling connection based on indication from the upper layers, and to transfer a NAS message.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE -> UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Selected PLMN identity 
	OP
	
	Selected PLMN identity  10.3.3.37a
	Sent when the variable ESTABLISHMENT_CAUSE  is set to “registration” and the Multiple PLMN List 10.3.1.7a is broadcast in the cell to which the “RRC CONNECTION REQUEST” message was sent.
	

	CN information elements
	
	
	
	
	

	CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	Intra Domain NAS Node Selector
	MP
	
	Intra Domain NAS Node Selector 10.3.1.6
	
	

	NAS message
	MP
	
	NAS message 10.3.1.8
	
	

	START
	OP
	
	START 10.3.3.38
	START value to be used in the CN domain as indicated in the IE "CN domain identity". This IE shall always be present in this version of the protocol.
	

	Establishment cause
	OP
	
	Establishment cause 10.3.3.11
	
	Rel-5

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	
	


-------------------------- End of second change ---------------------------------------
------------------- Beginning of third change -----------------------------------
10.3.3.37
Security capability

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Ciphering algorithm capability
	MP
	
	
	

	>UEA0
	MP
	
	Boolean
	

	>UEA1
	MP
	
	Boolean
	

	>Spare
	MP
	14
	Boolean
	Shall be set to FALSE by UEs complying with this version of the protocol.

	Integrity protection algorithm capability
	MP
	
	
	

	>UIA1
	MP
	
	Boolean
	The value TRUE means that UIA1, Kasumi, is supported

	>Spare
	MP
	15
	Boolean
	Shall be set to FALSE by UEs complying with this version of the protocol.


10.3.3.37a
Selected PLMN identity
This IE is used by the UE to indicate selected PLMN identity to the UTRAN when the selected PLMN identity is broadcasted in the Multiple PLMN List 10.3.1.7a. It is inserted in the INITIAL DIRECT TRANSFER message 10.2.16c.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Selected PLMN identity
	MP
	
	Bit string (3)
	Indicates the selected PLMN identity in the Multiple PLMN List 10.3.1.7a by pointing out its order in the list.


10.3.3.38
START

There is a START value per CN domain. The START is used to initialise the 20 MSBs of all hyper frame numbers (MAC-d HFN, RLC UM HFN, RLC AM HFN, RRC HFN) for a CN domain.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	START
	MP
	
	Bit string (20)
	START [40]. The first/leftmost bit of the bit string contains the most significant bit of the START.


-------------------------- End of third change ---------------------------------------
------------------- Beginning of fourth change -----------------------------------
-- ***************************************************

--

-- INITIAL DIRECT TRANSFER

--

-- ***************************************************

InitialDirectTransfer ::= SEQUENCE {


-- Core network IEs



cn-DomainIdentity



CN-DomainIdentity,



intraDomainNasNodeSelector

IntraDomainNasNodeSelector,



nas-Message





NAS-Message,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



v3a0NonCriticalExtensions

SEQUENCE {


initialDirectTransfer-v3a0ext
InitialDirectTransfer-v3a0ext,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




initialDirectTransfer-r3-add-ext

BIT STRING
OPTIONAL,




v6xyNonCriticalExtensions

SEQUENCE {





initialDirectTransfer-v6xyext
InitialDirectTransfer-v6xyext,









v5xyNonCriticalExtensions

SEQUENCE {







initialDirectTransfer-v5xyext
InitialDirectTransfer-v5xyext,






nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}

OPTIONAL




}

OPTIONAL



}

OPTIONAL



}
OPTIONAL

}

InitialDirectTransfer-v3a0ext ::= SEQUENCE {


-- start-value shall always be included in this version of the protocol


start-Value





START-Value






OPTIONAL

}

InitialDirectTransfer-v5xyext 

::= SEQUENCE {


establishmentCause

EstablishmentCause
OPTIONAL

}
InitialDirectTransfer-v6xyext 

::= SEQUENCE {


selected-PLMN-Identity

Selected-PLMN-Identity
OPTIONAL

}

-- ***************************************************

--

-- HANDOVER FROM UTRAN COMMAND

--

-- ***************************************************

-------------------------- End of fourth change ---------------------------------------
------------------- Beginning of fifth change -----------------------------------
SecurityCapability ::=



SEQUENCE {


cipheringAlgorithmCap



BIT STRING {











-- For each bit value “0” means false/ not supported












spare15(0),












spare14(1),












spare13(2),












spare12(3),












spare11(4),












spare10(5),












spare9(6),












spare8(7),












spare7(8),












spare6(9),












spare5(10),












spare4(11),












spare3(12),












spare2(13),












uea1(14),












uea0(15)












}
(SIZE (16)),


integrityProtectionAlgorithmCap

BIT STRING {











-- For each bit value “0” means false/ not supported












spare15(0),












spare14(1),












spare13(2),












spare12(3),












spare11(4),












spare10(5),












spare9(6),












spare8(7),












spare7(8),












spare6(9),












spare5(10),












spare4(11),












spare3(12),












spare2(13),












uia1(14),












spare0(15)











 
} 
 (SIZE (16))

}

Selected-PLMN-Identity ::=
BIT STRING (SIZE (3))

SimultaneousSCCPCH-DPCH-Reception ::= CHOICE {


notSupported





NULL,


supported






SEQUENCE {



maxNoSCCPCH-RL





MaxNoSCCPCH-RL,



-- simultaneousSCCPCH-DPCH-DPDCH-Reception is applicable only if 



-- the IE Support of PDSCH = TRUE



-- Note: the reference to DPDCH in the element name below is incorrect (see tabular). The 



-- name is not changed, to keep it aligned with R99.



simultaneousSCCPCH-DPCH-DPDCH-Reception

BOOLEAN


}

}

SRNC-Identity ::=




BIT STRING (SIZE (12))

START-Value ::=





BIT STRING (SIZE (20))

STARTList ::=





SEQUENCE (SIZE (1..maxCNdomains)) OF











STARTSingle

STARTSingle ::=





SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


start-Value






START-Value




}

-------------------------- End of fifth change ---------------------------------------
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