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ActiveSetUpdate-v6xyext-IEs ::= SEQUENCE {


-- Core network IEs


primary-plmn-Identity



PLMN-Identity





OPTIONAL

}

ActiveSetUpdate-r6-IEs ::= SEQUENCE {


-- User equipment IEs



activationTime




ActivationTime





OPTIONAL,



newU-RNTI





U-RNTI







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



rl-AdditionInformationList

RL-AdditionInformationList-r6

OPTIONAL,



rl-RemovalInformationList

RL-RemovalInformationList


OPTIONAL,



tx-DiversityMode



TX-DiversityMode




OPTIONAL,



ssdt-Information



SSDT-Information-r4




OPTIONAL,



dpc-Mode





DPC-Mode

}

[…]

CellUpdateConfirm-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



new-E-RNTI





E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



primary-plmn-Identity


PLMN-Identity





OPTIONAL,

-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r6


OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-FLCApplicabilityInfo

MBMS-FLCApplicabilityInfo-r6

}

CellUpdateConfirm-v6xyext-IEs ::= SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,

-- Physical channel IEs



harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,


-- MBMS IEs



mbms-FLCApplicabilityInfo

MBMS-FLCApplicabilityInfo-r6

}

[…]
PhysicalChannelReconfiguration-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



new-E-RNTI





E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



-- TABULAR: UL-ChannelRequirementWithCPCH-SetID-r6 contains the choice 



-- between UL DPCH info, CPCH SET info and CPCH set ID.



ul-ChannelRequirement


UL-ChannelRequirementWithCPCH-SetID-r6
OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-FLCApplicabilityInfo

MBMS-FLCApplicabilityInfo-r6

}

PhysicalChannelReconfiguration-v6xyext-IEs ::= SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

[…]

RadioBearerReconfiguration-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



new-E-RNTI





E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r6

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





modeSpecificTransChInfo


CHOICE {






fdd







SEQUENCE {







cpch-SetID





CPCH-SetID




OPTIONAL,







addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL






},






tdd







NULL





}
















OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r5






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r6


OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-FLCApplicabilityInfo

MBMS-FLCApplicabilityInfo-r6

}
RadioBearerReconfiguration-v6xyext-IEs ::= SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

[…]

RadioBearerRelease-v6xyext-IEs ::= SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL

}

RadioBearerRelease-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



new-E-RNTI





E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



primary-plmn-Identity


PLMN-Identity





OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,

-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r6


OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r5



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-FLCApplicabilityInfo

MBMS-FLCApplicabilityInfo-r6,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL

}
[…]

RadioBearerSetup-v6xyext-IEs ::= SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,


-- Radio bearer IEs



rab-InformationSetupList

RAB-InformationSetupList-r6-ext

OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

RadioBearerSetup-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



new-E-RNTI





E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList-r6


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r6


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r6

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r5

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r6


OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-FLCApplicabilityInfo

MBMS-FLCApplicabilityInfo-r6

}

[…]

TransportChannelReconfiguration-v6xyext-IEs ::= SEQUENCE {


-- Core network IEs



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- Physical channel IEs



harq-Preamble-Mode



HARQ-Preamble-Mode




OPTIONAL,



beaconPLEst





BEACON-PL-Est





OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

TransportChannelReconfiguration-r6-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



new-E-RNTI





E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r6


OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL,


-- MBMS IEs



mbms-FLCApplicabilityInfo

MBMS-FLCApplicabilityInfo-r6

}
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