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	For efficient scheduling the scheduler must be able to select an appropriate transport format for a certain resource allocation. For this the scheduler needs to be able to estimate the UL link quality. One essential part in this is that the eNodeB has early knowledge of the UE transmit power headroom. 

The intended general behavior is that the UE shall include a PHR at the earliest instance; when the UE has a grant for a new transmission when a periodic Power Headroom Report is triggered.
In order to cover the case upon periodic PHR configuration or reconfiguration, where a PHR report is needed but necessarily not triggered by current definition, an editor’s note exist in the specification for clarification. The note is replaced by normative text in this CR to mandate a clear UE behavior.
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	· Addition of sentence in section 5.4.6
· Removal of Editor’s note in section 5.6.4 
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not approved:
	The UE is not mandated to trigger a Power Headroom Report at configuration or reconfiguration of periodic PHR reporting.
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--- Omitted sections ---
5.4.6
Power Headroom Reporting

The Power Headroom reporting procedure is used to provide the serving eNB with information about the difference between the UE TX power and the maximum UE TX power (for the positive values of the power headroom) and about the difference between the maximum UE TX power and the calculated UE TX power, according to the UL power control formula, when it exceeds the maximum UE TX power (for the negative values of the power headroom).

A Power Headroom Report (PHR) shall be triggered if any of the following events occur:

-
the PROHIBIT_PHR_TIMER expires or has expired and the path loss has changed more than DL_PathlossChange dB since the last power headroom report;

-
the PERIODIC PHR TIMER expires, in which case the PHR is referred below to as “Periodic PHR”;

-
upon configuration and reconfiguration of a Periodic PHR 
If the Power Headroom reporting procedure determines that a PHR has been triggered since the last transmission of a PHR:

-
if the UE has UL resources allocated for new transmission for this TTI:

-
obtain the value of the power headroom from the physical layer;

-
instruct the Multiplexing and Assembly procedure to generate a PHR MAC control element based on the value reported by the physical layer;

-
if the PHR is a “Periodic PHR”, restart the PERIODIC PHR TIMER;

-
restart the PROHIBIT_PHR_TIMER.

NOTE:
Even if multiple events occur by the time a PHR can be transmitted, only one PHR is included in the MAC PDU.

--- End Correction ---
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