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Discussion and decision
1. Introduction

In Evolved Packet System, the EPS bearer context handling is highly relying on the mapping between EPS bearers in NAS and established DRBs in AS [1]. For example, in case of service request procedure, the UE NAS layer synchronizes its EPS bearer context with the network based on the DRBs established at AS level.
The current RRC specification clearly mentions indication to NAS in case of DRB release, but not for DRB establishment.
2. Text proposal
5.3.10.2
DRB release

The UE shall:

1>
if the received radioResourceConfiguration includes the drb-ToReleaseList:

2>
for each drb-Identity value included in the drb-ToReleaseList that is part of the current UE configuration (DRB release):

3>
release the PDCP entity;

3>
release the RLC entity;

3>
release the DTCH logical channel;

2>
indicate the release of the DRB(s) to upper layers;
5.3.10.3
DRB addition/ modification

NOTE: Reconfiguration of the RLC mode of DRBs is not supported

The UE shall:

1>
if the received radioResourceConfiguration includes the drb-ToAddModifyList:

2>
for each drb-Identity value included in the drb-ToAddModifyList that is not part of the current UE configuration (DRB establishment):

3>
establish a PDCP entity in accordance with the received PDCP-Configuration IE;

3>
establish an RLC entity in accordance with the received RLC-Configuration IE;

3>
establish a DTCH logical channel in accordance with the received LogicalChannelConfig IE;
2>
indicate the establishment of the DRB(s) to upper layers;
2>
for each drb-Identity value included in the drb-ToAddModifyList that is part of the current UE configuration (DRB reconfiguration):

3>
reconfigure the PDCP entity in accordance with the received PDCP-Configuration IE;

3>
if the rlc-ReestablishmentRequest is included, re-establish RLC for the corresponding DRB;

3>
reconfigure the RLC entity in accordance with the received RLC-Configuration IE;

3>
reconfigure the DTCH logical channel in accordance with the received LogicalChannelConfig IE;
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