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1. Introduction
This contribution seeks to close the following FFS items in RRC Connection Reestablishment procedures after RAN2#62bis –R2-083795:

1. Finalize the definition of IE range and values for ReestablishmentCaus in RRCConnectionReestablishmentRequest message.
2. Finalize the elements in  RRCConnectionReestablishmentReject message. 
2. Proposals
Proposal 1: the actual values for ReestablishmentCaus are identified as FFS and should be closed. The proposed values are:
· Radio link failure 
· HO failure
· Reach maximum of RLC  retransmissions

· RRC Connection reconfiguration failure

Proposal 2: the elements in RRCConnectionReestablishmentReject are identified as FFS and should be closed. It is proposed to not have any IEs
3. Conclusion

This contribution has proposed one change to ReestablishmentCaus IE, and one change to RRCConnectionReestablishmentReject message. If this contribution is agreed to, a text proposal is given below for inclusion in TS 36.331. 

4. References
[1] R2-083795 Miscellaneous corrections and clarification CR, Rapporteur(Samsung)
5. Text proposal

Start of first change.

–
ReestablishmentCause
The IE ReestablishmentCause is used %%

ReestablishmentCause information element
-- ASN1START

ReestablishmentCause ::=


ENUMERATED {











radioLinkFailure,











hoFailure,











maxRlcRetrans,











rrcConReconfFailure }

-- Actual values FFS
-- ASN1STOP

	ReestablishmentCause field descriptions

	ReestablishmentCause




End of first change.

Start of second change.
–
RRCConnectionReestablishmentReject
The RRCConnectionReestablishmentReject message is used to indicate the rejection of an RRC connection reestablishment request.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: E‑UTRAN to UE

RRCConnectionReestablishmentReject message
-- ASN1START

RRCConnectionReestablishmentReject ::= SEQUENCE {


criticalExtensions




CHOICE {



rrcConnectionReestablishmentReject-r8












RRCConnectionReestablishmentReject-r8-IEs,



criticalExtensions




SEQUENCE {}


}

}

RRCConnectionReestablishmentReject-r8-IEs ::= SEQUENCE {



}

-- ASN1STOP

	RRCConnectionReestablishmentReject field descriptions

	%fieldIdentifier%




End of second change.

End of changes.
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