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1 Introduction

In this contribution, we propose to agree on the proposed value range of offset in both connected and idle mode.
2 Discussion
2.1 Idle mode value range
RAN2 has received LS [1] from RAN4 which provide agreed value range in the attached document R4-080871. Unfortunately, q-OffsetCell is not revised according [2]. We propose to revise it as indicated in [1].
Proposal 1: In SIB5, the value range of q-OffsetCell is the same as q-OffsetFreq, which is [-24, -6](step2), [-5，5](step1), [6, 24](step2)].
2.2 Connected mode value range
Correspondingly, in connected mode the value range of frequency level and cell level offset are both -30dB to 30dB, step 2, for we consider current scenario has introduced some complexity with the different value range from idle mode and it is some more difficulty for operation and management. 
Proposal 2: In MeasurementObjectEUTRA, the value range of OffsetFreq and CellIndividualOffset could be [-24, -6](step2), [-5，5](step1), [6, 24](step2)], the same as idle mode. 
If RAN2 can not agree with propose2, we also propose to discuss this in the meeting, and consult RAN4 if needed.
3 Conclusion
Proposal 1: In SIB5, the value range of q-OffsetCell is the same as q-OffsetFreq, which is [-24, -6](step2), [-5，5](step1), [6, 24](step2)].
Proposal 2: In MeasurementObjectEUTRA, the value range of OffsetFreq and CellIndividualOffset could be [-24, -6](step2), [-5，5](step1), [6, 24](step2)], the same as idle mode.
The corresponding text proposal is provided in chapter 5.
4 Reference
[1] R2-083073 RESPONSE LS on value ranges RAN4
[2] R2-083795 updated 36.331
5 Text Proposal to 36.331 [2]
********************* Part 1 begins *************************
–
SystemInformationBlockType5

The IE SystemInformationBlockType5 contains information relevant only for inter-frequency cell re-selection i.e. information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
SystemInformationBlockType5 information element
-- ASN1START

SystemInformationBlockType5 ::=

SEQUENCE {


interFreqCarrierFreqList


InterFreqCarrierFreqList

,


...

}

InterFreqCarrierFreqList ::=

SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {


eutra-CarrierFreq




EUTRA-DL-CarrierFreq,


threshX-High





INTEGER (-70..-22),


threshX-Low






INTEGER (-70..-22),


measurementBandwidth



MeasurementBandwidth,


cellReselectionPriority



INTEGER (0..7)





OPTIONAL,


q-OffsetFreq





ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare}




DEFAULT dB0,


interFreqNeighbouringCellList

InterFreqNeighbouringCellList
OPTIONAL,


interFreqBlacklistedCellList

InterFreqBlacklistedCellList
OPTIONAL

}

InterFreqNeighbouringCellList ::=
SEQUENCE (SIZE (1..maxCellInter)) OF SEQUENCE {


physicalCellIdentity



PhysicalCellIdentity,


q-OffsetCell





ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare}
}

InterFreqBlacklistedCellList ::=
SEQUENCE (SIZE (1..maxCellBlack)) OF SEQUENCE {


physicalCellIdentity



PhysicalCellIdentity

}

-- ASN1STOP

Editor's note:
The extension mechanisms in this system information block are FFS.

	SystemInformationBlockType5 field descriptions

	threshX-High 

Parameter "Thresx,high" [36.304]. Actual value in dBm = IE value * 2.

	threshX-Low 

Parameter "Thresx,low" [36.304]. Actual value in dBm = IE value * 2.

	measurementBandwidth

Measurement bandwidth common for all neighbouring cells on the frequency.

	cellReselectionPriority

Absolute priority of the E-UTRA carrier frequency (0 means: lowest priority)

	q-OffsetFreq 

The value q-OffsetFreq in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	interFreqNeighbouringCellList

List of inter-frequency neighbouring cells with specific cell re-selection parameters. 

	q-OffsetCell 


The value q-OffsetCell in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	interFreqBlacklistedCellList 

List of blacklisted inter-frequency neighbouring cells


********************* Part 1 end ***************************
********************* Part 2 begins *************************
–
MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for intra-frequency or inter-frequency E‑UTRA neighbouring cells.
MeasObjectEUTRA information element
-- ASN1START

MeasObjectEUTRA ::=




SEQUENCE {


eutra-CarrierInfo




EUTRA-DL-CarrierFreq,


measurementBandwidth



MeasurementBandwidth


OPTIONAL,
-- Need FFS

offsetFreq






ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare}




DEFAULT dB0,

servingCellOffset




INTEGER (-15..15)


DEFAULT 0,
-- value range FFS

-- Neighbour cell list


cellsToRemoveList




CellIndexList



OPTIONAL,

-- Need OC


cellsToAddModifyList



NeighCellsToAddModifyList
OPTIONAL,

-- Need OC


-- Black list


blackListedCellsToRemoveList

CellIndexList
OPTIONAL,




-- Need OC


blackListedCellsToAddModifyList

BlackListedCellsToAddModifyList
OPTIONAL
-- Need OC

}
NeighCellsToAddModifyList ::=

SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),

cellIdentity





PhysicalCellIdentity,


cellIndividualOffset



ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare}
}

BlackListedCellsToAddModifyList ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),



-- value range FFS

cellIdentity





PhysicalCellIdentity

}
-- ASN1STOP

	MeasObjectEUTRA field descriptions

	eutra-CarrierInfo

Identifies E‑UTRA carrier frequency for which this configuration is valid.

	measurementBandwidth

Measurement bandwidth common for all neighbouring cells on the frequency. The need for this IE is FFS (the original intention was that the IE would be mandatory for frequencies other than the serving one and optional for the serving frequency with absence indicating a default value)

	offsetFreq

Offset value applicable to the carrier frequency. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	cellsToRemoveList
List of cells to remove from the neighbouring cell list.

	cellsToAddModifyList
List of cells to add/ modify in the neighbouring cell list.

	cellIndex

Entry index in the neighbouring cell list.

	physicalCellIdentity

Physical cell identity of a cell in neighbouring cell list.

	cellIndividualOffset
Cell individual offset applicable to a specific neighbouring cell. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	blackListedCellsToRemoveList

List of cells to remove from the black list of cells.

	blackListedCellsToAddModifyList

List of cells to add/ modify in the black list of cells.

	blackListedCellIndex

Entry index in the black list of cells.

	blackListedPhysicalCellIdentity

Physical cell identity of a cell in the black list.


********************* Part 2 end ***************************
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