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1 Introduction

In this contribution, we propose discuss paging DRX cycle length and send LS to CT1/SA2/RAN3 about the decision.
2 Discussion
In RAN2#60 meeting, RAN2 has made the following agreement:

	Agreement:

-
Range of DRX values (80, 160, 320, 640, 1280, 2560, 5120). Yellow values FFS and operators invited to bring input on the requirements.


This agreement was reflected in 36.304 v8.0.0.
In our recollection, this topic was not addressed any more. However, in email discussion after RAN2#61 those FFS has been removed [1]. It seems that this is for paging parameter signaling design purpose.
However, considering the value range of cell specific default paging DRX cycle, CATT agrees that current values for paging DRX cycle are enough. Here we propose RAN2 to make a formal decision in this issue, and send LS to related working groups.
Proposal 1: E-UTRAN only supports the following UE specific paging DRX cycle length: 320/640/1280/2560 ms.
Proposal 2: send LS to CT1/SA2/RAN3 to inform the above decison.
3 Conclusion
Proposal 1: E-UTRAN only supports the following UE specific paging DRX cycle length: 320/640/1280/2560 ms.

Proposal 2: send LS to CT1/SA2/RAN3 to inform the above decison.
The corresponding draft LS is provided in section 5.
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1. Overall Description:

RAN2 would like to inform CT1/SA2/RAN3 that RAN2 has make the following decision on UE specific paging DRX cycle length:
E-UTRAN only supports the following paging DRX cycles: 320/640/1280/2560 ms.

2. Actions:

To SA2
ACTION: 

RAN2 kindly requests the CT1/SA2/RAN3 to take the above information into account.
3. Dates of next RAN2 Meetings:




RAN2 Meeting #63bis
29 Sep – 3 Oct, 2008

Prague, Czech Republic
RAN2 Meeting #64

10–14, Nov, 2008


Prague, Czech Republic
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