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----------------------------------1st change------------------------------------

5.X
Handling of unknown, unforeseen and erroneous protocol data

5.X.1
Reception of PDU with reserved or invalid values

When an MAC entity receives an MAC PDU that contains reserved or invalid values, the MAC entity shall:

-
discard the received PDU.
----------------------------------2nd change------------------------------------

6.1.3.4
UE Contention Resolution Identity MAC Control Element

The UE Contention Resolution Identity MAC control element is identified by MAC PDU subheader with LCID as specified in table 6.2.1-1. This control element has a fixed 48-bit size and consists of a single field defined as follows (figure 6.1.3.4-1)

-
UE Contention Resolution Identity: This field contains the uplink CCCH SDU transmitted by MAC. The first bit of this field shall represent the first bit of the uplink CCCH SDU and onwards.
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Figure 6.1.3.4-1: UE Contention Resolution Identity MAC control element
----------------------------------3rd change------------------------------------

6.2.1
MAC header for DL-SCH and UL-SCH 

The MAC header is of variable size and consists of the following fields:

-
LCID: The Logical Channel ID field identifies the logical channel instance of the corresponding MAC SDU or the type of the corresponding MAC control element or padding as described in tables 6.2.1-1 and 6.2.1-2 for the DL and UL-SCH respectively. There is one LCID field for each MAC SDU, MAC control element or padding included in the MAC PDU. The LCID field size is 5 bits;

-
L: The Length field indicates the length of the corresponding MAC SDU or MAC control element in bytes. There is one L field per MAC PDU subheader except for the last subheader and sub-headers corresponding to fixed-sized MAC control elements. The size of the L field is indicated by the F field;

-
F: The Format field indicates the size of the Length field as indicated in table 6.2.1-3. There is one F field per MAC PDU subheader except for the last subheader and sub-headers corresponding to fixed-sized MAC control elements. The size of the F field is 1 bit. If the size of the MAC SDU or MAC control element is less than 128 bytes, the UE shall set the value of the F field to 0, otherwise the UE shall set it to 1;

-
E: The Extension field is a flag indicating if more fields are present in the MAC header or not. The E field is set to "1" to indicate another set of at least R/R/E/LCID fields. The E field is set to "0" to indicate that either a MAC SDU, a MAC control element or padding starts at the next byte;

-
R: Reserved bits. The transmitting entity shall set the R field to "0", and the receiving entity shall ignore the R field.
----------------------------------4th change------------------------------------

6.2.2
MAC header for Random Access Response

The MAC header is of variable size and consists of the following fields:

-
E: The Extension field is a flag indicating if more fields are present in the MAC header or not. The E field is set to "1" to indicate another set of at least E/T/RAPID or E/T/R/R/BI fields. The E field is set to "0" to indicate that a MAC RAR starts at the next byte;

-
T: The Type field is a flag indicating whether the MAC subheader contains a Random Access ID or a Backoff Indicator. The T field is set to “0” to indicate the presence of a Backoff Indicator field in the subheader (BI). The T field is set to “1” to indicate the presence of a Random Access Preamble ID field in the subheader (RAPID);

-
R: Reserved bit. The transmitting entity shall set the R field to "0", and the receiving entity shall ignore the R field.
-
BI: The Backoff Indicator field identifies the overload condition in the cell. The size of the BI field is 4 bits;

-
RAPID: The Random Access Preamble IDentitfier field identifies the transmitted Random Access Preamble (see subclause 5.1.3). The size of the RAPID field is 6 bits.

The MAC header and sub-headers are octet aligned.

----------------------------------the end of change------------------------------------
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