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1
Introduction

The rrc-TransactionIdentifier in the RRCConnectionRelease message is misplaced. 

In order to keep the rrc-TransactionIdentifier comprehensible for a legacy UE, if a critical extension of an RRC message is introduced in future release, the rrc-TransactionIdentifier field should be placed at the message header, before the critical extensions. This is correct in all the RRC messages where the rrc-TransactionIdentifier is included, except the RRCConnectionRelease message, where it for some reason is incorrect. It should be corrected. 

A text proposal is attached.
Text proposal:

–
RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionRelease-r8



RRCConnectionRelease-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

RRCConnectionRelease-r8-IEs ::=

SEQUENCE {



redirectionInformation



RedirectionInformation



OPTIONAL,
-- Need OP


idleModeMobilityControlInfo


IdleModeMobilityControlInfo


OPTIONAL,
-- Need OP


...

}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	redirectionInformation

Field description is FFS.

	idleModeMobilityControlInfo

Field description is FFS.
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