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--------------------------------------------------------- Start of change ------------------------------------------------------
4.4
Functions
The following functions are supported by MAC sublayer:

-
mapping between logical channels and transport channels;

-
multiplexing of MAC SDUs from one or different logical channels onto transport blocks (TB) to be delivered to the physical layer on transport channels;

-
demultiplexing of MAC SDUs to one or different logical channels from transport blocks (TB) delivered from the physical layer on transport channels;

-
scheduling information reporting;

-
error correction through HARQ;

-
priority handling between UEs by means of dynamic scheduling;

-
priority handling between logical channels of one UE;

-
Logical Channel prioritisation;

-
transport format selection.

NOTE:
How the multiplexing relates to the QoS of the multiplexed logical channels is FFS.

The location of the different functions and their relevance for uplink and downlink respectively is illustrated in Table 4.4-1.

Table 4.4-1: MAC function location and link direction association.

	MAC function
	UE
	eNB
	Downlink
	Uplink

	Mapping between logical channels and transport channels
	X
	
	X
	X

	
	
	X
	X
	X

	Multiplexing
	X
	
	
	X

	
	
	X
	X
	

	Demultiplexing
	X
	
	X
	

	
	
	X
	
	X

	Error correction through HARQ
	X
	
	X
	X

	
	
	X
	X
	X

	Transport Format Selection
	
	X
	X
	X

	Priority handling between UEs
	
	X
	X
	X

	Priority handling between logical channels of one UE
	
	X
	X
	

	Logical Channel prioritisation
	X
	
	
	X

	Scheduling information reporting
	X
	
	
	X


--------------------------------------------------------- End of change -------------------------------------------------------

--------------------------------------------------------- Start of change ------------------------------------------------------
5.3.2.2
HARQ process

For each received TB:

-
if the NDI, when provided, has been incremented compared to the value of the previous received transmission for this HARQ process; or

-
if the HARQ process is equal to the broadcast process and the physical layer indicates a new transmission; or

-
if this is the very first received transmission for this HARQ process:

-
a new transmission is indicated for this HARQ process.

-
else, a retransmission is indicated for this HARQ process.

The UE then shall:

-
if a new transmission is indicated for this HARQ process:

-
replace the data currently in the soft buffer for this HARQ process with the received data.

-
if a retransmission is indicated for this HARQ process:

-
if the data has not yet been successfully decoded:

-
combine the received data with the data currently in the soft buffer for this HARQ process.

-
if the TB size is different from the last valid TB size signalled for this HARQ process:

-
the UE may replace the data currently in the soft buffer for this HARQ process with the received data.

-
attempt to decode the data in the soft buffer;

-
if the data in the soft buffer was successfully decoded:

-
if the HARQ process is equal to the broadcast process, deliver the decoded MAC PDU to RRC.

-
else, deliver the decoded MAC PDU to the disassembly and demultiplexing entity.

-
generate a positive acknowledgement (ACK) of the data in this HARQ process.

-
else:

-
generate a negative acknowledgement (NACK) of the data in this HARQ process.


-
if the HARQ process is associated with a transmission indicated with a Temporary C-RNTI and a UE Contention Resolution Identity match is not indicated; or

-
if the HARQ process is equal to the broadcast process:

-
do not indicate the generated positive or negative acknowledgement to the physical layer.

-
else:

-
indicate the generated positive or negative acknowledgement to the physical layer.

--------------------------------------------------------- End of change -------------------------------------------------------

--------------------------------------------------------- Start of change ------------------------------------------------------
6.1.5
MAC PDU (Random Access Response)

A MAC PDU consists of a MAC header and one or more MAC Random Access Responses (MAC RAR) as described in figure 6.1.5-4.

The MAC header is of variable size.

A MAC PDU header consists of one or more MAC PDU sub-headers; each subheader corresponding to a MAC RAR except for the Backoff Indicator sub-header. 

A MAC PDU subheader consists of the three header fields E/T/RAPID (as described in figure 6.1.5-1) but for the Backoff Indicator subheader which consists of the five header field E/T/R/R/BI (as described in figure 6.1.5-2).

A MAC RAR consists of the three fields TA/UL Grant/Temporary C-RNTI (as described in figure 6.1.5-3)
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Figure 6.1.5-1: E/T/RAPID MAC sub-header
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Figure 6.1.5-2: E/T/R/R/BI MAC sub-header
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Figure 6.1.5-3: MAC RAR
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Figure 6.1.5-4: MAC PDU consisting of a MAC header and MAC RARs

--------------------------------------------------------- End of change -------------------------------------------------------
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