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1 Discussion
Reading PCH, BCH and DL-SCH mapped on BCCH in a UE configured with DRX functionality

In DRX operation, the Active Time is defined as times that the UE monitors the PDCCH. And, currently, the Active Time does not include the time to read PCH, BCH and DL-SCH mapped on BCCH. However, obviously the PCH, BCH and DL-SCH mapped on BCCH should be read regardless of the DRX.

Proposal 1: it is proposed that regardless of the DRX configured, the UE shall receive PCH, BCH and DL-SCH mapped on BCCH to be needed to receive.

Impact to DRX operation with a reception of PCH and DL-SCH mapped on BCCH
Currently, during the Active Time, when the PDCCH indicates a DL transmission, the UE starts HARQ RTT Timer and stops the DRX Retransmission Timer for the corresponding HARQ process respectively. Also, the UE starts or restarts the DRX Inactivity Timer.
In case DL-SCH mapped on BCCH, the first transmission and repetitions of the SystemInformationBlockType1 are scheduled in subframe #5. And all SI messages are scheduled within the corresponding SI-window. It means that there is no need to handle HARQ RTT Timer and DRX Retransmission Timer for a reception of DL-SCH mapped on BCCH.
Proposal 2: it is proposed that if PDCCH indicates a Dl transmission but is addressed to SI-RNTI, the HARQ RTT Timer and DRX Retransmission Timer is not affected.

As proposal 1, BCCH and PCH should be read regardless of the DRX configured. That is, since BCCH and PCH should work independently of the DRX, the DRX Inactivity Timer should be independent of BCCH and PCH.
Proposal 3: it is proposed that if PDCCH indicates a new transmission and is addressed to SI-RNTI or P-RNTI, the DRX Inactivity Timer is not affected. 
2 Conclusion

Proposal 1: it is proposed that regardless of the DRX configured, the UE shall receive PCH, BCH and DL-SCH mapped on BCCH to be needed to receive.
Proposal 2: it is proposed that if PDCCH indicates a Dl transmission but is addressed to SI-RNTI, the HARQ RTT Timer and DRX Retransmission Timer is not affected.

Proposal 3: it is proposed that if PDCCH indicates a new transmission and is addressed to SI-RNTI or P-RNTI, the DRX Inactivity Timer is not affected. 

The associated CR is provided in [1]
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