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1 Introduction
This document makes the following corrections on the RadioResourceConfigDedicated.
· The default RLC configuration according to subclause 9.2.1 applies to SRB2 also. Therefore in the field description, this should be reflected. 
· To our understanding the default transport channel configuration should apply to both SRBs and DRBs. 

· The default logical channel configuration does not apply to DRBs. 

· As indicated in the current ASN.1, the default RLC/logical channel/transport channel configuration applies whenever the network signals the default value. It should not be only when the SRB/DRB is being established. The field description for the RLC/logical channel/transport channel configuration has been updated correspondingly.
· Some editorial updates on the references for the default configuration and the MAC-MainConfiguration should be changed to transportChannelConfig when referring to the IE transportChannelConfig.
· The procedure text in subclause 5.3.10 is updated according to the corrections on the usage of the default RLC/logical channel/transport channel configuration. 

· Further we think that NAS layer is only aware of the EPS bearer and the AS layer maintains the mapping between the DRB and the corresponding EPS bearer. Therefore the AS layer should indicate the NAS layer only the EPS bearer corresponding to the DRB being established/released. 

2 Conclusion

It is proposed that RAN2 agree on the following text proposal to TS 36.331 [1].  
3 References

 [1]
 TS 36.331 v8.3.0 (REL-8)

4 Text Proposal to 36.331

The proposed changes are relative to TS 36.331 [1].
-------------------------------------  Start of Text Proposal ------------------------------------
6.3.2
Radio resource control information elements

–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to setup/modifiy transport channel configurations and to setup/modify physical channels

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModifyList




SRB-ToAddModifyList


OPTIONAL,


drb-ToAddModifyList




DRB-ToAddModifyList


OPTIONAL,


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL,


transportChannelConfig



CHOICE {




explicit





MAC-MainConfiguration,




default






NULL


}

OPTIONAL,















-- Cond Setup

physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Cond Misc


...

}

DTCH-LogicalChannelIdentity ::=


INTEGER (3..10)

SRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..2)) OF SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Configuration




CHOICE {



explicit






RLC-Configuration,



default







NULL


}

OPTIONAL,















 -- Cond Setup

logicalChannelConfig



CHOICE {


explicit






LogicalChannelConfig,



default







NULL


}

OPTIONAL,















 -- Cond Setup

...

}

DRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


eps-BearerIdentity




INTEGER (0..15),


drb-Identity





INTEGER (1..32),


pdcp-Configuration




PDCP-Configuration

OPTIONAL,

 
-- Cond Setup-HO


rlc-Configuration




RLC-Configuration

OPTIONAL,

 
-- Cond Setup

rb-MappingInfo





DTCH-LogicalChannelIdentity
OPTIONAL,

-- Cond Setup

logicalChannelConfig




LogicalChannelConfig



OPTIONAL,

-- Cond Setup

...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


drb-Identity





INTEGER (1..32)

}

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	rlc-Configuration

SRB choice indicates whether the RLC configuration is set to the values signalled explicitly or to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or SRB2 in 9.2.1.2. 

	transportChannelConfig
The default transport channel configuration is specified in 9.2.2 and applies to both SRBs and DRBs. 

	logicalChannelConfig

SRB choice indicates whether the logical channel configuration is set to the values signalled explicitly or to the values defined in the default logical channel configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. 

	DTCH-LogicalChannelIdentity

The logical channel identity for both UL and DL.


	Conditional presence
	Explanation

	Setup
	The IE is mandatory present if the corresponding SRB/DRB is being setup; otherwise the IE is optionally present, continue.

	Setup-HO
	The IE is mandatory present if the corresponding DRB is being setup and optionally present in case of handover, continue; otherwise the IE is not needed and the current configuration is maintained.

	Misc
	The IE is mandatory present upon connection establishment, handover and connection re-establishment; otherwise the IE is optionally present, continue.


5.3.10
Radio resource configuration

5.3.10.1
SRB addition/ modification

The UE shall:

1>
if the received radioResourceConfiguration includes the srb-ToAddModifyList:

2>
for each srb-Identity value included in the srb-ToAddModifyList that is not part of the current UE configuration (SRB establishment):

3>
if the rlc-Configuration is set to ‘explicit’:

4>
establish an RLC entity in accordance with the received RLC-Configuration IE;

3>
else if the rlc-Configuration is set to ‘default’:

4>
establish an RLC entity in accordance with the default configuration applicable for this srb-identity as specified in 9.2.1;

3>
if the logicalChannelConfig is set to ‘explicit’:

4>
establish a DCCH logical channel in accordance with the received LogicalChannelConfig IE;

3>
else if the logicalChannelConfig is set to ‘default’:

4>
establish a DCCH logical channel in accordance with the default configuration applicable for this srb-identity as specified in 9.2.1;

2>
for each srb-Identity value included in the srb-ToAddModifyList that is part of the current UE configuration (SRB reconfiguration):

3>
if the rlc-Configuration is included and is set to ‘explicit’:

4>
reconfigure the RLC entity in accordance with the received RLC-Configuration IE;

3>
else if the rlc-Configuration is included and is set to ‘default’:

4>
reconfigure the RLC entity in accordance with the default configuration applicable for this srb-identity as specified in 9.2.1;

3>
if the logicalChannelConfig is included and is set to ‘explicit’:

4>
reconfigure the DCCH logical channel in accordance with the received LogicalChannelConfig IE;

3>
else if the logicalChannelConfig is included and is set to ‘default’:

4>
reconfigure the DCCH logical channel in accordance with the default configuration applicable for this srb-identity as specified in 9.2.1;

NOTE
‘Infinity’ is the only applicable value for the prioritizedBitRate for SRB1 and SRB2

5.3.10.2
DRB release

The UE shall:

1>
if the received radioResourceConfiguration includes the drb-ToReleaseList:

2>
for each drb-Identity value included in the drb-ToReleaseList that is part of the current UE configuration (DRB release):

3>
release the PDCP entity;

3>
release the RLC entity;

3>
release the DTCH logical channel;

2>
indicate the release of the EPS bearer(s) associated to the DRB(s) to upper layers;

5.3.10.3
DRB addition/ modification

NOTE: Reconfiguration of the RLC mode of DRBs is not supported

The UE shall:

1>
if the received radioResourceConfiguration includes the drb-ToAddModifyList:

2>
for each drb-Identity value included in the drb-ToAddModifyList that is not part of the current UE configuration (DRB establishment):

3>
establish a PDCP entity in accordance with the received PDCP-Configuration IE;

3>
establish an RLC entity in accordance with the received RLC-Configuration IE;

3>
establish a DTCH logical channel in accordance with the received LogicalChannelConfig IE;

2>
indicate the establishment of the EPS bearer(s) associated to the DRB(s) to upper layers;
2>
for each drb-Identity value included in the drb-ToAddModifyList that is part of the current UE configuration (DRB reconfiguration):

3>
reconfigure the PDCP entity in accordance with the received PDCP-Configuration IE;
3>
reconfigure the RLC entity in accordance with the received RLC-Configuration IE;

3>
reconfigure the DTCH logical channel in accordance with the received LogicalChannelConfig IE;

5.3.10.4
Transport channel reconfiguration
The UE shall:

1>
if the received radioResourceConfiguration includes the IE transportChannelConfig:

2>
if the current UE configuration does not include a DL-SCH transport channel configuration (DL-SCH establishment):

3>
if the transportChannelConfig is set to ‘explicit’:
4>
establish an DL-SCH transport channel in accordance with the received dl-SCH-Configuration;

3>
else if the transportChannelConfig is set to ‘default’:

4>
establish a DL-SCH transport channel in accordance with the default configuration as specified in 9.2.2;

2>
else:

3>
if the transportChannelConfig is set to ‘explicit’:
4>
reconfigure the DL-SCH transport channel in accordance with the received dl-SCH-Configuration;

3>
else if the transportChannelConfig is set to ‘default’:

4>
reconfigure the DL-SCH transport channel in accordance with the default configuration as specified in 9.2.2;

2>
if the current UE configuration does not include a UL-SCH transport channel configuration (UL-SCH establishment):

3>
if the transportChannelConfig is set to ‘explicit’
4>
establish an UL-SCH transport channel in accordance with the received ul-SCH-Configuration;

3>
else if the transportChannelConfig is set to ‘default’:

4>
establish a UL-SCH transport channel in accordance with the default configuration as specified in 9.2.2;

2>
else:

3>
if the transportChannelConfig is set to ‘explicit’
4>
reconfigure the UL-SCH transport channel in accordance with the received ul-SCH-Configuration;

3>
else if the transportChannelConfig is set to ‘default’:

4>
reconfigure the UL-SCH transport channel in accordance with the default configuration as specified in 9.2.2;

5.3.10.5
Physical channel reconfiguration
The UE shall:

1>
if the received radioResourceConfiguration includes the physicalConfigDedicated:

2>
if the current UE configuration does not include a physical channel configuration (physical channel establishment):

3>
establish the physical channel configuration in accordance with the received physicalConfigDedicated;

2>
else:

3>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
apply the default configuration applicable for the antennaInformation as specified in 9.2.3, until explicitly receiving a configuration;

1>
if the received RRCConnectionReconfiguration message includes the mobilityControlInformation:
2>
if SPS resource is activated:

3>
deactivate SPS resource;

–
MAC-MainConfiguration
The IE MAC-MainConfiguration is used to specify the transport channel configuration for signalling and data radio bearers.
MAC-MainConfiguration information element
-- ASN1START

MAC-MainConfiguration ::=
SEQUENCE {


dl-SCH-Configuration



SEQUENCE {



semiPersistSchedIntervalDL


ENUMERATED {













sf10, sf20, sf32, sf40, sf64, sf80, 













sf128, sf160, sf320, sf640, spare6, 













spare5, spare4, spare3, spare2, 













spare1}

OPTIONAL


}

OPTIONAL,


ul-SCH-Configuration



SEQUENCE {



maxHARQ-Tx






ENUMERATED {













n1, n2, n3, n4, n5, n6, n7, n8, 













n10, n12, n16, n20, n24, n28, 












spare2, spare1}

OPTIONAL,
  -- Cond ConnSU



semiPersistSchedIntervalUL


ENUMERATED {













sf10, sf20, sf32, sf40, sf64, sf80, 













sf128, sf160, sf320, sf640, spare6, 













spare5, spare4, spare3, spare2, 













spare1}

OPTIONAL,



periodicBSR-Timer




ENUMERATED {













sf5, sf10, sf16, sf20, sf32, sf40, 













sf64, sf80, sf128, sf160, sf320, sf640, 













sf1280, sf2560, infinity, spare1} OPTIONAL,-- need OC



ttiBundling






BOOLEAN


}

OPTIONAL,


drx-Configuration




SEQUENCE {



drx-StartOffset





INTEGER (0),




   
-- type,range FFS


onDurationTimer





ENUMERATED {













psf1, psf2, psf3, psf4, psf5, psf6, 













psf8, psf10, psf20, psf30, psf40, 













psf50, psf60, psf80, psf100, 













psf200},






-- default FFS


drx-InactivityTimer




ENUMERATED {













psf1, psf2, psf3, psf4, psf5, psf6, 













psf8, psf10, psf20, psf30, psf40, 













psf50, psf60, psf80, psf100, 













psf200},






-- default FFS


drx-RetransmissionTimer



ENUMERATED {













sf1, sf2, sf4, sf6, sf8, sf16,













sf24, sf33},





-- default FFS


longDRX-Cycle





ENUMERATED {













sf10, sf20, sf32, sf40, sf64, sf80, 













sf128, sf160, sf256, sf320, sf512, 













sf640, sf1024, sf1280, sf2048, 













sf2560},






-- default FFS


shortDRX






SEQUENCE {




shortDRX-Cycle





INTEGER (0), 


-- type,range,default FFS



drxShortCycleTimer




INTEGER (1..16) 

-- type,range,default FFS


}

OPTIONAL


}

OPTIONAL,


timeAlignmentTimer





ENUMERATED {













sf500, sf1280, sf2560, sf5120, sf10240, 













infinity, spare2, spare1}

DEFAULT sf500,


phr-Configuration




SEQUENCE {



periodicPHR-Timer




ENUMERATED {sf10, sf20, sf50, sf100, sf200, 















sf1000, infinity, spare1},



prohibitPHR-Timer




ENUMERATED {sf0, sf100, sf200, sf1000},



dl-PathlossChange




ENUMERATED {dB1, dB3, dB6, infinity}


}

OPTIONAL,  -- need OC


...

}

-- ASN1STOP

	MAC-MainConfiguration field descriptions

	maxHARQ-Tx

Parameter: max-HARQ-Tx [36.321].

If absent in the RRCConnectionSetup message, the default value as defined in 9.2.1.1 applies.

	semiPersistSchedIntervalDL

Semi-persistent scheduling interval in downlink. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. For TDD, this parameter should be round to the nearest integer (of 10 sub-frames) towards zero, e.g. sf10 corresponds to 10 sub-frames, sf32 corresponds to 30 sub-frames, sf128 corresponds to 120 sub-frames.

	semiPersistSchedIntervalUL

Semi-persistent scheduling interval in uplink. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. For TDD, this parameter should be round to the nearest integer  (of 10 sub-frames) towards zero, e.g. sf10 corresponds to 10 sub-frames, sf32 corresponds to 30 sub-frames, sf128 corresponds to 120 sub-frames.

	periodicBSR-Timer

Parameter: PERIODIC_BSR_TIMER [36.321]. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on.

	ttiBundling

Configures TTI bundling on and off. Can be configured for FDD and for TDD only for configurations 0, 1 and 6.

	drx-StartOffset

Parameter: DRX Start Offset [36.321]. Value in number of sub-frames. In TDD, this can point to a DL or UL sub-frame

	onDurationTimer

Parameter: On Duration Timer [36.321]. Value in number of PDCCH sub-frames. Default value is [FFS]. Value psf1 corresponds to 1 PDCCH subframe, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drx-InactivityTimer

Parameter: DRX Inactivity Timer [36.321]. Value in number of PDCCH sub-frames. Default value is [FFS]. Value psf1 corresponds to 1 PDCCH subframe, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drx-RetransmissionTimer

Parameter: DRX Retransmission Timer [36.321]. Value in number of PDCCH sub-frames. Default value is [FFS].

	longDRX-Cycle

Long DRX cycle in [36.321]. Value in number of sub-frames. Default value is [FFS]. If shortDRX-Cycle is configured, the value shall be a multiple of the shortDRX-Cycle value. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 subframes and so on.

	shortDRX-Cycle

Short DRX cycle in [36.321]. Value in [FFS]. Default value is [FFS].

	drxShortCycleTimer

Parameter: DRX Short Cycle Timer [36.321]. Value in multiples of shortDRX-Cycle. Default value is [FFS]. A value of 1 corresponds to shortDRX-Cycle, a value of 2 corresponds to 2 * shortDRX-Cycle and so on.

	timeAlignmentTimer

Parameter: Time Alignment Timer [36.321]. Value in number of sub-frames. Default value is 500. Value sf500 corresponds to 500 sub-frames, sf1280 corresponds to 1280 sub-frames and so on.

	periodicPHR-Timer

Parameter: PERIODIC_PHR_TIMER [36.321]. Value in number of sub-frames. Value sf10 corresponds to 10 subframes, sf20 corresponds to 20 subframes and so on.

	prohibitPHR-Timer

Parameter: PROHIBIT PHR TIMER [36.321]. Value in number of sub-frames. Value sf10 corresponds to 10 subframes, sf20 corresponds to 20 subframes and so on.

	dl-PathLossChange

Parameter: DL PathlossChange [36.321]. Value in dB. Value dB1 corresponds to 1 dB, dB3 corresponds to 3 dB and so on.


	Conditional presence
	Explanation

	ConnSU
	The IE is mandatory default if the IE is included in RRCConnectionSetup; otherwise it is optionally present, continue.


  -------------------------------------  End of Text Proposal -------------------------------------   

5/7


