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	Reason for change:
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	By the current specification, IMS capable UEs supporting voice shall support RoHC profiles for RTP/UDP/IP, UDP/IP, and IP. 
1. Given the supported RoHC profiles reported by such a UE, the network may in principle apply RoHC to any applicable bearer with arbitrarily high packet rate. This requires overdimensioning the UE’s processing capabilities.

2. The header compression is important for voice traffic, because the gain of header compression is significant for RTP/UDP/IP packets compressed by RTP profile, and for RTCP/UDP/IP packets compressed by UDP profile. However, other packets than these appear very seldom, if ever, on voice bearers.


	
	

	Summary of change:
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	1. The requirement to support RoHC is limited to compressing and decompressing headers of PDCP SDUs at a PDCP SDU rate corresponding to supported IMS voice codecs. 
2. The IP profile is removed from this list of required profiles
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	The UE’s processing capabilities need to be overdimensioned in order to handle header compression at arbitrarily high packet rates.
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4.3
Parameters independent of the field ue-Category
4.3.1
PDCP Parameters
4.3.1.1
supportedROHC-Profiles
This field defines which ROHC profiles from the list below are supported by the UE. 

-
0x0000 ROHC uncompressed (RFC 4995)

-
0x0001 ROHC RTP (RFC 3095, RFC 4815)

-
0x0002 ROHC UDP (RFC 3095, RFC 4815)

-
0x0003 ROHC ESP (RFC 3095, RFC 4815)

-
0x0004 ROHC IP (RFC 3843, RFC 4815)

-
0x0006 ROHC TCP (RFC 4996)

-
0x0101 ROHCv2 RTP (RFC 5225)

-
0x0102  ROHCv2 UDP (RFC 5225)

-
0x0103 ROHCv2 ESP (RFC 5225)

-
0x0104 ROHCv2 IP (RFC 5225)

A UE that supports one or more of the listed ROHC profiles shall support ROHC profile 0x0000 ROHC uncompressed (RFC 4995).

'IMS capable UEs supporting voice' shall support ROHC profiles 0x0000, 0x0001, 0x0002 and be able to compress and decompress headers of PDCP SDUs at a PDCP SDU rate corresponding to supported IMS voice codecs.
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