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1. Overall Description:

RAN2 would like to inform RAN3 and CT4 of their agreement to have the field length of PDCP SN [TS 36.323] configurable also to X bits in Rel-11, in addition to the previous maximum value of 12 bits. In the related discussion this was recognized to have impact also to RAN3 and CT4 specifications. The anticipated impact includes at least the following.
· Within the X2AP and S1AP protocols [TSs 36.423, 36.413], the field “Receive Status Of UL PDCP SDUs” within the SN Status Transfer message needs to accommodate a larger – though in practice variable-length – SN space. (Since the length of Count remains untouched, the fields “UL count value” and “DL count value” may suffice as they are, although they are currently split with legacy SN length: the target eNB should anyway know what SN length to apply from the AS-config received as part of HandoverPreparationInformation.)
· In the description of the GTP-U extension header “PDCP PDU number” in TS 29.281, this sentence seems to require updating: “When used between two eNBs at the X2 interface in E-UTRAN, bits 5-8 of octet 2 are spare.”
2. Actions:

To RAN3 and CT4 groups.

ACTION: 
RAN2 kindly asks RAN3 and CT4 groups to update their Rel-11 specifications to accommodate the longer PDCP SN length.
3. Dates of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #79bis
8th – 12th October 2012
Bratislava, Slovakia

TSG-RAN WG2 Meeting #80 
12th – 16th November 2012
New Orleans, U.S.
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