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8.1.1.6.22
System Information Block type 22
The UE should store all relevant IEs included in this system information block. The UE shall:

1>
for FDD, determine the value for the READY_FOR_COMMON_ERGCH variable and take the corresponding actions as described in subclause 8.5.75;
1>
for FDD, if the IE "Cell reselection indication" is included in system information block type 22：
2>
configure the MAC to enable "Cell reselection indication".
1>
for FDD, else if the IE "Cell reselection indication" is not included in system information block type 22：
2>
configure the MAC to disable "Cell reselection indication".
<next change>
10.2.48.8.25
System Information Block type 22
The system information block type 22 contains information for Concurrent deployment of 2ms and 10ms TTI in a cell, NodeB triggered HS-DPCCH transmission, Fallback to R99 PRACH, TTI alignment, Per HARQ process activation and de-activation HS-DSCH DRX operation with second DRX cycle and Cell reselection indication in CELL_FACH. Further, it contains control parameters related to the PRACH access preamble.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	REL-11

	>FDD
	
	
	
	
	REL-11

	>>PRACH preamble control parameters extension list Type 1 (for Enhanced Uplink)
	OP
	
	PRACH preamble control parameters extension list for Type 1 (for Enhanced Uplink)

10.3.6.135
	Control parameters of the physical signal. This and/or parameters in IE "PRACH preamble control parameters (for Enhanced Uplink)" is used for access by UE’s supporting concurrent deployment when the outcome of the common E-DCH TTI selection is 10ms. Also used for access if "E-DCH Transmission Time Interval" is equal to 10ms, by UE’s that do not support concurrent deployment but support either NodeB triggered HS-DPCCH transmission or HS-DSCH DRX operation with second DRX cycle or Fallback to R99 PRACH. See subclause 8.5.45, 8.5.73 and 8.5.74.
	REL-11

	>>PRACH preamble control parameters extension list Type 2 (for Enhanced Uplink)
	OP
	
	PRACH preamble control parameters extension list (for Enhanced Uplink)

10.3.6.134
	Control parameters of the physical signal. Used for access by UE’s supporting only concurrent deployment, and by UEs supporting TTI alignment and Per HARQ process if the IE "Common E-DCH Resource Configuration Information List Extension" is not present, when the outcome of the common E-DCH TTI selection is 2ms. See subclause 8.5.45 and 8.5.73.
	REL-11

	>>PRACH preamble control parameters extension list Type 3 (for Enhanced Uplink)
	OP
	
	PRACH preamble control parameters extension list (for Enhanced Uplink)

10.3.6.134
	Control parameters of the physical signal. Used for access by UE’s supporting TTI alignment and Per HARQ process if the IE 

"Common E-DCH Resource Configuration Information List Extension" is present, when the outcome of the common E-DCH TTI selection is 2ms. See subclause 8.5.45, and 8.5.73.
	REL-11

	>>Concurrent Deployment of 2ms and 10ms TTI
	OP
	
	Concurrent Deployment of 2ms and 10ms TTI 10.3.5.25
	
	REL-11

	>>NodeB triggered HS-DPCCH Transmission
	OP
	
	NodeB triggered HS-DPCCH Transmission

10.3.6.130
	
	REL-11

	>>Fallback R99 PRACH info
	OP
	
	Fallback R99 PRACH info

10.3.6.141
	
	REL-11

	>>Common E-DCH Resource Configuration Information List Extension
	OP
	
	Common E-DCH Resource Configuration Information List Extension

10.3.6.140
	
	REL-11

	>>HS-DSCH DRX in CELL_FACH with second DRX cycle Information
	OP
	
	HS-DSCH DRX in CELL_FACH with second DRX cycle Information 10.3.6.139
	
	Rel-11

	>>Cell reselection indication 
	OP
	
	Enumerated (TRUE)
	Contol of cell reselection indication report during common E-DCH transmission in CELL_FACH state mode.
	REL-11

	>TDD
	
	
	
	(no data)
	REL-11


<next change>
11.3
Information element definitions
<skip unchanged part>
SysInfoType20 ::=




SEQUENCE {



hNBName






HNBName









OPTIONAL,



nonCriticalExtensions


SEQUENCE {}








OPTIONAL

}

SysInfoType21 ::=




SEQUENCE {



eab-Parameters




EAB-Parameters







OPTIONAL,



nonCriticalExtensions


SEQUENCE {}








OPTIONAL

}

SysInfoType22 ::=



SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




prach-PreambleForEnhancedUplinkListType1Ext













PRACH-PreambleForEnhancedUplinkListType1Ext OPTIONAL,




prach-PreambleForEnhancedUplinkListType2Ext














PRACH-PreambleForEnhancedUplinkListType2Ext OPTIONAL,




prach-PreambleForEnhancedUplinkListType3Ext














PRACH-PreambleForEnhancedUplinkListType3Ext OPTIONAL,




concurrent-Deployment-2ms-10ms-TTI

Concurrent-Deployment-2ms-10ms-TTI
   OPTIONAL,




nodeB-Trigger-HS-DPCCH-Transmission

NodeB-Trigger-HS-DPCCH-Transmission
   OPTIONAL,




fallback-R99-PRACH-info



Fallback-R99-PRACH-info-IEs



   OPTIONAL,




commonEDCHResourceConfigInfoListExt
CommonEDCHResourceConfigInfoListExt

   OPTIONAL,




hs-dsch-DrxCellfach-SecondDrx-info
HS-DSCH-DrxCellfach-SecondDrx-info


OPTIONAL,




cellReselectionIndication


ENUMERATED { true }






OPTIONAL


},



tdd







NULL


},


nonCriticalExtensions


SEQUENCE {}
OPTIONAL

}

SysInfoTypeSB1 ::=




SEQUENCE {


-- Other IEs



sib-ReferenceList



SIB-ReferenceList,


-- Extension mechanism for non- release99 information



v6b0NonCriticalExtensions

SEQUENCE {




sysInfoTypeSB1-v6b0ext


SysInfoTypeSB1-v6b0ext,




v860NonCriticalExtensions

SEQUENCE {





sysInfoTypeSB1-v860ext


SysInfoTypeSB1-v860ext,





nonCriticalExtensions


SEQUENCE {}





OPTIONAL




}

OPTIONAL



}

OPTIONAL

}
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