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	Reason for change:
	In the report of Connection Establishement failure, UE indicates the elapsed time since the Failure took place. Maximum value of the IE ‘Time Since Failure’ is 48 hours(172800s).

The UE is supposed to keep information about the Failure up to 48 hours. But it is allowed to keep it longer. In this case the value of ‘Time Since Failure’ is not clearly specified.

	
	

	Summary of change:
	It is clarified that in case the UE reports the Connection Failure after 48hours, the IE ‘Time Since Failure’ takes the value 1728200s.
Impact Analysis

Impacted functionality:

The change only impacts the corrected functionality.

Inter-operability:

1.
If the network is implemented according to the CR and the UE is not then there are no interoperability issues.

2.
If the UE is implemented according to the CR and the network is not then there are no interoperability issues.

	
	

	Consequences if not approved:
	In case the UE reports the Connection Failure after 48hours, the IE ‘Time Since Failure’ is not clearly specified.
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10.3.7.132a
Connection Establishment Failure Report

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Time Since Failure
	MP
	
	INTEGER (0..172800)
	Indicates the elapsed time in seconds between Logging and reporting of Connection establishment failure info. If the elapsed time is greater than 172800s then UE shall use the value 172800.  
	REL-11

	CHOICE mode
	MP
	
	
	
	REL-11

	>FDD
	
	
	
	
	REL-11

	>>Logged Connection Establishment Failure Info-FDD
	MP
	
	Logged Connection Establishment Failure Info-FDD 10.3.7.129a
	
	REL-11

	>TDD
	
	
	
	
	REL-11

	>>Logged Connection Establishment Failure Info-TDD
	MP
	
	Logged Connection Establishment Failure Info-TDD 10.3.7.130a
	
	REL-11


