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1 Introduction
This paper tries to correct the condition in TS 36.331 running CR for transmission of the ProSeUEInformation element. 
2 Discussion

According to RAN2 agreements, in a multicarrier scenario where the UE is camped or in RRC_CONNECTED on one carrier, but requesting to perform ProSe on another carrier, the UE may transmit a ProSe Indication to its serving cell when it wants to perform ProSe communication. The agreements in RAN2 87 were as follows:

	· A UE that is camped (due to cell reselection priorities) or connected on one carrier but interested in ProSe operation on another carrier shall attempt to find cells on the ProSe carrier and thereby determine whether it is “in-coverage” (i.e., detect case A and B in Figure 1 or R2-143572).

· A CONNECTED UE sends a ProSe indication to its serving cell when it wants perform ProSe communication. The indication contains the intended ProSe frequency.

· The serving cell may configure an inter-frequency RRM measurement on the ProSe carrier and based on the measurement report trigger inter-frequency mobility to that ProSe carrier once the UE enters coverage on a cell on the ProSe carrier.


However, the current running CR captures the UE behavior only if the UE detects the SIB18 in the Pcell.
	5.X.2.2 
Initiation
Upon initiating the procedure, the UE shall:

1>
if SystemInformationBlockType18 is broadcast by the PCell:

2>
ensure having a valid version of SystemInformationBlockType18 for the PCell;

2> if configured by upper layers to receive Prose Direct Communication:

3>
if the UE did not transmit a ProseUEInformation message including commRxInterestedFreq since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a ProseUEInformation message including commRxInterestedFreq, the UE connected to a PCell not broadcasting SystemInformationBlockType18:
NOTE:
After handover/ re-establishment from a source PCell not broadcasting SystemInformationBlockType18 the UE repeats the same interest information that it provided previously as such a source PCell may not forward the interest information.
3>
if the frequency configured by upper layers to receive Prose Direct Communication on has changed since the last transmission of the ProseUEInformation message:

4>
initiate transmission of the ProseUEInformation message to indicate the Prose Direct Communication reception frequency of interest in accordance with 5.x.2.3;

….



The ‘if’ condition only allows ProSeUEIndication to be sent when the UE is camped in RRC_IDLE or in RRC_CONNECTED on the ProSe carrier. Thus, we propose to change the if condition to the following:
1>
if SystemInformationBlockType18 is broadcast by the PCell or cell on ProSe carrier:

Proposal 1
Correct the condition in Section 5.X.2.2 by replacing “Pcell” with “Pcell or cell on ProSe carrier”
3 Text Proposal
5.X.2.2 
Initiation
A UE capable of Prose Direct Communication and/ or Direct Discovery that is in RRC_CONNECTED may initiate the procedure to indicate it is (interested in) receiving Prose Direct Communication and/ or Direct Discovery in several cases including upon successful connection establishment, upon change of interest, upon change to a PCell broadcasting SystemInformationBlockType18 and/ or SystemInformationBlockType19. A UE capable of Prose Direct Communication and/ or Prose Direct Discovery may initiate the procedure to request assignment of dedicated resources for the concerned Prose Direct Communication transmission and/ or Prose Direct Discovery announcements.

Upon initiating the procedure, the UE shall:

1>
if SystemInformationBlockType18 is broadcast by the PCell or cell on ProSe carrier:

2>
ensure having a valid version of SystemInformationBlockType18 for the PCell or cell on ProSe carrier;

2> if configured by upper layers to receive Prose Direct Communication:

3>
if the UE did not transmit a ProseUEInformation message including commRxInterestedFreq since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a ProseUEInformation message including commRxInterestedFreq, the UE connected to a PCell not broadcasting SystemInformationBlockType18:

NOTE:
After handover/ re-establishment from a source PCell not broadcasting SystemInformationBlockType18 the UE repeats the same interest information that it provided previously as such a source PCell may not forward the interest information.

3>
if the frequency configured by upper layers to receive Prose Direct Communication on has changed since the last transmission of the ProseUEInformation message:

4>
initiate transmission of the ProseUEInformation message to indicate the Prose Direct Communication reception frequency of interest in accordance with 5.x.2.3;

2>
else:

3>
if the last transmission of the ProseUEInformation message included commRxInterestedFreq:
4>
initiate transmission of the ProseUEInformation message to indicate it is no longer interested in Prose Direct Communication reception in accordance with 5.x.2.3;

2>
if configured by upper layers to transmit Direct Communication:

3>
if the UE is in RRC_CONNECTED and did not transmit a ProseUEInformation message including commTxResourceReq since entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a ProseUEInformation message including commTxResourceReq, the UE connected to a PCell not broadcasting SystemInformationBlockType18; or
3>
if since the last time the UE transmitted a ProseUEInformation message including commTxResourceReq, the Prose Direct Communication transmission resources required by the UE have changed (i.e. resulting in a change of commTxResourceReq):
4>
initiate transmission of the ProseUEInformation message to indicate the Prose Direct Communication transmission resources required by the UE in accordance with 5.x.2.3;

2>
else:

3>
if the last transmission of the ProseUEInformation message included commTxResourceReq:

4>
initiate transmission of the ProseUEInformation message to indicate it does no longer require Prose Direct Communication transmission resources in accordance with 5.x.2.3;
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