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	Reason for change:
	In TS 36.133, It is stated that:
UE category M1 applicability: In this version of this specification the requirements for UE category M1 are derived assuming: DL Category M1 and Uplink Category M1, operation in any LTE system bandwidth but with a channel bandwidth of 1.4 MHz and transmission bandwidth of 6 PRBs in downlink and uplink, and a single antenna receiver.

In TS 36.101, Channel bandwidth is defined as 
the RF bandwidth supporting a single E-UTRA RF carrier with the transmission bandwidth configured in the uplink or downlink of a cell. The channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.
Thus, for UEs of Category M1, the maximum channel bandwidth is 1.4 MHz while the maximum transmission bandwidth is 6 PRBs. Channel bandwidth is not exactly the same as transmission bandwidth.

	
	

	Summary of change:
	In Table 4.1A-6, the maximum UE channel bandwidth is changed from 6 PRBs to 1.4 MHz.
Impact Analysis

Impacted functionality

ue-Category
Inter-operability

1. If the network is implemented according to the CR and the UE is not, then there are no interoperability issues.
2. If the UE is implemented according to the CR and the network is not, then there are no interoperability issues.


	
	

	Consequences if not approved:
	It is not correct to denote the maxmum channel bandwidth with 6 PRBs.
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4.1
ue-Category
…..

Table 4.1A-6: supported DL/UL Categories combinations and maximum UE channel bandwidth set by the fields ue-CategoryDL and ue-CategoryUL and UE categories to be indicated
	UE DL Category
	UE UL Category
	UE categories
	Maximum UE channel bandwidth [MHz]

	DL Category M1
	UL Category M1
	N/A
	1.4

	DL Category 0
	UL Category 0
	N/A
	According to maximum channel bandwidth specified per band in TS 36.101 [6].

	DL Category 6
	UL Category 5
	Category 6, 4
	

	DL Category 7
	UL Category 13
	Category 7, 4
	

	DL Category 9
	UL Category 5
	Category 9, 6, 4
	

	DL Category 10
	UL Category 13
	Category 10, 7, 4
	

	DL Category 11
	UL Category 5
	Category 11, 9, 6, 4
	

	DL Category 12
	UL Category 13
	Category 12, 10, 7, 4
	

	DL Category 13
	UL Category 3
	Category 6, 4
	

	DL Category 13
	UL Category 5
	Category 6, 4
	

	DL Category 13
	UL Category 7
	Category 7, 4
	

	DL Category 13
	UL Category 13
	Category 7, 4
	

	DL Category 14
	UL Category 8
	Category 8, 5
	

	DL Category 15
	UL Category 3
	Category 11, 9, 6, 4
	

	DL Category 15
	UL Category 5
	Category 11, 9, 6, 4

DL Category 11 and UL Category 5
	

	DL Category 15
	UL Category 7
	Category 12, 10, 7, 4
	

	DL Category 15
	UL Category 13
	Category 12, 10, 7, 4

DL Category 12 and UL Category 13
	

	DL Category 16
	UL Category 3
	Category 11, 9, 6, 4
	

	DL Category 16
	UL Category 5
	Category 11, 9, 6, 4

DL Category 11 and UL Category 5
	

	DL Category 16
	UL Category 7
	Category 12, 10, 7, 4
	

	DL Category 16
	UL Category 13
	Category 12, 10, 7, 4

DL Category 12 and UL Category 13
	

	DL Category 17
	UL Category 14
	Category 8, 5
DL Category 14 and UL Category 8
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