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8.5.2.X	Minimum requirement for SSB based beam failure detection for UE configured with relaxed measurement criterion
This clause contains minimum requirements for SSB based beam failure detection provided that:
[-	UE is configured with lowMobility criterion and good serving cell quality criterion in clause 8.5.Y2 and UE has fulfilled both criteria, or 
-	UE is configured with dedicated signaling [TBD].]
Editor’s Note: Above description need to be further modified according to RAN4’s conclusion
The requirements defined in clause 8.5.2.2 apply for this clause except that:
-	TEvaluate_BFD_SSB for FR1 as specified in Table 8.5.2.X-1
-	TEvaluate_BFD_SSB for FR2 as specified in Table 8.5.2.X-2
Table 8.5.2.X-1: Evaluation period TEvaluate_BFD_SSB for FR1
	Configuration
	TEvaluate_BFD_SSB (ms) 

	no DRX
	Max(50, Ceil([10]  P)  TSSB)

	DRX cycle ≤ 320ms
	Max(50, Ceil([15]  P)  Max(TDRX,TSSB))

	DRX cycle > 320ms
	Ceil([10]  P)  TDRX

	Note:	TSSB is the periodicity of SSB in the set [image: ]. TDRX is the DRX cycle length.



Table 8.5.2.X-2: Evaluation period TEvaluate_BFD_SSB for FR2
	Configuration
	TEvaluate_BFD_SSB (ms) 

	no DRX
	Max(50, Ceil([10]  P  N)  TSSB)

	DRX cycle ≤ 320ms
	Max(50, Ceil([15]  P  N)  Max(TDRX,TSSB))

	DRX cycle > 320ms
	Ceil([10]  P  N)  TDRX

	Note:	TSSB is the periodicity of SSB in the set [image: ]. TDRX is the DRX cycle length.
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