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The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of NR carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).
Table 6.2.1-1: UE Power Class
	NR
band
	Class 1 (dBm)
	Tolerance (dB)
	Class 1.5 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n1
	
	
	
	
	26
	+2/-3
	23
	±2

	n2
	
	
	
	
	
	
	23
	±23

	n3
	
	
	
	
	26
	+2/-3
	23
	±23

	n5
	
	
	
	
	
	
	23
	±2

	n7
	
	
	
	
	
	
	23
	±23

	n8
	
	
	
	
	
	
	23
	±23

	n12
	
	
	
	
	
	
	23
	±23

	n13
	
	
	
	
	
	
	23
	±2

	n14
	316
	+2/-3
	
	
	
	
	23
	±2

	n18
	
	
	
	
	
	
	23
	±2

	n20
	
	
	
	
	
	
	23
	±23

	n24
	
	
	
	
	
	
	23
	+2/-33

	n25
	
	
	
	
	
	
	23
	±23

	n26
	
	
	
	
	
	
	23
	±23

	n28
	
	
	
	
	
	
	23
	+2/-2.5

	n30
	
	
	
	
	
	
	23
	±2

	n34
	
	
	
	
	26
	+2/-3
	23
	±2

	n38
	
	
	
	
	
	
	23
	±2

	n39
	
	
	
	
	26
	+2/-3
	23
	±2

	n40
	
	
	
	
	26
	+2/-3
	23
	±2

	n41
	
	
	295
	+2/-33
	26
	+2/-33
	23
	±23

	n47
	
	
	
	
	
	
	23
	±2

	n48
	
	
	
	
	
	
	23
	+2/-3

	n50
	
	
	
	
	
	
	23
	±2

	n51
	
	
	
	
	
	
	23
	±2

	n53
	
	
	
	
	
	
	23
	±2

	n65
	
	
	
	
	
	
	23
	±2

	n66
	
	
	
	
	
	
	23
	±2

	n70
	
	
	
	
	
	
	23
	±2

	n71
	
	
	
	
	
	
	23
	+2/-2.5

	n74
	
	
	
	
	
	
	23
	±2

	n77
	
	
	295
	+2/-3
	26
	+2/-3
	23
	+2/-3

	n78
	
	
	295
	+2/-3
	26
	+2/-3
	23
	+2/-3

	n79
	
	
	295
	+2/-3
	26
	+2/-3
	23
	+2/-3

	n80
	
	
	
	
	
	
	23
	±23

	n81
	
	
	
	
	
	
	23
	±2

	n82
	
	
	
	
	
	
	23
	±2

	n83
	
	
	
	
	
	
	23
	+2/-2.5

	n84
	
	
	
	
	
	
	23
	±2

	n85
	
	
	
	
	
	
	23
	±23

	n86
	
	
	
	
	
	
	23
	±2

	n89
	
	
	
	
	
	
	23
	±2

	n91
	
	
	
	
	
	
	23
	±23, 4

	n92
	
	
	
	
	
	
	23
	±23, 4

	n93
	
	
	
	
	
	
	23
	±23, 4

	n94
	
	
	
	
	
	
	23
	±23, 4

	n95
	
	
	
	
	
	
	23
	±2

	n97
	
	
	
	
	
	
	23
	±2

	n98
	
	
	
	
	
	
	23
	±2

	n99
	
	
	
	
	
	
	23
	+2/-33

	n103
	
	
	
	
	
	
	23
	+2/-33

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 2:	Power class 3 is default power class unless otherwise stated
NOTE 3:	Refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.
NOTE 4:	The maximum output power requirement is relaxed by reducing the lower tolerance limit by 0.3 dB
NOTE 5:	Achieved via dual Tx
NOTE 6:	Generally, PC1 UE for Band n14 is not targeted for smartphone form factor. The UE power class 1 requirements for Band n14 are applicable for public safety scenario only.
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6.5.2.2	Spectrum emission mask
The spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the  edge of the assigned NR channel bandwidth. For frequencies offset greater than ΔfOOB, the spurious requirements in clause 6.5.3 are applicable.
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
The power of any UE emission shall not exceed the levels specified in Table 6.5.2.2-1 for the specified channel bandwidth.
Table 6.5.2.2-1: General NR spectrum emission mask
	ΔfOOB 
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5
	10, 15, 20, 25, 30, 35, 40, 45
	50, 60, 70, 80, 90, 100
	

	± 0-1
	-131
	-131
	
	1 % of channel BW

	± 0-1
	
	
	-241
	30 kHz

	± 1-5
	-101
	-101
	
1 MHz

	± 5-6
	-13
	
	

	± 6-10
	-25
	
	

	± 5-BWChannel
	
	-13
	

	± BWChannel-(BWChannel+5)
	
	-25
	

	NOTE1:	For band n103, the general spectrum emission mask limit is relaxed by increasing emission limit by 3dB.
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6.5.2.4	Adjacent channel leakage ratio
Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.
To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
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NR Adjacent Channel Leakage power Ratio (NRACLR) is the ratio of the filtered mean power centred on the assigned NR channel frequency to the filtered mean power centred on an adjacent NR channel frequency at nominal channel spacing.
The assigned NR channel power and adjacent NR channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.5.2.4.1-1.
If the measured adjacent channel power is greater than –50 dBm then the NRACLR shall be higher than the value specified in Table 6.5.2.4.1-2 in any operating band except band n103. For band n103,  the NRACLR shall be higher than the value specified in Table 6.5.2.4.1-3
Table 6.5.2.4.1-1: NR ACLR measurement bandwidth
	[bookmark: _Hlk78811278]Channel bandwidth
	(MHz)
	5,10,15,20,25,30,35,40,45,50
	60,70,80,90,100

	REF_SCS
	(kHz)
	15
	30

	NR ACLR measurement bandwidth
	(MHz)
	MBW=REF_SCS*(12*NRB+1)/1000



Table 6.5.2.4.1-2: NR ACLR requirement
	
	Power class 11
	Power class 1.5
	Power class 2
	Power class 3

	NR ACLR
	37 dB1
	31 dB
	31 dB
	30 dB

	NOTE 1:	Applicable for power class 1 UE operating in Band n14.



Table 6.5.2.4.1-3: NR ACLR requirement for band n103
	
	Power class 11
	Power class 1.5
	Power class 2
	Power class 3

	NR ACLR
	NA
	NA
	NA
	26 dB
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6.5.3.2	Spurious emissions for UE co-existence
This clause specifies the requirements for NR bands for coexistence with protected bands.
Table 6.5.3.2-1: Requirements for spurious emissions for UE co-existence
	NR Band
	Spurious emission for UE co-existence

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	n1, n84
	E-UTRA Band 1, 5, 7, 8, 11, 18, 19, 20, 21, 22, 26, 27, 28, 31, 32, 38, 40, 41, 42, 43, 44, 45, 50, 51, 52, 65, 67, 68, 69, 72, 73, 74, 75, 76,
NR Band n78, n79, n103
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 3, 34
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	Frequency range
	1880
	-
	1895
	-40
	1
	15, 27

	
	Frequency range
	1895
	-
	1915
	-15.5
	5
	15, 26, 27

	
	Frequency range
	1915
	-
	1920
	+1.6
	5
	15, 26, 27

	n2
	E-UTRA Band 4, 5,  12, 13, 14, 17, 24, 26, 27, 28, 29, 30, 41, 42, 48, 50, 51, 53, 66, 70, 71, 74, 85
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2, 25
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43, 
NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	2

	n3, n80
	E-UTRA Band 1, 5, 7, 8, 20, 26, 27, 28, 31, 32, 33, 34, 38, 39, 40, 41, 43, 44, 45, 50, 51, 65, 67, 68, 69, 72, 73,74, 75, 76.
NR Band n79
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 11, 18, 19, 21
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 22, 42, 52, 
NR Band n77, n78, n103
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	n5, n89
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 12, 13, 14, 17, 18, 19, 24, 25, 26, 28, 29, 30, 31, 34, 38, 40, 42, 43, 45, 48, 50, 51, 65, 66, 70, 71, 73, 74, 85
NR Band n79
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41, 52, 53
NR Band n77, n78, n103
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	n7
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8,  12, 13, 14, 17, 20, 22, 26, 27, 28, 29, 30, 31, 32, 33, 34, 40, 42, 43, 50, 51, 52, 65, 66, 67, 68, 72, 74, 75, 76, 85,
NR Band n77, n78
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2570
	-
	2575
	+1.6
	5
	15, 21, 26

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	15, 21, 26

	
	Frequency range
	2595
	-
	2620
	-40
	1
	15, 21

	n8, n81
	E-UTRA Band 1, 20, 28, 31, 32, 33, 34, 38, 39, 40, 45, 50, 51, 65, 67, 68, 69, 72, 73, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band  3, 7, 22, 41, 42, 43, 52,
NR Band n77, n78, n79, n103
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA 8
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	n12
	E-UTRA Band 2, 5, 13, 14, 17, 24, 25, 26, 27, 30, 41, 50, 53, 70, 71, 74
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 48, 51, 66
NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12, 85
	FDL_low
	-
	FDL_high
	-50
	1
	15

	n13
	E-UTRA Band 2, 4, 5,12, 13, 17, 25, 26, 27, 29, 41, 48, 50, 51, 53, 66, 70, 71, 74, 85
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 14
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 24, 30
NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 15

	n14
	E-UTRA Band 2, 4, 5,  12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 41, 48, 53, 66, 70, 71, 85
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	12, 15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 12, 15

	n18
	E-UTRA Band 1, 3, 11, 21, 34, 40, 42, 65
NR Band n79
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n77, n78
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	758
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	n20, n82
	E-UTRA Band 1, 3, 7, 8, 22, 31, 32, 33, 34, 40, 43, 50, 51, 65, 67, 68, 72, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 20
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 38, 42, 52, 69,
NR Band n77, n78, n103
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	758
	-
	788
	-50
	1
	

	n24, n99
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 24, 25, 26, 29, 30, 41, 48, 66, 70, 71, 85
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	2

	n25
	E-UTRA Band 4, 5, 12, 13, 14, 17, 24, 26, 27, 28, 29, 30, 41, 42, 48, 53, 66, 70, 71, 85
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 25
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43, 
NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	2

	n26
	E-UTRA Band 1, 2, 3, 4, 5,  11, 12, 13, 14, 17, 18,19, 21, 24, 25, 26, 29, 30, 31, 34, 39, 40, 42, 43, 48, 50, 51, 65, 66, 70, 71, 73,74, 85
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41, 53
NR Band n77, n78, n79
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	703
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	15

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	n28, n83
	E-UTRA Band 1, 4,  22, 32, 42, 43, 50, 51, 65, 66, 73, 74, 75, 76,
NR Band n77, n78
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 1
	FDL_low
	-
	FDL_high
	-50
	1
	19, 25

	
	E-UTRA Band 2, 3, 5, 7, 8, 18, 19, 20, 25, 26, 27, 31, 34, 38, 39, 40, 41, 52, 72,
NR Band n79, [n103]
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	19, 24

	
	Frequency range
	470
	-
	694
	-42
	8
	15, 35

	
	Frequency range
	470
	-
	710
	-26.2
	6
	34

	
	Frequency range
	662
	-
	694
	-26.2
	6
	15

	
	Frequency range
	758
	-
	773
	-32
	1
	15

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 19

	n30
	E-UTRA Band 2, 4, 5, 7,  12, 13, 14, 17, 24, 25, 26, 27, 29, 30, 38, 41, 48, 53, 66, 70, 71, 85,
NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	

	n34
	E-UTRA Band 1, 3, 7, 8, 11, 18, 19, 20, 21, 22, 26, 28, 31, 32, 33, 38,39, 40, 41, 42, 43, 44, 45, 50, 51, 52, 65, 67, 69, 72, 74, 75, 76,
NR Band n78, n79
	FDL_low
	-
	FDL_high
	-50
	1
	5

	
	NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	n38
	E-UTRA Band 1, 2, 3, 4, 5, 8,  12, 13, 14, 17, 20, 22, 27, 28, 29, 30, 31, 32, 33, 34, 40, 42, 43, 50, 51, 52, 65, 66, 67, 68, 72, 74, 75, 76, 85
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band  n77, n78, n79, [n103]
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2620
	-
	2645
	-15.5
	5
	15, 22, 26

	
	Frequency range
	2645
	-
	2690
	-40
	1
	15, 22

	n39, n98
	E-UTRA Band 1, 8, 22, 26, 28, 34, 40, 41, 42, 44, 45, 50, 51, 52, 74,
NR Band n79
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n77, n78
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1805
	-
	1855
	-40
	1
	33

	
	Frequency range
	1855
	-
	1880
	-15.5
	5
	15, 26, 33

	n40, n97
	E-UTRA Band 1, 3, 5, 7, 8, 11, 18, 19, 20, 21, 22, 26, 27, 28, 31, 32, 33, 34, 38, 39, 41, 42, 43, 44, 45, 50, 51, 52, 65, 67, 68, 69, 72, 74, 75, 76,
NR Band n77, n78
	FDL_low
	-
	FDL_high
	-50
	1
	44

	
	NR Band n79
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	n41
	E-UTRA Band 1, 2, 3, 4, 5, 8,  12, 13, 14, 17, 24, 25, 26, 27, 28, 29, 30, 34, 39, 42, 44, 45, 48, 50, 51, 52, 65, 66, 70, 71, 73, 74, 85, 
NR Band n77, n78, [n103]
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 40
	FDL_low
	-
	FDL_high
	-40
	1
	

	
	NR Band n79
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 11, 18, 19, 21
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	
	1915.7
	-41
	0.3
	8

	n47
	E-UTRA Band 1, 3, 5, 7, 8, 22, 26, 28, 34, 39, 40, 41, 42, 44, 45, 65, 68, 72, 73
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n71, n77, n78, n79
	FDL_low
	-
	FDL_high
	-50
	1
	

	n48
	E-UTRA Band 2, 4, 5, 12, 13, 14, 17, 24, 25, 26, 29, 30, 41, 50, 51, 66, 70, 71, 74, 85 
	FDL_low
	-
	FDL_high
	-50
	1
	

	n50
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 12, 13, 17, 20, 26, 28, 29, 31, 34, 38, 39, 40, 41, 42, 43, 48, 65, 66, 67, 68
	FDL_low
	-
	FDL_high
	-50
	1
	

	n51
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 12, 13, 17, 20, 26, 28, 29, 31, 34, 38, 39, 40, 41, 42, 43, 48, 52, 65, 66, 67, 68, 85
	FDL_low
	-
	FDL_high
	-50
	1
	

	n53
	E-UTRA Band 2, 4, 5, 12, 13, 14, 17, 24, 25, 26, 29, 30, 48, 66, 70, 71, 85, 
NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	

	n65
	E-UTRA Band 1, 3, 5, 7, 8, 11, 18, 19, 20, 21, 22, 26, 27, 28, 31, 32, 38, 40, 41, 42, 43, 50, 51, 65, 68, 69, 72, 74, 75, 76,
NR Band n78, n79
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 34
	FDL_low
	-
	FDL_high
	-50
	1
	43

	
	Frequency range
	1900
	-
	1915
	-15.5
	5
	15, 26, 27

	
	Frequency range
	1915
	-
	1920
	+1.6
	5
	15, 26, 27

	n66, n86
	E-UTRA Band 2, 4, 5, 7,  12, 13, 14, 17, 25, 26, 27, 28, 29, 30, 38, 41, 43, 50, 51, 53, 66, 70, 71, 74, 85
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42, 48, 
NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	2

	n70
	E-UTRA Band 2, 4, 5,  12, 13, 14, 17, 24, 25, 26, 29, 30, 41, 47, 48, 66, 70, 71, 85
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	2

	n71
	E-UTRA Band 4, 5, 12, 13, 14, 17, 24, 26, 30, 48, 53, 66, 85
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2, 25, 41, 70,
NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 29
	FDL_low
	-
	FDL_high
	-38
	1
	15

	
	E-UTRA Band 71
	FDL_low
	-
	FDL_high
	-50
	1
	15

	n74
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 12, 13, 17, 18, 19, 20, 26, 28, 29, 31, 34, 38, 39, 40, 41, 42, 43, 48, 52, 65, 66, 67, 68, 85
NR Band n77, n78
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n79
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	1400
	-
	1427
	-32
	27
	15, 41

	
	Frequency range
	1475
	-
	1488
	-28
	1
	15, 42

	
	Frequency range
	1475
	-
	1488
	-50
	1
	15, 45

	
	Frequency range
	1475.9
	-
	1510.9
	-35
	1
	15, 46

	
	Frequency range
	1488
	-
	1518
	-50
	1
	15

	n77
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8,  11, 12, 13, 14, 17, 18, 19, 20, 21, 24, 25, 26, 27, 28, 29, 30, 34, 39, 40, 41, 53, 65, 66, 70, 71, 74, 85
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	n78
	E-UTRA Band 1, 3, 5, 7, 8, 11, 18, 19, 20, 21, 26, 28, 34, 39, 40, 41, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	n79
	E-UTRA Band 1, 3, 5, 8, 11, 18, 19, 21, 28, 34, 39, 40, 41, 42, 65, 74
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	n85
	E-UTRA Band 2, 5, 13, 14, 17, 24, 25, 26, 27, 30, 41, 53, 70, 71, 74
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 48, 50, 51, 66
NR Band n77, n78
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12, 85
	FDL_low
	-
	FDL_high
	-50
	1
	15

	n95
	E-UTRA Band 1, 3 , 5, 8, 28, 39, 40, 41
NR Band n78, n79
	FDL_low
	-
	FDL_high
	-50
	1
	5

	
	NR Band n77
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	n103
	E-UTRA Band 1, 3, 7, 8, 20
NR Band n77, n78
	FDL_low
	
	FDL_high
	-50
	1
	

	NOTE 1:	FDL_low and FDL_high refer to each frequency band specified in Table 5.2-1 in TS 38.101-1 or Table 5.5-1 in TS 36.101
NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.5.3.1-2 are permitted for each assigned NR carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2 MHz + N x LCRB x RBsize kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 3:	15 kHz SCS is assumed when RB is mentioned in the note when channel bandwidth is less than or equal to 50 MHz, lowest SCS is assumed when channel bandwidth is larger than 50 MHz. The transmission bandwidth in terms of RB position and range is not limited to 15 kHz SCS and shall scale with SCS accordingly.
NOTE 4:	Void
NOTE 5:	For non-synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band
NOTE 6:	N/A
NOTE 7:	Void
NOTE 8:	Applicable when co-existence with PHS system operating in 1884.5 - 1915.7 MHz.
NOTE 9:	Void
NOTE 10:	Void
NOTE 11:	Void
NOTE 12:	The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB
NOTE 13:	Void
NOTE 14:	Void
NOTE 15:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
NOTE 16:	Void
NOTE 17:	Void
NOTE 18:	Void
NOTE 19:	Applicable when the assigned NR carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.
NOTE 20:	Void
NOTE 21:	This requirement is applicable for any channel bandwidths up to 20MHz within the range 2500 - 2570 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2552 - 2560 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.
NOTE 22:	This requirement is applicable for power class 3 UE for any channel bandwidths up to 20 MHz. For channel bandwidth within the range 2570 - 2615 MHz with the following restriction: for carriers of 15 MHz bandwidth when the carrier centre frequency is within the range 2605.5 - 2607.5 MHz and for carriers of 20 MHz bandwidth when the carrier centre frequency is within the range 2597 - 2605 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.  . For carriers overlapping the frequency range 2615 - 2620 MHz the requirement applies with the maximum output power configured to +19 dBm in the IE P-Max.
NOTE 23:	Void
NOTE 24:	As exceptions, measurements with a level up to the applicable requirement of -38 dBm/MHz is permitted for each assigned NR carrier used in the measurement due to 2nd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.3.1-1) for which the 2nd harmonic totally or partially overlaps the measurement bandwidth (MBW).
NOTE 25:	As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz is permitted for each assigned NR carrier used in the measurement due to 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.3.1-1) for which the 3rd harmonic totally or partially overlaps the measurement bandwidth (MBW).
NOTE 26: For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.
NOTE 27:	This requirement is applicable for channel bandwidths up to 20 MHz within the range 1920 - 1980 MHz with the following restriction: for carriers of 15 MHz bandwidth when the carrier centre frequency is within the range 1927.5 - 1929.5 MHz and for carriers of 20 MHz bandwidth when the carrier centre frequency is within the range 1930 - 1938 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.
NOTE 28:	Void
NOTE 29:	Void
NOTE 30:	Void
NOTE 31:	Void
NOTE 32:	Void
NOTE 33:	This requirement is only applicable for carriers with bandwidth up to 20MHz and confined within 1885-1920 MHz (requirement for carriers with at least 1RB confined within 1880 - 1885 MHz is not specified). This requirement applies for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is within the range 1892.5 - 1894.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 1895 - 1903 MHz. The above restriction is applicable to only power class 3 UEs.
NOTE 34:	This requirement is applicable for 5 and 10 MHz NR channel bandwidth allocated within 718-728 MHz. For carriers of 10 MHz bandwidth, this requirement applies for an uplink transmission bandwidth less than or equal to 30 RB with RBstart > 1 and RBstart < 48.
NOTE 35:	This requirement is applicable in the case of a 10 MHz NR carrier confined within 703 MHz and 733 MHz, otherwise the requirement of -25 dBm with a measurement bandwidth of 8 MHz applies.
NOTE 36:	Void
NOTE 37:	Void
NOTE 38:	Void
NOTE 39:	Void
NOTE 40: Void
NOTE 41:	Applicable for cases and when the lower edge of the assigned NR UL channel bandwidth frequency is greater than or equal to 1427 MHz + the channel BW assigned for 5 and 10 MHz bandwidth, and when the lower edge of the assigned NR UL channel bandwidth frequency is greater than or equal to 1440 MHz for 15 and 20 MHz bandwidth. This requirement shall be verified with UE transmission power of 15 dBm.
NOTE 42:	Applicable when upper edge of the assigned NR UL channel bandwidth frequency is more than 1460 MHz and less than or equal to 1470 MHz  for 5 MHz bandwidth, and when the upper edge of the assigned NR UL channel bandwidth frequency is more than 1460 MHz and less than or equal to 1465 MHzfor 10 MHz bandwidth.
NOTE 43:	This requirement is applicable for NR channel bandwidth allocated within 1920-1980 MHz.
NOTE 44: As exceptions, for 90 and 100 MHz channel bandwidth, -40 dBm/MHz is applicable in the frequency range of 2496 – 2505 MHz.
NOTE 45: Applicable when upper edge of the assigned NR UL channel bandwidth frequency is equal to or less than 1460 MHz.
NOTE 46: Applicable for 5 MHz bandwidth and when the NR carrier is within 1447.9 – 1462.9 MHz.



NOTE:	To simplify Table 6.5.3.2-1, E-UTRA band numbers are listed for bands which are specified only for E-UTRA operation or both E-UTRA and NR operation. NR band numbers are listed for bands which are specified only for NR operation.
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7.3.2	Reference sensitivity power level
[bookmark: _Hlk78840538]The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2, A3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.2-1a, Table 7.3.2-1b and Table 7.3.2-2.

Table 7.3.2-1a: Two antenna port reference sensitivity QPSK PREFSENS for FDD bands
	[bookmark: _Hlk78840273]Operating band / SCS / Channel bandwidth

	Operating Band
	SCS kHz
	5
MHz
(dBm)
	10
MHz
(dBm)
	15
MHz
(dBm)
	20
MHz
(dBm)
	25
MHz
(dBm)
	30 MHz (dBm)
	35 MHz (dBm)
	40
MHz
(dBm)
	45 MHz (dBm)
	50
MHz
(dBm)

	n1
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	-91.9
	
	-90.6
	-90.1
	-89.6

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	-92.0
	
	-90.7
	-90.2
	-89.7

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	-92.1
	
	-90.9
	-90.3
	-89.7

	n2
	15
	-98
	-94.8
	-93
	-91.8
	-90.7
	-84.1
	-83.6
	-81.5
	
	

	
	30
	
	-95.1
	-93.1
	-92
	-90.8
	-84.2
	-83.7
	-81.6
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	-90.9
	-84.3
	-83.8
	-81.7
	
	

	n3
	15
	-97.0
	-93.8
	-92.0
	-90.8
	-89.7
	-88.9
	-86.2
	-82.3
	-81.3
	-79.7

	
	30
	
	-94.1
	-92.1
	-91.0
	-89.8
	-89.0
	-86.3
	-82.4
	-81.4
	-79.8

	
	60
	
	-94.5
	-92.4
	-91.2
	-90.0
	-89.1
	-86.4
	-82.6
	-81.5
	-79.9

	n5
	15
	-98.0
	-94.8
	-93.0
	-86.8
	-84.8
	
	
	
	
	

	
	30
	
	-95.1
	-93.1
	-88.6
	-84.9
	
	
	
	
	

	n71
	15
	-98.0
	-94.8
	-93.0
	-91.8
	-90.7
	-89.9
	-89.2
	-88.6
	
	-81.5

	
	30
	
	-95.1
	-93.1
	-92.0
	-90.8
	-90.0
	-89.3
	-88.7
	
	-81.5

	
	60
	
	-95.5
	-93.4
	-92.2
	-91.0
	-90.1
	-89.4
	-88.9
	
	-81.5

	n8
	15
	-97.0
	-93.8
	-91.4
	-85.8
	
	
	-78.4
	
	
	

	
	30
	
	-94.1
	-91.7
	-87.2
	
	
	-78.5
	
	
	

	n12
	15
	-97.0
	-93.8
	-84.0
	
	
	
	
	
	
	

	
	30
	
	-94.1
	-84.1
	
	
	
	
	
	
	

	n13
	15
	-97.0
	-93.8
	
	
	
	
	
	
	
	

	
	30
	
	-94.1
	
	
	
	
	
	
	
	

	n14
	15
	-97.0
	-93.8
	
	
	
	
	
	
	
	

	
	30
	
	-94.1
	
	
	
	
	
	
	
	

	n18
	15
	-100.0
	-96.8
	-95.0
	
	
	
	
	
	
	

	
	30
	
	-97.1
	-95.1
	
	
	
	
	
	
	

	n20
	15
	-97.0
	-93.8
	-91.0
	-89.8
	
	
	
	
	
	

	
	30
	
	-94.1
	-91.1
	-90.0
	
	
	
	
	
	

	n24
	15
	-100.0
	-96.8
	
	
	
	
	
	
	
	

	
	30
	
	-97.1
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	
	
	
	
	
	
	
	

	n25
	15
	-96.5
	-93.3
	-91.5
	-90.3
	-89.3
	-82.2
	-81.7
	-79.5
	-77.6
	

	
	30
	
	-93.6
	-91.6
	-90.5
	-89.4
	-82.3
	-81.8
	-79.6
	-77.7
	

	
	60
	
	-94.0
	-91.9
	-90.7
	-89.6
	-82.4
	-81.9
	-79.7
	-77.8
	

	n26
	15
	-97.56
	-94.56
	-92.76
	-87.6
	
	
	
	
	
	

	
	30
	
	-94.86
	-92.76
	-87.7
	
	
	
	
	
	

	n28
	15
	-98.5
	-95.5
	-93.5
	-90.8
	
	-78.5
	
	
	
	

	
	30
	
	-95.6
	-93.6
	-91.0
	
	-78.6
	
	
	
	

	n30
	15
	-99.0
	-95.8
	
	
	
	
	
	
	
	

	
	30
	
	-96.1
	
	
	
	
	
	
	
	

	n65
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	
	
	
	-89.2

	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	
	
	
	-89.3

	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	
	
	
	-89.4

	n66
	15
	-99.5
	-96.3
	-94.5
	-93.3
	-92.2
	-91.4
	-90.7
	-90.1
	-89.6
	

	
	30
	
	-96.6
	-94.6
	-93.5
	-92.3
	-91.5
	-90.8
	-90.2
	-89.7
	

	
	60
	
	-97.0
	-94.9
	-93.7
	-92.5
	-91.6
	-90.9
	-90.4
	-89.8
	

	
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	
	
	
	
	

	n70
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	
	
	
	
	

	n71
	15
	-97.2
	-94.0
	-91.6
	-86.0
	-84.1
	-82.5
	-80.7
	
	
	

	
	30
	
	-94.3
	-91.9
	-87.4
	-84.2
	-82.6
	-80.8
	
	
	

	n74
	15
	-99.53
	-96.33
	-94.53
	-89.33
	
	
	
	
	
	

	
	30
	
	-96.63
	-94.63
	-89.53
	
	
	
	
	
	

	
	60
	
	-97.03
	-94.93
	-89.63
	
	
	
	
	
	

	n85
	15
	-97.0
	-93.8
	-84.0
	
	
	
	
	
	
	

	
	30
	
	-94.1
	-84.1
	
	
	
	
	
	
	

	NOTE 1:	Four Rx antenna ports shall be the baseline for this operating band except for two Rx vehicular UE.
NOTE 2:	The transmitter shall be set to PUMAX as defined in clause 6.2.4
NOTE 3:	The requirement is modified by -0.5 dB when the assigned NR channel bandwidth is confined within     1475.9 - 1510.9 MHz.
NOTE 4:	Void
NOTE 5:	Void
NOTE 6:	Values are modified by -0.5dB when carrier channel BW is between 865MHz and 894MHz.
NOTE 7:	Void.



Table 7.3.2-1b: Two antenna port reference sensitivity QPSK PREFSENS for TDD, SDL and FDD with variable duplex operation bands
	[bookmark: _Hlk78840377]Operating band / SCS / Channel bandwidth / REFSENS

	Operating band
	SCS
kHz
	Channel bandwidth (MHz)
	REFSENS (dBm)8
	Duplex Mode

	n297
	15
	5,10
	-97 + 10log10(NRB/25)
	SDL

	
	30
	10
	-94.1 + 10log10(NRB/24)
	

	n34
	15
	5, 10, 15
	-100 + 10log10(NRB/25)
	TDD

	
	30
	10, 15
	-97.1 + 10log10(NRB/24)
	

	
	60
	10, 15
	-97.5 + 10log10(NRB/11)
	

	n381
	15
	5, 10, 15, 20, 25, 30, 40
	-100 + 10log10(NRB/25)
	TDD

	
	30
	10, 15, 20, 25, 30, 40
	-97.1 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 25, 30, 40
	-97.5 + 10log10(NRB/11)
	

	n39
	15
	5, 10, 15, 20, 25, 30, 40
	-100 + 10log10(NRB/25)
	TDD

	
	30
	10, 15, 20, 25, 30, 40
	-97.1 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 25, 30, 40
	-97.5 + 10log10(NRB/11)
	

	n40
	15
	5, 10, 15, 20, 25, 30, 40, 50
	-100 + 10log10(NRB/25)
	TDD

	
	30
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	-97.1 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	-97.5 + 10log10(NRB/11)
	

	n411
	15
	10, 15, 20, 30, 40, 50
	-94.8 + 10log10(NRB/50)
	TDD

	
	30
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	-95.1 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	-95.5 + 10log10(NRB/11)
	

	n481
	15
	5, 10, 15, 20, 30, 40, 505
	-99 + 10log10(NRB/25)
	TDD

	
	30
	10, 15, 20, 30, 40, 505, 605, 705, 805, 905, 1005
	-96.1 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 30, 40, 505, 605, 705, 805, 905, 1005
	-96.5 + 10log10(NRB/11)
	

	n50
	15
	5, 10, 15, 20, 30, 40, 50
	-100 + 10log10(NRB/25)
	TDD

	
	30
	10, 15, 20, 30, 40, 50, 60, 80
	-97.1 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 30, 40, 50, 60, 80
	-97.5 + 10log10(NRB/11)
	

	n51
	15
	5
	-100
	TDD

	n53
	15
	5, 10
	-100 + 10log10(NRB/25)
	TDD

	
	30
	10
	-97.1
	

	
	60
	10
	-97.5
	

	n677
	15
	5, 10, 15, 20
	-100 + 10log10(NRB/25)
	SDL

	
	30
	10, 15, 20
	-97.1 + 10log10(NRB/24)
	

	n757
	15
	5,10,15,20,25,30,40,50
	-100 + 10log10(NRB/25)
	SDL

	
	30
	10,15,20,25,30,40,50
	-97.1 + 10log10(NRB/24)
	

	
	60
	10,15,20,25,30,40,50
	-97.5 + 10log10(NRB/11)
	

	n767
	15
	5
	-100
	SDL

	n771,4
	15
	10, 15, 20, 25, 30, 40, 50
	-95.3 + 10log10(NRB/50)
	TDD

	
	30
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	-95.6 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	-96.0 + 10log10(NRB/11)
	

	n781
	15
	10, 15, 20, 25, 30, 40, 50
	-95.8 + 10log10(NRB/50)
	TDD

	
	30
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	-96.1 + 10log10(NRB/24)
	

	
	60
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	-96.5 + 10log10(NRB/11)
	

	n791
	15
	10, 20, 30, 40, 50
	-89.6 + 10log10(NRB/216)
	TDD

	
	30
	10, 20, 30, 40, 50, 60, 70, 80, 90, 100
	-89.7 + 10log10(NRB/106)
	

	
	60
	10, 20, 30, 40, 50, 60, 70, 80, 90, 100
	-89.9 + 10log10(NRB/51)
	

	n91
	15
	5
	-100
	FDD

	n92
	15
	5,10,15,20
	-100 + 10log10(NRB/25)
	FDD

	
	30
	10,15,20
	-97.1 + 10log10(NRB/24)
	

	n93
	15
	5
	-100
	FDD

	n94
	15
	5,10,15,20
	-100 + 10log10(NRB/25)
	FDD

	
	30
	10,15,20
	-97.1 + 10log10(NRB/24)
	

	
	15
	 20, 25, 30,[35], 40,[45], 50
	[-95.8] + 10log10(NRB/50)
	

	n103
	30
	20, 25, 30, [35], 40,[45, 50, 60, 70, 80, 90, 100
	[-96.1] + 10log10(NRB/24)
	TDD

	
	60
	20, 25, 30, [35], 40,[45], 50, 60, 70, 80, 90, 100
	[-96.5] + 10log10(NRB/11)
	

	NOTE 1:	Four Rx antenna ports shall be the baseline for this operating band except for two Rx vehicular UE.
NOTE 2:	The transmitter shall be set to PUMAX as defined in clause 6.2.4.
NOTE 3:	Void
NOTE 4:	The requirement is modified by -0.5 dB when the assigned UE channel bandwidth is confined within 3300 - 3800 MHz.
NOTE 5:	For these bandwidths, the minimum requirements are restricted to operation when carrier is configured as a downlink carrier part of CA configuration.
NOTE 6:	Void
NOTE 7:	For SDL bands, the reference sensitivity requirements shall be verified by inter-band CA combinations with SDL band, which are supported by UE.
NOTE 8:	The REFSENS value is rounded to the nearest number down to one decimal point. “NRB” in REFSENS formula is the maximum transmission bandwidth configuration as defined in Table 5.3.2-1.



For UE(s) equipped with 4 Rx antenna ports, reference sensitivity for 2Rx antenna ports in Table 7.3.2-1a and in Table 7.3.2-1b shall be modified by the amount given in ΔRIB,4R in Table 7.3.2-2 for the applicable operating bands.
Table 7.3.2-2: Four antenna port reference sensitivity allowance ΔRIB,4R
	Operating band
	ΔRIB,4R (dB)

	n28, n71
	-2.71

	n1, n2, n3, n30, n40, n7, n34, n38, n39, n41, n66, n70
	-2.7

	n48, n77, n78, n79
	-2.2

	NOTE 1:	4 Rx operation is targeted for FWA form factor



The reference receive sensitivity (REFSENS) requirement specified in Table 7.3.2-1 and Table 7.3.2-2 shall be met with uplink transmission bandwidth less than or equal to that specified in Table 7.3.2-3.
Table 7.3.2-3: Uplink configuration for reference sensitivity
	Operating band / SCS (kHz) / Channel bandwidth (MHz) / Duplex mode

	Operating Band
	SCS
	5
	10
	15
	20
	25
	30
	35
	40
	45
	50
	60
	70
	80
	90
	100
	Duplex Mode

	n1
	15
	25
	501
	751
	1001
	1281
	1281
	
	1281
	1281
	1281
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	641
	641
	
	641
	641
	641
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	301
	301
	
	301
	301
	301
	
	
	
	
	
	

	n2
	15
	25
	501
	501
	501
	501
	481
	401
	401
	
	
	
	
	
	
	
	FDD

	
	30
	101
	24
	241
	241
	241
	241
	201
	201
	
	
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	101
	101
	101
	101
	
	
	
	
	
	
	
	

	n3
	15
	25
	501
	501
	501
	501
	501
	501
	501
	501
	501
	
	
	
	
	
	FDD

	
	30
	
	24
	241
	241
	241
	241
	241
	241
	241
	241
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	101
	101
	101
	101
	101
	101
	
	
	
	
	
	

	n5
	15
	25
	251
	201
	201
	Note 5
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	Note 5
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	25
	501
	751
	751
	721
	641
	451
	451
	
	451
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	361
	361
	321
	201
	201
	
	201
	
	
	
	
	
	

	
	60
	
	101
	18
	181
	181
	161
	101
	101
	
	101
	
	
	
	
	
	

	n8
	15
	25
	251
	201
	201
	
	
	Note 5
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	
	
	Note 5
	
	
	
	
	
	
	
	
	

	n12
	15
	201
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	
	
	
	
	
	
	
	
	
	
	
	
	

	n13
	15
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n14
	15
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n18
	15
	25
	251
	251
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	25
	201
	202
	202
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	102
	102
	
	
	
	
	
	
	
	
	
	
	
	

	n24
	15
	25
	50
	
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n25
	15
	25
	501
	501
	501
	501
	481
	401
	401
	Note 5
	
	
	
	
	
	
	FDD

	
	30
	
	24
	241
	241
	241
	241
	201
	201
	Note 5
	
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	101
	101
	101
	101
	Note 5
	
	
	
	
	
	
	

	n26
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	121
	121
	
	
	
	
	
	
	
	
	
	
	
	

	n28
	15
	25
	251
	251
	251
	
	251
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	101
	
	
	
	
	
	
	
	
	
	

	n30
	15
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n34
	15
	25
	50
	75
	
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	18
	
	
	
	
	
	
	
	
	
	
	
	
	

	n38
	15
	25
	50
	75
	100
	128
	160
	
	216
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	
	100
	
	
	
	
	
	
	
	

	
	60
	
	10
	18
	24
	30
	36
	
	50
	
	
	
	
	
	
	
	

	n39
	15
	25
	50
	75
	100
	128
	160
	
	216
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	
	100
	
	
	
	
	
	
	
	

	
	60
	
	10
	18
	24
	30
	36
	
	50
	
	
	
	
	
	
	
	

	n40
	15
	25
	50
	75
	100
	128
	160
	
	216
	
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	
	100
	
	128
	162
	180
	216
	243
	270
	

	
	60
	
	10
	18
	24
	30
	36
	
	50
	
	64
	75
	90
	100
	120
	135
	

	n41
	15
	
	50
	75
	100
	
	160
	
	216
	
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	75
	
	100
	
	128
	162
	180
	216
	243
	270
	

	
	60
	
	10
	18
	24
	
	36
	
	50
	
	64
	75
	90
	100
	120
	135
	

	n48
	15
	25
	50
	75
	100
	
	160
	
	216
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	75
	
	100
	
	
	
	
	
	
	
	

	
	60
	
	10
	18
	24
	
	36
	
	50
	
	
	
	
	
	
	
	

	n50
	15
	25
	50
	75
	100
	
	160
	
	216
	
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	75
	
	100
	
	128
	162
	
	Note 3
	
	
	

	
	60
	
	10
	18
	24
	
	36
	
	50
	
	64
	75
	
	Note 3
	
	
	

	n51
	15
	25
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	TDD

	n53
	15
	25
	50
	
	
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n65
	15
	25
	501
	751
	1001
	
	
	
	
	
	1281
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	
	
	
	
	
	641
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	301
	
	
	
	
	
	

	n66
	15
	25
	501
	751
	1001
	1281
	160
	1801
	216
	[2401]
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	641
	751
	901
	1001
	[1081]
	
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	301
	361
	401
	501
	[541]
	
	
	
	
	
	
	

	n70
	15
	25
	501
	751
	Note 3
	Note 3
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	Note 3
	Note 3
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	Note 3
	Note 3
	
	
	
	
	
	
	
	
	
	
	

	n71
	15
	25
	251
	201
	201
	Note 5
	Note 5
	Note 5
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	Note 5
	Note 5
	Note 5
	
	
	
	
	
	
	
	
	

	n74
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	51
	51
	51
	
	
	
	
	
	
	
	
	
	
	
	

	n77
	15
	
	50
	75
	100
	128
	160
	
	216
	
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	
	100
	
	128
	162
	180
	216
	243
	270
	

	
	60
	
	10
	18
	24
	30
	36
	
	50
	
	64
	75
	90
	100
	120
	135
	

	n78
	15
	
	50
	75
	100
	128
	160
	
	216
	
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	
	100
	
	128
	162
	180
	216
	243
	270
	

	
	60
	
	10
	18
	24
	30
	36
	
	50
	
	64
	75
	90
	100
	120
	135
	

	n79
	15
	
	50
	
	100
	
	160
	
	216
	
	270
	
	
	
	
	
	TDD

	
	30
	
	24
	
	50
	
	75
	
	100
	
	128
	162
	180
	216
	243
	270
	

	
	60
	
	10
	
	24
	
	36
	
	50
	
	64
	75
	90
	100
	120
	135
	

	n85
	15
	201
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	
	
	
	
	
	
	
	
	
	
	
	
	

	n91
	15
	254
	201,4
	
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	n92
	15
	25
	201
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	
	
	
	
	

	n93
	15
	254
	251,4
	
	
	
	
	
	
	
	
	
	
	
	
	
	FDD

	n94
	15
	25
	251
	201
	201
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	
	
	
	
	
	
	
	
	
	
	
	

	[n103]
	15
	
	
	
	100
	
	160
	
	216
	
	270
	
	
	
	
	
	

	
	30
	
	
	
	50
	
	75
	
	100
	
	128
	162
	180
	216
	243
	270
	

	
	60
	
	
	
	24
	
	36
	
	50
	
	64
	75
	90
	100
	120
	135
	

	Note 1:	UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.3.2-1).
Note 2:	For Band 20; for 15 kHz SCS, in the case of 15 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 11 and in the case of 20 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 16; for 30 kHz SCS, in the case of 15 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 6 and in the case of 20 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 8; for 60 kHz SCS, in the case of 15 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 3 and in the case of 20 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 4;
Note 3:	For DL channel bandwidths that do not have symmetric UL channel bandwidth, highest valid UL configuration with lowest TX-RX separation (Table 5.4.4-1) shall be used unless otherwise specified.
Note 4:	For band n91 and n93, largest supported UL bandwidth configuration shall be used.
Note 5:	For this DL channel bandwidth, the UL configuration of the highest UL channel bandwidth specified in Table 5.3.6-1 and the default Tx-Rx frequency separation specified in Table 5.4.4-1 shall be used.



Unless given by Table 7.3.2-4, the minimum requirements specified in Tables 7.3.2-1a, Tables 7.3.2-1b and 7.3.2-2 shall be verified with the network signalling value NS_01 (Table 6.2.3-1) configured.

Table 7.3.2-4: Network signaling value for reference sensitivity
	Operating band
	Network Signalling value

	n2
	NS_03

	n12
	NS_06

	n13
	NS_06

	n14
	NS_06

	n24
	NS_56

	n25
	NS_03

	n30
	NS_21

	n48
	NS_27

	n53
	NS_45

	n66
	NS_03

	n70
	NS_03

	n71
	NS_35

	n85
	NS_06
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7.5	Adjacent channel selectivity
Adjacent channel selectivity (ACS) is a measure of a receiver's ability to receive an NR signal at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).
The UE shall fulfil the minimum requirements specified in Table 7.5-1 for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz and the minimum requirements specified in Table 7.5-2 for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz. These requirements apply for all values of an adjacent channel interferer up to -25 dBm and for any SCS specified for the channel bandwidth of the wanted signal. However, it is not possible to directly measure the ACS; instead the lower and upper range of test parameters are chosen as in Table 7.5-3 and Table 7.5-4 for verification of the requirements specified in Table 7.5-1, and as in Table 7.5-5 and Table 7.5-6 for verification of the requirements specified in Table 7.5-2. For these test parameters, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1). For operating bands with an unpaired DL part (as noted in Table 5.2-1), the requirements only apply for carriers assigned in the paired part.
Table 7.5-1: ACS for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	5, 10
	15
	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	ACS
	dB
	33
	30
	27 – 10log10(BWChannel /20)

	NOTE1: 	ACS value is rounded to the next higher 0.5dB value



Table 7.5-2: ACS for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	ACS
	dB
	33

	NOTE 1: ACS requirement for n103 is relaxed by 1dB.



Table 7.5-3: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 1
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	5, 10
	15 
	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer4
	dBm
	REFSENS + 45.5 dB
	REFSENS + 42.5 dB
	
REFSENS + 39.5 – 10log10(BWChannel /20)


	BWinterferer
	MHz
	5

	Finterferer (offset)
	MHz
	BWChannel /2 + 2.5
/
-(BWChannel /2 + 2.5)

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 3:	The interferer consists of the NR interferer RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1.
NOTE 4:   Pinterferer shall be rounded to the next higher 0.5dB value.



Table 7.5-4: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 2
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	5, 10
	15
	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Power in transmission bandwidth configuration4
	dBm
	-56.5
	-53.5
	-50.5 + 10log10(BWChannel /20)

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	5

	Finterferer (offset)
	MHz
	 BWChannel /2 + 2.5
/
-(BWChannel /2 + 2.5)

	NOTE 1:	The transmitter shall be set to 24 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1
NOTE 4:   Power in transmission bandwidth configuration shall be rounded to the next higher 0.5dB value.



Table 7.5-5: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 1
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + 45.5 dB

	BWinterferer
	MHz
	BWChannel

	Finterferer (offset)
	MHz
	BWChannel
/
-BWChannel 

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1.
NOTE 4:	For band n103, Pinterferer equals to REFSENS + 44.5 dB.




Table 7.5-6: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 2
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Power in transmission bandwidth configuration
	dBm
	-56.5

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	BWChannel

	Finterferer (offset)
	MHz
	BWChannel
/
-BWChannel 

	NOTE 1:	The transmitter shall be set to 24 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1. 
NOTE 4:	For band n103, Pinterferer equals to -26 dBm.
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