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1	Introduction
In this contribution we provide a TP to TR 38.884 on the extension of test methods to FR2-2 covering the following aspects:
1) UE RF permitted test methods
2) UE RF testing methodology enhancements
3) RRM testing methodology enhancements
4) UE Demodulation testing methodology enhancements
5) Propagation conditions
2	Text Proposal

------------------------------------------------------< START OF CHANGE # 1 >------------------------------------------------------

[bookmark: _Toc88117925]5.6	Extension of frequency applicability for band FR2-2
Editor’s note: extension of frequency applicability of the permitted methods and enhanced test methods is captured in this clause 

5.6.1	Permitted test methods
Unless otherwise stated, FR2-2 will follow the baseline UE RF methodology detailed in TR 38.810. This includes the extension of frequency applicability of permitted test methods in clause 5.2.

5.6.2	Enhanced test methods

[bookmark: _Toc88117883]5.6.2.1	High DL power and low UL power

5.6.2.2	Polarization basis mismatch between the TE and DUT

5.6.2.3	Inter-band (FR2+FR2) CA

5.6.2.4	Extreme temperature conditions

5.6.2.5	Test time reduction


--------------------------------------------------------< END OF CHANGE # 1 >-------------------------------------------------------


------------------------------------------------------< START OF CHANGE # 2 >------------------------------------------------------

6	UE RRM testing methodology enhancements
….
6.2	Extension of frequency applicability for FR2-2
Editor’s note: extension of frequency applicability of the permitted methods and enhanced test methods is captured in this clause
6.2.1	General
Unless otherwise stated, all test methods and measurement setup for FR2 RRM methodology defined in TR 38.810 [3] Clause 6 are applicable for FR2-2.
6.2.2	Noc methodology
The Noc level for Scenario 1 (1AoA RX beam peak) for Type 1 Requirements ("Fine" RX beams) and Mode 1 Configuration (S+N) described in TR 38.810 Clause 6.2.1.4.3 need to be adjusted and can be derived similar to the Noc level for UE demodulation test methods described in Clause 7.2.2.
6.2.3	Maximum SNR derivation
Following the derivation of band-dependent parameters provided in Clause 7.2 and reusing the assumptions from Clause 6.2.1.4 of TR 38.810 related to AoA scenarios and requirement types, the maximum achievable SNR for the RRM test setups can be summarized as shown in Table 6.2.3-1.
Table 6.2.3-1: Maximum SNR preliminary extension to band n263
	RRM test setup
	UE
	CBW (MHz)
	Max SNR (dB) [n263]

	Scenario 1 (1AoA RX beam peak) for Type 1 Requirements (“Fine” RX beams) and Mode 1 Configuration (S+N)
	Single band UE
	100
	TBD

	
	
	400
	TBD

	
	Multi-band UE
	100
	TBD

	
	
	400
	TBD

	Scenario 1 (1AoA RX beam peak) for Type 2 Requirements (“Rough” RX beams) and Mode 1 Configuration (S+N)
	Single band UE
	100
	TBD

	
	
	400
	TBD

	
	Multi-band UE
	100
	TBD

	
	
	400
	TBD

	Scenario 2 (1AoA RX non-beam peak) for Type 1 Requirements (“Fine” RX beams) and Mode 1 Configuration (S+N)
	Single band UE
	100
	TBD

	
	
	400
	TBD

	
	Multi-band UE
	100
	TBD

	
	
	400
	TBD

	Scenario 2 (1AoA RX non-beam peak) for Type 2 Requirements (“Rough” RX beams) and Mode 1 Configuration (S+N)
	Single band UE
	100
	TBD

	
	
	400
	TBD

	
	Multi-band UE
	100
	TBD

	
	
	400
	TBD



--------------------------------------------------------< END OF CHANGE # 2 >-------------------------------------------------------


------------------------------------------------------< START OF CHANGE # 3 >------------------------------------------------------

[bookmark: _Toc88117929]7	UE demodulation testing methodology enhancements
….
[bookmark: _Toc88117931]7.2	Extension of frequency applicability for FR2-2
Editor’s note: extension of frequency applicability of the permitted methods and enhanced test methods is captured in this clause
[bookmark: _Toc21020204][bookmark: _Toc29813036][bookmark: _Toc29813302][bookmark: _Toc52565520]7.2.1	General
Unless otherwise stated, all test methods and measurement setup for FR2 UE demodulation and CSI testing methodology defined in TR 38.810 Clause 7 [3] are applicable for FR2-2.

7.2.2	Noc methodology
The following methodology to define the minimum Noc level for power class X (PC_X) and operating band Y (Band_Y) is used for the single carrier case and a single band device:
· Noc (PC_X, Band_Y) = RESFENSPCX, BandY -10log10(SCSREFSENS x PRBREFSENS x 12) - SNRREFSENS + ∆thermal
· REFSENSPCX, BandY is the REFSENS value in dBm specified for Power Class X UE in band Y for [100MHz] channel bandwidth
· SCSREFSENS is [120 kHz]. 
· PRBREFSENS is NRB associated with subcarrier spacing SCSREFSENS for [100MHz] channel bandwidth
· 12 is the number of subcarriers in a PRB
· SNRREFSENS = -1 dB is the SNR used for simulation of REFSENS
· ∆thermal is the amount of dB that the wanted noise is set above UE thermal noise, giving a rise in total noise of ∆BB. ∆thermal = 6dB, giving a rise in total noise of 1dB.
Note: Further confirmation of used parameters is needed based on core requirements definition.
7.2.3	Maximum SNR derivation
Editor’s note: This clause will include informational assessment of testable DL SNR range for FR2-2 for maximum frequency (~71GHz) using TR38.810 methodology.
Annex B.3 in TR38.810 describes the detailed calculations of the maximum achievable SNR by the demodulation test setup.  As an informative assessment, calculation of the maximum testable DL SNR for band n263 is performed below. Different test methods as DNF, DFF, and IFF are considered.  
Demodulation test system setup parameters required for SNR calculation are summarized in Table 7.2.3-1. 
Table 7.2.3-1: Demodulation test setup SNR calculation parameters for band n263
	Parameter
	Test method
	Comment

	
	DNF
	DFF
	IFF
	

	REFSENS
	
	Using REFSENS agreed for band n263

	Multi-band relaxation
	
	

	TE amplifier 1dB compression
	
	
	
	

	Backoff from P1dB
	
	
	
	

	Cable loss
	
	
	
	

	FS path loss
	
	
	
	

	TE DL absolute power setting uncertainty
	
	
	
	

	Probe antenna gain
	
	
	
	

	Beam peak search procedure error
	
	
	
	



The maximum achievable DL SNR for each test method is summarized in Table 7.2.3-2.
Table 7.2.3-2: Maximum DL testable SNR preliminary extension for band n263
	
	CBW (MHz)
	Test method

	
	
	DNF
	DFF
	IFF

	Single band UE
	100
	
	
	

	
	400
	
	
	

	
	800
	
	
	

	
	1600
	
	
	

	
	2000
	
	
	

	Multi band UE
	100
	
	
	

	
	400
	
	
	

	
	800
	
	
	

	
	1600
	
	
	

	
	2000
	
	
	




--------------------------------------------------------< END OF CHANGE # 3 >-------------------------------------------------------



[bookmark: _Toc21020208][bookmark: _Toc29813040][bookmark: _Toc29813306][bookmark: _Toc52565524]------------------------------------------------------< START OF CHANGE # 4 >------------------------------------------------------

9	Propagation conditions
[bookmark: _Toc21020209][bookmark: _Toc29813041][bookmark: _Toc29813307][bookmark: _Toc52565525]9.1	Extension of frequency applicability for FR2-2
Editor’s note: extension of frequency applicability of propagation conditions is captured in this clause
Unless otherwise stated, the propagation condition methodology defined in TR 38.810 Clause 8 [3] is applicable for FR2-2:
-	Static propagation conditions
-	Model is described in TR 38.810 clause 8.3.
-	Applicable to the UE RRM testing methodology and UE Demodulation and CSI testing methodology.
-	Multi-path fading propagation conditions
-	Fading propagation conditions between the DUT and the emulated gNB sources are modelled as Single probe channel models as described in TR 38.810 clause 8.2.
-	Applicable to the UE RRM testing methodology and UE Demodulation and CSI testing methodology.
-	For FR2-2 measurement system is expected to support modelling of multi-path fading for single carrier scenarios with channel bandwidth of at least TBD MHz.
-	For FR2-2 single carrier scenarios with channel bandwidth up to TBD MHz, the Fsample is defined as TBD MHz and ∆T ≤ TBD ns. 

--------------------------------------------------------< END OF CHANGE # 4 >-------------------------------------------------------



1/4
