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1 Introduction
The WID for NR DC was updated in RAN #94 meeting. This contribution provides a TP for TR 37.717-11-21 to finish the UE RF requirements for the band combination.
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6.139

DC_3_n28-n75
6.139.1
 Operating bands for DC
Table 6.139.1-1: LTE 1 band DL/1UL + NR 2 bands DL/1UL DC operating bands
	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_3_n28-n75
	1
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	n28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	
	n75
	N/A 
	–
	N/A MHz
	1432 MHz
	–
	1517 MHz
	SDL


6.139.2 
Configuration for DC
Table 6.139.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + NR 2DL/1UL
	
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25
MHz
	30
MHz
	40

MHz
	50

MHz
	60

MHz
	70

MHz
	80

MHz
	90
MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_3A_n28A-n75A
	3
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	90

	
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	n75
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	DC_3C_n28A-n75A
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	110

	
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	n75
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	


6.139.3
 Co-existence studies

The harmonic and IMD products caused by UL DC_3_n28 are shown below.

Table 6.139.3-1: The harmonic and IMD products caused by UL DC_3_n28

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1710
	1785
	703
	748

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3420
	3570
	1406
	1496

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5130
	5355
	2109
	2244

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	6840
	7140
	2812
	2992

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	8550
	8925
	3515
	3740

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1082
	962
	2413
	2533

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2672
	2867
	379
	214

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4123
	4318
	3116
	3281

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	4382
	4652
	324
	534

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	5833
	6103
	3819
	4029

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	1924
	2164
	4826
	5066

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	1282
	1027
	6437
	6092

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	1176
	1461
	3949
	3634

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	4522
	4777
	7543
	7888

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	5529
	5814
	6536
	6851


The second harmonic interference of band n28 may fall into band n75.

IMD5 may fall into Rx of band n75 when band 3 and n28 transmit.
6.139.4
 ∆TIB and ∆RIB values

Table 6.139.4-1: ΔTIB,c due to EN-DC(three bands)

	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3_n28-n75
	3
	0.3

	
	n28
	0.3


Table 6.139.4-2: ΔRIB,c due to EN-DC (three bands)

	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_3_n28-n75
	3
	0.5

	
	n28
	0.5

	
	n75
	0


6.139.5
MSD
Based on Table 5.3-1 in TR 37.717-11-21, there is IMD5 produced by Band 3 and NR band n28 that impact the reference sensitivity of NR band n75.
The required MSD levels and test configuration are shown in the following Table.

Table 6.139.5-1: Reference sensitivity exceptions for Scell due to dual uplink operation for DC in NR FR1 (three bands)

	NR CA inter-bands
	UL DC
	IMD
	UL Fc 
(MHz)
	UL BW (MHz)
	UL 
RB #
	DL Fc 
(MHz)
	DL BW
(MHz)
	MSD 
(dB)

	DC_3A_n28A-n75A
DC_3C_n28A-n75A
	B3
	IMD5
	|3*fn28 -2*fB3|
	1780
	5
	25
	1875
	5
	N/A

	
	n28
	
	
	708
	5
	25
	763
	5
	

	
	n75
	
	
	-
	-
	-
	1436
	5
	3.3


<End of TP >
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