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	Reason for change:
	For FR2 HST UE, RAN4 agree to introduce a mechanism for one shot large uplink timing adjustment for FR2 HST scenarios with UE allowed to adjust uplink timing beyond a certain threshold. Correspondingly, the relevant requirement needs to be specified. 

	
	

	Summary of change:
	One shot large uplink timing adjustment is introduced: 
(1) The condition to apply the one shot large UL timng adjustment is introduced.
(2) The procedure of the one shot large UL timign adjustment is specified;

	
	

	Consequences if not approved:
	The mechanism for one shot large uplink timing adjustment for FR2 HST scenarios is not specified. 
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<<< Start of Changes >>>
7.1.2.3 One shot large UL timing adjustment for FR2 Power Class 6 UE
For FR2 power class 6 UE configured with IE [highSpeedOneShotLargeULTimingAdjustmentFR2Flag], when UE is required to perform TCI state switching and the magnitude of the DL timing difference T exceeds H, the UE shall adjust its transmission timing in one adjustment only once provided that the following conditions are met at the UE. Otherwise when the magnitude of the T ≤ H then the UE shall adjust its transmission timing according to the rules defined in clause 7.1.2.1.

The UE transmit timing immediately after applying the one shot timing adjustment shall be: . After applying the one shot timing adjustment the UE shall adjust its transmission timing according to the rules defined in clause 7.1.2.1.
Where: 
-	T1 is the reception time at the UE just before the one shot large UL timing adjustment,
-	T2 is the reception time to be used at the UE just after the one shot large UL timing adjustment,
-	H is the threshold with the value of [TBD].
<<< End of Changes >>>



