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1	Overall description
RAN4 is working on pre-configured MG (Pre-MG) in R17 NR and MR-DC measurement gap enhancements and has sent LS [1] [2] to RAN2 about the progress in RAN4. RAN4 further discussed pre-configured MG in RAN4#101-bis-e meeting and reached the following further agreements: 
Regarding use cases of pre-configured MG, RAN4 has reached the following conclusions: 
	· Support pre-configured MG under CA but based on BWP switching on a single CC



Regarding activation/deactivation of Pre-configured MG, RAN4 has reached the following conclusions:
	· If the network provides the activation/deactivation status via RRC signalling, the UE will not use autonomous rules to determine the activation/deactivation status of the pre-configured MG. It will follow the per-BWP status indicated by the network.



The discussion for pre-configured MG design is on-going in RAN4. RAN4 will provide further updates if the conclusions are reached.
RAN4 kindly asks RAN2 to take the above information into account when implementing the signalling support of pre-configured MG. 

2	Actions
To RAN WG2: 
ACTION: 	RAN4 kindly asks RAN2 to take the above information into account when implementing the signalling support of pre-configured MG.  

3	Dates of next TSG RAN WG4 meetings
TSG RAN WG4 Meeting #102-e		Feb. 21 – Mar. 3, 2022		Electronic Meeting
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