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----------------------START OF CHANGE----------------------------

Editor’s Note: RedCap requirements in RRC IDLE state.

4.2B.2.1x UE measurement capability
4.2B.2.2x Measurement and evaluation of serving cell
4.2B.2.3x Measurements of intra-frequency NR cells
4.2B.2.4 Measurements of inter-frequency NR cells
4.2B.2.5 Measurements of inter-RAT E-UTRAN cells
4.2B.2.6 Maximum interruption in paging reception
4.2B.2.7  General requirements
4.2B.2.8     Minimum requirement at transitions
4.2B.2.9     Measurements of intra-frequency NR cells for UE configured with relaxed measurement criterion
4.2B.2.10   Measurements of inter-frequency NR cells for UE configured with relaxed measurement criterion
4.2B.2.11   Measurements of inter-RAT E-UTRAN cells for UE configured with relaxed measurement criterion
	
----------------------NEXT CHANGE----------------------------
Editor’s Note: RedCap requirements in RRC INACTIVE state.
5.1B.2.1 UE measurement capability
5.1B.2.2 Measurement and evaluation of serving cell
5.1B.2.3 Measurements of intra-frequency NR cells
5.1B.2.4 Measurements of inter-frequency NR cells
5.1B.2.5 Measurements of inter-RAT E-UTRAN cells
5.1B.2.6 Maximum interruption in paging reception
5.1B.2.7  General requirements
5.1B.2.8     Minimum requirement at transitions
5.1B.2.9     Measurements of intra-frequency NR cells for UE configured with relaxed measurement criterion
5.1B.2.10   Measurements of inter-frequency NR cells for UE configured with relaxed measurement criterion
5.1B.2.11   Measurements of inter-RAT E-UTRAN cells for UE configured with relaxed measurement criterion



----------------------NEXT CHANGE----------------------------
Editor’s Note: RedCap requirements in RRC CONNECTED state mobility.
6.1C Handover for RedCap
6.2.1B RRC re-establishment for RedCap
6.2.2B Random Access for RedCap
6.2.3A RRC Connection Release with Redirection for RedCap


----------------------NEXT CHANGE----------------------------
Editor’s Note: RedCap requirements for Timing.

7.1A UE transmit timing for RedCap
7.2A UE timer accuracy for RedCap
7.3A Timing Advance for RedCap

----------------------NEXT CHANGE----------------------------
Editor’s Note: RedCap requirements for Signalling characteristics.

8.1B Radio Link Monitoring for RedCap
8.5B Link Recovery Procedures for RedCap
8.6A Active BWP switch delay for RedCap
8.10B Active TCI state switching delay for RedCap
8.13A UE-specific CBW change for RedCap



----------------------NEXT CHANGE----------------------------
Editor’s Note: RedCap requirements for Measurement Procedure.
9.1A General measurement requirement for RedCap
 9.2B NR intra-frequency measurements for RedCap
9.3B NR inter-frequency measurements for RedCap
9.4A Inter-RAT measurements for RedCap
9.5B L1-RSRP measurements for Reporting for RedCap
9.11A NR measurements with autonomous gaps for RedCap



----------------------END OF CHANGES----------------------------

