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1 Introduction

In this paper we report the simulation results of FRC tests for Hset-4 under AWGN, PA3, PB3, VA30 channel and we propose minimum requirement.

2 Simulation results
Simulation results of FRC test for Hset-4 are shown in Table1 and Table2. Simulation assumption is same as current TR 25.890 [2].

 Table1 Throughput (in kbps) for Fixed Reference Channel H-Set 4 QPSK (I^or/Ioc=10dB)
	Channel Type
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(dB)
	Throughput
(kbps)

	PA3
	-3
	465

	
	-6
	393

	PB3
	-3
	426

	
	-6
	250

	VA30
	-3
	430

	
	-6
	257

	VA120
	-3
	421 

	
	-6
	249 


Table2 Throughput (in kbps) for Fixed Reference Channel H-Set 4 QPSK (I^or/Ioc=0dB)
	Channel Type
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(dB)
	Throughput
(kbps)

	PA3
	-3
	215

	
	-6
	108

	PB3
	-3
	207

	
	-6
	87

	VA30
	-3
	213

	
	-6
	98

	VA120
	-3
	211 

	
	-6
	104 


3 Conclusions
In this document we showed the simulation results of FRC test for Hset-4 under PA3, PB3, VA30 and VA120 channel. From these results, we propose throughput performance requirement including implementation margin of FRC H-Set4 as the following table.
Table3 Minimum Requirements (in kbps) for Fixed Reference Channel H-Set 4 QPSK (I^or/Ioc=10dB)
	Channel Type
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(dB)
	Throughput
(kbps)

	PA3
	-3
	420

	
	-6
	320

	PB3
	-3
	295

	
	-6
	190

	VA30
	-3
	310

	
	-6
	190

	VA120
	-3
	290

	
	-6
	190


Table4 Minimum Requirements (in kbps) for Fixed Reference Channel H-Set 4 QPSK (I^or/Ioc=0dB)
	Channel Type
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(dB)
	Throughput
(kbps)

	PA3
	-3
	140

	
	-6
	70

	PB3
	-3
	130

	
	-6
	25

	VA30
	-3
	140

	
	-6
	25

	VA120
	-3
	140

	
	-6
	20
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Appendix A: Simulation result
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Fig1. Simulation Results for H-set4 (I^or/Ioc=10dB)

Fig. 2 Simulation Results for H-set4 (I^or/Ioc=0dB)
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