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1. Introduction

This document presents simulation results for FRC H-set1 and H-set4 with STTD applied. 

2. Simulation Results

Table 1 summarizes the results for H-Set1, and Table 2 for H-Set4. Results with and without implementation margin are presented.

Table 1
FRC STTD H-Set1

	Channel Model
	Modulation
	G factor [dB]
	HS-PDSCH

Ec/Ior [dB]
	Throughput [kbps]

	
	
	
	
	Without

Implementation margin
	With

Implementation margin

	PA3
	QPSK
	0
	-6
	135
	80

	
	
	
	-3
	249
	179

	PB3
	QPSK
	0
	-6
	94
	21

	
	
	
	-3
	212
	161

	VA30
	QPSK
	0
	-6
	106
	13

	
	
	
	-3
	213
	168

	PA3
	QPSK
	10
	-6
	437
	374

	
	
	
	-3
	507
	483

	PB3
	QPSK
	10
	-6
	246
	186

	
	
	
	-3
	379
	277

	VA30
	QPSK
	10
	-6
	254
	190

	
	
	
	-3
	412
	285

	PA3
	16QAM
	10
	-6
	374
	279

	
	
	
	-3
	579
	456

	PB3
	16QAM
	10
	-6
	186
	20

	
	
	
	-3
	314
	240

	VA30
	16QAM
	10
	-6
	196
	26

	
	
	
	-3
	330
	247


Table 2
FRC STTD H-Set4

	Channel Model
	Modulation
	G factor [dB]
	HS-PDSCH

Ec/Ior [dB]
	Throughput [kbps]

	
	
	
	
	Without

Implementation margin
	With

Implementation margin

	PA3
	QPSK
	0
	-6
	121
	74

	
	
	
	-3
	237
	174

	PB3
	QPSK
	0
	-6
	83
	14

	
	
	
	-3
	208
	154

	VA30
	QPSK
	0
	-6
	89
	7

	
	
	
	-3
	206
	161

	PA3
	QPSK
	10
	-6
	439
	373

	
	
	
	-3
	509
	483

	PB3
	QPSK
	10
	-6
	241
	182

	
	
	
	-3
	384
	277

	VA30
	QPSK
	10
	-6
	249
	187

	
	
	
	-3
	409
	285


3. Conclusions

Simulation results for FRC with STTD being applied are presented. It is recommended results be considered for the basis of determining minimum performance specification [1].
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