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8.1.2.4.4
E-UTRAN TDD – UTRAN TDD measurements
8.1.2.4.4.1
Identification of a new UTRA TDD cell

When explicit neighbour list is provided and no DRX is used the UE shall be able to identify a new detectable cell belonging to the monitored set within
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If the UE does not require transmit gap to perform inter-RAT UTRA TDD measurements, the UE shall be able to identify a new detectable inter-RAT UTRA TDD cell belonging to the monitored set within 5000 ms.

A cell shall be considered detectable when
-
P-CCPCH Ec/Io > -8 dB,
-
DwPCH_Ec/Io > -5 dB.
When L3 filtering is used an additional delay can be expected.

8.1.2.4.4.2
UE UTRA TDD P-CCPCH RSCP measurement capability
When transmission gaps are scheduled for UTRA TDD inter RAT measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in Section 9.3 with measurement period given by
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If the UE does not need measurement gaps to perform UTRA TDD measurements, the measurement period for UTRA TDD measurements is 480 ms.

The UE shall be capable of performing UTRA TDD P-CCPCH RSCP measurements for Xbasic measurementUTRA_TDD inter-frequency cells per TDD frequency of the monitored set, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of TMeasurement_ UTRA_TDD.

Xbasic measurement TDDinter = 6

TMeasurement_Period UTRA_TDD = 480 ms. The period used for calculating the measurement period Tmeasurement_UTRA_TDD for UTRA TDD P-CCPCH RSCP measurements.


TUTRA_TDD:: This is the minimum time that is available for UTRA TDD measurements, during the period TMeasurement_Period UTRA_TDD with an arbitrarily chosen timing. The minimum time per transmission gap is calculated by using the measurement gap length of 6ms and assuming 2*0.5 ms for implementation margin.


Tbasic_identify_UTRA_TDD = 800 ms. This is the time period used in the inter RAT equation where the maximum allowed time for the UE to identify a new UTRA TDD cell is defined.


Tbasic_measurement_UTRA_TDD = 50 ms. This is the time period used in the equation for defining the measurement period for inter RAT P-CCPCH RSCP measurements.


NFreq: Number of TDD frequencies indicated in the inter RAT measurement control information.
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