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9.1.5
Intra-frequency RSRQ Accuracy Requirements

9.1.5.1
Absolute RSRQ Accuracy
The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in table 9.1.5.1-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

RSRP|dBm( [-127] dBm for Bands [I] 

Table 9.1.5.1-1: RSRQ Intra frequency absolute accuracy
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands I,..
	Bands

	
	
	
	
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( [2.5] 
	( [4] 
	[-121dBm/15kHz … -50dBm]
	TBD

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( [3.5] 
	( [4]
	[-121dBm/15kHz … -50dBm]
	TBD

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


[Editor’s note: Definition of Ês and Iot should be added to Symbols]
9.1.6
Inter-frequency RSRQ Accuracy Requirements
9.1.6.1
Absolute RSRQ Accuracy
The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in table 9.1.6.1-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

RSRP|dBm( [-127] dBm for Bands [I] 

Table 9.1.6.1-1: RSRQ Inter frequency absolute accuracy
	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands I,..
	Bands

	
	
	
	
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( [2.5] 
	( [4]
	[-121dBm/15kHz … -50dBm]
	TBD

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( [3.5] 
	( [4]
	[-121dBm/15kHz … -50dBm]
	TBD

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


[Editor’s note: Definition of Ês and Iot should be added to Symbols]
9.1.6.2
Relative Accuracy of RSRQ
The relative accuracy of RSRQ in inter frequency case is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency.
The accuracy requirements in table 9.1.6.2-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.
RSRP1|dBm ( [-127] dBm if RSRP1 is on Band [I],
…
RSRP2|dBm ( [-127] dBm if RSRP2 is on Bands [I],
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Table 9.1.6.2-1: RSRQ Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands I,..
	Bands

	
	
	
	
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( [3] 
	( [4]
	[-121dBm/15kHz … -50dBm]
	TBD

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( [4] 
	( [4]
	[-121dBm/15kHz … -50dBm]
	TBD

	Note 1. Io is assumed to have constant EPRE across the bandwidth.


[Editor’s note: Definition of Ês and Iot should be added to Symbols]
9.1.x
RSRQ Measurement Report Mapping
The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution.

The mapping of measured quantity is defined in table 9.1.x-1. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.1.x-1: RSRQ measurement report mapping
	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	
dB


	…
	…
	…

	RSRQ_31
	-4 ( RSRQ < -3.5
	dB

	RSRQ_32
	-3.5 ( RSRQ < -3
	dB

	RSRQ_33
	-3 ( RSRQ
	dB
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