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<< Start of Changes >>
Table A.4.2.3.1-2: Cell specific test parameters for FDD-FDD inter-frequency cell reselection test case in AWGN

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.1.2 (OP.2 FDD)
	
	OP.2 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	   dBm
	-140
	-140

	
[image: image1.wmf]oc
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 Note 2
	dBm/15 kHz
	-98

	RSRP Note 3
	dBm/15 KHz
	-84
	-84
	-84
	-102 
	-infinity
	-86
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	dB
	14
	14
	14
	-4
	-infinity
	12
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	dB
	14
	14
	14
	-4
	-infinity
	12

	TreselectionEUTRAN
	s
	0
	0

	Snonintrasearch
	dB
	50
	Not sent 

	Threshx, high
	dB
	48
	48

	Threshserving, low
	dB
	44
	44

	Threshx, low  
	dB
	50
	50

	Propagation Condition 
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image4.wmf]oc
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 to be fulfilled.

Note 3:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


<< End of Changes>>
<< Start of Changes >>
Table A.4.2.4.1-2: Cell specific test parameters for FDD-TDD inter-frequency cell reselection test case in AWGN
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.1.2 (OP.2 FDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.2 FDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	   dBm
	-140
	-140
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 Note 2
	dBm/15 kHz
	-98

	RSRP Note 3
	dBm/15 KHz
	-84
	-84
	-84
	-102 
	-infinity
	-86
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	dB
	14
	14
	14
	-4
	-infinity
	12
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	dB
	14
	14
	14
	-4
	-infinity
	12

	TreselectionEUTRAN
	s
	0
	0

	Snonintrasearch
	dB
	50
	Not sent 

	Threshx, high
	dB
	48
	48

	Threshserving, low
	dB
	44
	44

	Threshx, low  
	dB
	50
	50

	Propagation Condition 
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


<< End of Changes>>
<< Start of Changes >>
Table A.4.2.5.1-2: Cell specific test parameters for TDD-FDD inter-frequency cell reselection test case in AWGN
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.1.2 (OP.2 FDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.2 TDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	   dBm
	-140
	-140
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 Note 2
	dBm/15 kHz
	-98

	RSRP Note 3
	dBm/15 KHz
	-84
	-84
	-84
	-102 
	-infinity
	-86

	
[image: image10.wmf]ot

s

I

Ê


	dB
	14
	14
	14
	-4
	-infinity
	12
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	dB
	14
	14
	14
	-4
	-infinity
	12

	TreselectionEUTRAN
	s
	0
	0

	Snonintrasearch
	dB
	50
	Not sent 

	Threshx, high
	dB
	48
	48

	Threshserving, low
	dB
	44
	44

	Threshx, low  
	dB
	50
	50

	Propagation Condition 
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


<< End of Changes>>
<< Start of Changes >>
Table A.4.3.1.3.1-2: Cell specific test parameters for cell 1 (E-UTRA)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3
	T4

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.1.2 (OP.2 FDD)
	
	OP.2 FDD

	PSS_RA
	dB
	0

	SSS_RA
	dB
	0

	PCFICH_RB
	dB
	0

	PHICH_RA
	dB
	0

	PHICH_RB
	dB
	0

	PDCCH_RA
	dB
	0

	PDCCH_RB
	dB
	0

	PDSCH_RA
	dB
	0

	PDSCH_RB
	dB
	0

	OCNG_RANote 1
	dB
	0

	OCNG_RBNote 1 
	dB
	0

	Qqualmin for UTRA neighbour cell
	dB
	-20

	Qrxlevmin for UTRA neighbour cell
	dBm
	-115

	Qrxlevmin
	   dBm
	-140
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	dBm/15 kHz
	-104

	RSRP
	dBm/15 KHz
	-82
	-82
	-107
	-107
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	dB
	22
	22
	-3
	-3
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	dB
	22
	22
	-3
	-3

	TreselectionEUTRAN
	s
	0

	Snonintrasearch
	dB
	Not sent 

	Threshserving, low
	dB
	44

	Threshx, low  (Note 2)
	dB
	42

	Propagation Condition 
	
	ETU70

	Note 1: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: 
This refers to the value of Threshx, low  which is included in E-UTRA system information, and is a threshold for the UTRA target cell.


<< End of Changes>>
<< Start of Changes >>
Table A.4.4.1-2: Cell-specific test parameters for Cell 1 – E-UTRA FDD cell

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.1.2 (OP.2 FDD)
	
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
	

	Qrxlevmin
	   dBm
	-140
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 KHz
	-89
	-102
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	dB
	9
	-4
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	dB
	9
	-4


	TreselectionEUTRAN
	s
	0

	Snonintrasearch
	dB
	Not sent 

	Threshserving, low
	dB
	44

	Threshx, low (Note 2)
	dB
	24

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
This refers to Threshx, low which is included in E-UTRA system information, and is a threshold for GSM target cell.


<< End of Changes>>
<< Start of Changes >>
Table A.4.4.2-2: Cell-specific test parameters for Cell 1 – E-UTRA TDD cell

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.2.2 (OP.2 TDD)
	
	OP.2 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
	

	Qrxlevmin
	   dBm
	-140
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 KHz
	-89
	-102
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	dB
	9
	-4
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	dB
	9
	-4


	TreselectionEUTRAN
	s
	0

	Snonintrasearch
	dB
	Not sent 

	Threshserving, low
	dB
	44

	Threshx, low   (Note 2)
	dB
	24

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
This refers to Threshx, low   which is included in E-UTRA system information, and is a threshold for GSM target cell.


<< End of Changes>>
<< Start of Changes >>
Table A.4.5.1.1.1-2: Cell Specific Test Parameters for E-UTRAN FDD (Cell # 1)
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.1.2 (OP.2 FDD)
	
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 KHz
	-89
	-102
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	dB
	9
	-4
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	dB
	9
	-4


	TreselectionEUTRAN
	S
	0

	Snonintrasearch
	dB
	Not sent 

	cellReselectionPriority
	-
	1

	Qrxlevmin
	   dBm
	-140

	Qrxlevminoffset
	dB
	0

	Pcompensation
	dB
	0

	SServingCell
	dB
	51
	38

	Threshserving, low
	dB
	44

	Propagation Condition 
	
	AWGN

	Note 1: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


<< End of Changes>>
<< Start of Changes >>
Table A.4.6.1.1.1-2: Cell Specific Test Parameters for E-UTRAN FDD (Cell # 1)
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.1.2 (OP.2 FDD)
	
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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 Note 2
	dBm/15 kHz
	-98

	RSRP Note 3
	dBm/15 KHz
	-89
	-102
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	dB
	9
	-4
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	dB
	9
	-4


	TreselectionEUTRAN
	S
	0

	Snonintrasearch
	dB
	Not sent 

	cellReselectionPriority
	-
	1

	Qrxlevmin
	   dBm
	-140

	Qrxlevminoffset
	dB
	0

	Pcompensation
	dB
	0

	SServingCell
	dB
	51
	38

	Threshserving, low
	dB
	44

	Propagation Condition 
	
	AWGN

	Note 1: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image28.wmf]oc

N

 to be fulfilled.

Note 3: 
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


<< End of Changes>>
<< Start of Changes >>
Table A.5.1.2.1-2: Cell specific test parameters for E-UTRAN TDD-TDD Intra frequency handover test case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and in A.3.2.2.2 (OP.2  TDD)
	
	OP.1 TDD
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	8
	-3.3
	-3.3
	-Infinity
	2.36
	2.36
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 Note 2
	dBm/15 KHz
	-98
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	dB
	8
	8
	8
	-Infinity
	11
	11

	RSRP Note 3
	dBm/15 KHz
	-90
	-90
	-90
	- Infinity
	-87
	-87

	Propagation Condition 
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


<< End of Changes>>
<< Start of Changes >>
Table A.5.1.6.1-1: General test parameters for the E-UTRAN TDD-TDD Inter-Frequency handover test case when the target cell is unknown

	
Parameter

	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in clause A.3.1.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in clause A.3.1.2.2

	Initial conditions
	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	
	Neighbouring cell
	
	Cell 2
	Cell 2 is on RF channel number 2

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF channel number
	
	1, 2
	Two TDD carriers

	DRX
	
	OFF
	Non-DRX test

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211

	PRACH configuration
	
	53
	As specified in table 5.7.1-3 in TS 36.211

	Time offset between cells
	
	3 (s
	Synchronous cells

	Gap pattern configuration
	
	-
	No gap pattern configured

	T1
	s
	(5
	

	T2
	s
	1
	


<< End of Changes>>
<< Start of Changes >>
Table A.5.2.11.1-2: Cell specific test parameters for E-UTRAN FDD to UTRAN FDD handover test case (cell 1)

	Parameter
	Unit
	Cell 1 (E-UTRA)

	
	
	T1
	T2
	T3

	BWchannel
	MHz
	5

	OCNG Patterns defined in A.3.2.1.15 (OP.15 FDD) and in A.3.2.1.16 (OP.16  FDD)
	
	OP.15 FDD
	OP.15 FDD
	OP.16

FDD

	Io Note 2
	dBm/4.5 MHz
	-70.22
	-70.22
	-70.22

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:
See Table A.5.2.1.1-2 for other cell specific test parameters.


<< End of Changes>>
<< Start of Changes >>
Table A.5.2.9.1-1: General test parameters for E-UTRAN TDD to GSM handover test case; unknown target cell

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in clause A.3.1.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in clause A.3.1.2.2

	Gap Pattern Id
	
	None
	No measurement gaps shall be provided.

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbour cell
	
	Cell 2
	

	Final conditions
	Active cell
	
	Cell 2
	

	DRX
	
	OFF
	No DRX configured

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211

	T1
	s
	7
	

	T2
	s
	1
	


<< End of Changes>>
<< Start of Changes >>
Table A.6.3.2.1-2: Cell specific test parameters for cell #1 E-UTRAN TDD to UTRAN FDD RRC release with redirection under AWGN propagation conditions

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in A.3.2.2.1 (OP.1 TDD) 
	
	OP.1 TDD

	PBCH_RA
	dB
	0



	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dB
	4
	4
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 Note 3
	dBm/15 kHz
	-98
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	dB
	4
	4

	RSRP Note 4
	dBm/15 kHz
	-94
	-94

	SCH_RP
	dBm/15 kHz
	-94
	-94

	Propagation Condition 
	
	AWGN

	Note 1:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant   over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4:     RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


<< End of Changes>>
<< Start of Changes >>
Table A.7.3.18.1-1: General test parameters for E-UTRAN TDD out-of-sync testing under time domain measurement resource restriction with CRS Assistance Information and Non-MBSFN ABS
	Parameter
	Unit
	Value
	Comment

	PCFICH/PDCCH/PHICH parameters
	
	R.7.TDD
	As specified in clause A.3.1.2.2.

None of the PDCCH are intended for the UE under test

	OCNG parameters
	
	OP.2 TDD 
	As specified in clause A.3.2.2.2

	PCell
	
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1

	Neighbor cells
	
	Cell 2 and Cell 3
	Both of aggressor cells on E-UTRA RF channel number 1

	Neighbor cell ABS configuration
	
	Non-MBSFN  ABS
	As defined in Table A.3.4.1.2-1

	CP length
	
	Normal
	

	E-UTRA RF Channel Number
	
	1
	One E-UTRA FDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	Correlation Matrix and Antenna Configuration are defined in TS 36.101 [5] Annex B.2.3.2

	Out of sync transmission parameters (Note 1)
	DCI format
	
	1A
	As defined in clause 5.3.3.1.3 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in clause 7.6.1 and Table 7.6.1-1 respectively.

	
	Aggregation level
	CCE
	8
	

	
	(A, (B
	
	-3
	

	
	Ratio of PDCCH to RS EPRE
	dB
	1
	

	
	Ratio of PCFICH to RS EPRE
	dB
	1
	

	DRX
	
	OFF
	

	Layer 3 filtering
	
	Enabled
	Counters:: N310 = 1; N311 = 1

	T310 timer
	ms
	0
	T310 is disabled

	T311 timer
	ms
	1000
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	As defined in table 7.2.2-1 in TS 36.213.

	CQI reporting periodicity
	ms
	2
	Minimum CQI reporting periodicity

	Time offset between cells
	(s
	Cell 2 time offset with respect to Cell 1: 3

Cell 3 time offset with respect to Cell 1: 2
	Three synchronous cells

	Frequency shift between cells
	Hz
	Cell 2 frequency shift with respect to Cell 1: 300

Cell 3 frequency shift with respect to Cell 1: -100
	

	T1
	s
	1
	

	T2
	s
	0.4
	

	T3
	s
	0.5
	

	Physical cell IDs
	
	(PCIcell1-PCIcell2 )mod3 = 0

(PCIcell1-PCIcell3 )mod3!= 0
	Cell PCIs are selected so that both conditions are met

	ABS pattern
	
	‘00001000000000100000’
	FDD ABS Pattern Info IE, as defined in TS 36.423, clause 9.2.54. The first/leftmost bit corresponds to the PCell subframe #0 SFN 0. No MBSFN subframes are configured in the ABS subframes. 

Configured in both Cell 2 and Cell 3 prior to the start of T1. 

	Time domain measurement resource restriction pattern
	
	‘00001000000000100000’
	Time domain measurement resource restriction pattern for serving cell measurement signalled to the UE in message measSubframePatternPCell-r10 as defined in TS 36.331, clause 6.3.2.

	CRS assistance information
	physCellId
	
	see PCI conditions above
	The CRS assistance information is provided for Cell 2 only in CRS-AssistanceInfo. It includes a single MBSFN-SubframeConfig element with subframe allocation oneFrame=’000000’

	
	antennaPortsCount
	
	an2
	

	
	mbsfn-SubframeConfigList
	
	oneFrame = ‘000000’
	

	Note 1: 
PDCCH/PCFICH corresponding to the out of sync transmission parameters need not be included in the Reference Measurement Channel


<< End of Changes>>
<< Start of Changes >>
Table A.7.3.19.1-1: General test parameters for E-UTRAN FDD in-sync radio link monitoring test

	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	
	
	Cell 1
	Cell 2
	Cell 3
	

	PCFICH/PDCCH/PHICH parameters
	
	R.9 FDD
	R.9 FDD
	R.9 FDD
	As specified in section A.3.1.2.1. 

None of the PDCCH are intended for the UE under test

	OCNG parameters
	
	OP.6 FDD
	OP.6 FDD
	OP.6 FDD
	As specified in section A.3.2.1.6.

	Active cell
	
	PCell
	Neighbor Cell
	Neighbor Cell
	Cell 1, Cell 2 and Cell 3 are on E-UTRA RF channel number 1

	CP length

	
	Normal
	Normal
	Normal
	

	E-UTRA RF Channel Number
	
	1
	1
	1
	One E-UTRA FDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	10
	10
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	2x2 Low 
	2x2 Low
	Correlation Matrix and Antenna Configuration are defined in TS 36.101 [5] Annex B.2.3.2

	Neighbor Cell ABS configuration
	
	N/A
	Non-MBSFN ABS
	As defined in Table A.3.4.1.2-1

	ABS Pattern
	
	N/A
	[10000000100000001000

00001000000010000000]
	[10000000100000001000
00001000000010000000]


	FDD ABS Pattern Info IE, as defined in TS 36.423, clause 9.2.54. 

The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod 40 = 0. No MBSFN subframes are cofigured in the ABS subframes.

Configured in Cell 2 and Cell 3 
Configured in both Cell 2 and Cell 3 prior to the start of T1.

	Time domain measurement resource restriction pattern
	
	‘1000000010000000100000001000000010000000’
	N/A
	N/A
	Time domain measurement resource restriction pattern for serving cell measurement signalled to the UE in message measSubframePatternPCell-r10 as defined in TS 36.331, clause 6.3.2.

	CRS assistant information
	physCellld
	
	N/A
	see PCI conditions below
	see PCI conditions below
	The CRS assistance information is provided for Cell 2 and Cell 3 in CRS-AssistanceInfo. It includes a single MBSFN-SubframeConfig element with subframe allocation oneFrame=’000000’

	
	antennaPortsCount
	
	
	an2
	an2
	

	
	mbsfn-SubframeConfigList
	
	
	oneFrame = ‘000000’
	oneFrame = ‘000000’
	

	Time offset between cells (With respect to Cell 1)
	us
	0
	3
	2
	

	Frequency shift between cells (With respect to Cell 1)
	Hz
	0
	300
	-100
	

	Physical Cell ID 
	
	PCIcell1
	(PCIcell1-PCIcell2) mod3 = 0
	(PCIcell1-PCIcell3) mod3! = 0
	Cell PCIs are selected so that both conditions are met

	In sync transmission parameters (Note 1)
	DCI format
	1C
	1C
	1C
	

	In sync transmission parameters (Note 1)
	Number of Control OFDM symbols
	
	3
	3
	3
	As defined in section 5.3.3.1.4 in TS 36.212

	
	Aggregation level 
	CCE
	4
	4
	4
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section and Table 7.6.1-2 respectively.

	
	(A, (B
	
	-3
	-3
	-3
	

	
	Ratio of PDCCH to RS EPRE
	
	-3
	Non-ABS and ABS subframe channel powers defined in Table A.3.4.1.2-1.
	

	
	Ratio of PCFICH to RS EPRE
	
	1
	
	

	Out of sync transmission parameters (Note 1)
	DCI format
	
	1A
	1A
	1A
	

	
	Number of Control OFDM symbols
	
	3
	3
	3
	As defined in section 5.3.3.1.3 in TS 36.212

	
	Aggregation level 
	CCE
	8
	8
	8
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section 7.6.1 and Table 7.6.1-1 respectively.

	
	(A, (B
	
	-3
	-3
	-3
	

	
	Ratio of PDCCH to RS EPRE
	dB
	1
	Non-ABS and ABS subframe channel powers defined in Table A.3.4.1.2-1.
	

	
	Ratio of PCFICH to RS EPRE
	dB
	1
	
	

	DRX
	
	OFF
	OFF
	OFF
	

	Layer 3 filtering
	
	Enabled
	Disable
	Disable
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	2000
	N/A


	T310 is enabled

	T311 timer
	ms
	1000
	
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	
	As defined in table 7.2.2-1 in TS 36.213. 

	CQI reporting periodicity
	ms
	2
	
	Minimum CQI reporting periodicity

	T1
	s
	0.5
	N/A


	


	T2
	s
	0.4
	
	

	T3
	s
	1.46
	
	

	T4
	s
	0.4
	
	

	T5
	s
	1
	
	

	Note 1: 
PDCCH/PCFICH corresponding to the in-sync and out of sync transmission parameters need not be included in the Reference Measurement Channel.


<< End of Changes>>
<< Start of Changes >>
Table A.7.3.21.1-1: General test parameters for E-UTRAN FDD in-sync radio link monitoring test

	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	
	
	Cell 1
	Cell 2
	Cell 3
	

	PCFICH/PDCCH/PHICH parameters
	
	R.9 FDD
	R.9 FDD
	R.9 FDD
	As specified in section A.3.1.2.1. 

None of the PDCCH are intended for the UE under test

	OCNG parameters
	
	OP.6 FDD
	OP.9 FDD
	OP.9 FDD
	As specified in section A.3.2.1.

	Active cell
	
	PCell
	Neighbor Cell
	Neighbor Cell
	Cell 1, Cell 2 and Cell 3 are on E-UTRA RF channel number 1

	CP length

	
	Normal
	Normal
	Normal
	

	E-UTRA RF Channel Number
	
	1
	1
	1
	One E-UTRA FDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	10
	10
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	2x2 Low 
	2x2 Low
	Correlation Matrix and Antenna Configuration are defined in TS 36.101 [5] Annex B.2.3.2

	Neighbor Cell ABS configuration
	
	N/A
	MBSFN ABS
	As defined in Table A.3.4.2.2-2

	ABS Pattern
	
	N/A
	[0100000010000000100000000010000001000000]
	[0100000010000000100000000010000001000000]


	FDD ABS Pattern Info IE, as defined in TS 36.423, clause 9.2.54. 

The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod 40 = 0. MBSFN subframes are cofigured in the ABS subframes configured in Cell 2 and Cell 3 prior to the start of T1.

	Time domain measurement resource restriction pattern
	
	‘0100000010000000100000000010000001000000’
	N/A
	N/A
	Time domain measurement resource restriction pattern for serving cell measurement signalled to the UE in message measSubframePatternPCell-r10 as defined in TS 36.331, clause 6.3.2.

	CRS assistance information
	physCellld
	
	N/A
	see PCI conditions below
	see PCI conditions below
	The CRS assistance information is provided for Cell 2 and Cell 3 in CRS-AssistanceInfo. It includes a single MBSFN-SubframeConfig element with subframe allocation fourFrames = ‘100001000100000100001000’

	
	antennaPortsCount
	
	
	an2
	an2
	

	
	mbsfn-SubframeConfigList
	
	
	fourFrames = ‘100001000100000100001000’
	fourFrames = ‘100001000100000100001000’
	

	Time offset between cells (With respect to Cell 1)
	us
	0
	3
	2
	

	Frequency shift between cells (With respect to Cell 1)
	Hz
	0
	300
	-100
	

	Physical Cell ID 
	
	PCIcell1
	(PCIcell1-PCIcell2) mod3 = 0
	(PCIcell1-PCIcell3) mod3 != 0
	Cell PCIs are selected so that both conditions are met

	In sync transmission parameters (Note 1)
	DCI format
	1C
	1C
	1C
	

	In sync transmission parameters (Note 1)
	Number of Control OFDM symbols
	
	2
	2
	2
	As defined in section 5.3.3.1.4 in TS 36.212

	
	Aggregation level 
	CCE
	4
	4
	4
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section and Table 7.6.1-2 respectively.

	
	(A, (B
	
	-3
	-3
	-3
	

	
	Ratio of PDCCH to RS EPRE
	
	-3
	Non-ABS and ABS subframe channel powers defined in Table A.3.4.2.2-2.
	

	
	Ratio of PCFICH to RS EPRE
	
	1
	
	

	Out of sync transmission parameters (Note 1)
	DCI format
	
	1A
	1A
	1A
	

	
	Number of Control OFDM symbols
	
	2
	2
	2
	As defined in section 5.3.3.1.3 in TS 36.212

	
	Aggregation level 
	CCE
	8
	8
	8
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section 7.6.1 and Table 7.6.1-1 respectively.

	
	(A, (B
	
	-3
	-3
	-3
	

	
	Ratio of PDCCH to RS EPRE
	dB
	1
	Non-ABS and ABS subframe channel powers defined in Table A.3.4.2.2-2.
	

	
	Ratio of PCFICH to RS EPRE
	dB
	1
	
	

	DRX
	
	OFF
	OFF
	OFF
	

	Layer 3 filtering
	
	Enabled
	Disable
	Disable
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	2000
	N/A


	T310 is enabled

	T311 timer
	ms
	1000
	
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	
	As defined in table 7.2.2-1 in TS 36.213. 

	CQI reporting periodicity
	ms
	2
	
	Minimum CQI reporting periodicity

	T1
	s
	0.5
	N/A


	


	T2
	s
	0.4
	
	

	T3
	s
	1.46
	
	

	T4
	s
	0.4
	
	

	T5
	s
	1
	
	

	Note 1: 
PDCCH/PCFICH corresponding to the in-sync and out of sync transmission parameters need not be included in the Reference Measurement Channel.


Table A.7.3.21.1-2: Cell specific test parameters for E-UTRAN FDD in-sync radio link monitoring test

	Parameter
	Unit
	Test 1

	
	
	Cell1
	Cell2
	Cell3

	
	
	T1
	T2
	T3
	T4
	T5
	T1-T5
	T1-T5

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Correlation Matrix and Antenna Configuration
	
	2x2 Low 
	2x2 Low
	2x2 Low

	PCFICH/PDCCH/PHICH parameters
	
	R.9 FDD
	R.9 FDD
	R.9 FDD

	OCNG Pattern defined in A.3.2.1 (FDD) 
	
	OP.6 FDD
	OP.9 FDD
	OP.9 FDD

	(A, (B
	
	-3
	-3
	-3

	PCFICH_RB
	dB
	1
	Non-ABS and ABS subframe channel powers defined in Table A.3.4.2.2-2. 

	PDCCH_RA
	dB
	-3
	

	PDCCH_RB
	dB
	
	

	PBCH_RA
	dB
	
	

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	SNR Note 6
	dB
	[-1.5]
	[-5.2]
	[-13.7]
	[-8.6]
	[-1.5]
	4
	2
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	dBm/15 kHz
	-98
	-98
	-98

	Propagation condition
	Hz
	ETU 30
	ETU 30
	ETU 30

	Note 1:
OCNG shall be used such that the resources in cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 4:
The signal contains PDCCH for UEs other than the device under test as part of OCNG.

Note 5:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:
The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2, SNR3, SNR4 and SNR5 respectively in figure A.7.3.21.1-1.


<< End of Changes>>
<< Start of Changes >>
Table A.7.3.22.1-1: General test parameters for E-UTRAN TDD in-sync radio link monitoring test

	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	
	
	Cell 1
	Cell 2
	Cell 3
	

	PCFICH/PDCCH/PHICH parameters
	
	R.9 TDD
	R.9 TDD
	R.9 TDD
	As specified in section A.3.1.2.2. 

None of the PDCCH are intended for the UE under test

	OCNG parameters
	
	OP.2 TDD
	OP.6 TDD
	OP.6 TDD
	As specified in section A.3.2.2.

	Active cell
	
	PCell
	Neighbor Cell
	Neighbor Cell
	Cell 1, Cell 2 and Cell 3 are on E-UTRA RF channel number 1

	CP length

	
	Normal
	Normal
	Normal
	

	E-UTRA RF Channel Number
	
	1
	1
	1
	One E-UTRA TDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	10
	10
	

	Correlation Matrix and Antenna Configuration
	
	2x2 Low
	2x2 Low 
	2x2 Low
	Correlation Matrix and Antenna Configuration are defined in TS 36.101 [5] Annex B.2.3.2

	Neighbor Cell ABS configuration
	
	N/A
	MBSFN ABS
	As defined in Table A.3.4.2.2-1

	ABS Pattern
	
	N/A
	[00001000000000100000]
	[00001000000000100000]


	TDD ABS Pattern Info IE, as defined in TS 36.423, clause 9.2.54. Configured in Cell 2 and Cell 3

The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod 20 = 0. MBSFN subframes are cofigured in the ABS subframes.



	Time domain measurement resource restriction pattern
	
	‘00001000000000100000’
	N/A
	N/A
	Time domain measurement resource restriction pattern for serving cell measurement signalled to the UE in message measSubframePatternPCell-r10 as defined in TS 36.331, clause 6.3.2.

	CRS assistance information
	physCellld
	
	N/A
	see PCI conditions below
	see PCI conditions below
	The CRS assistance information is provided for Cell 2 and Cell 3 in CRS-AssistanceInfo. It includes a single MBSFN-SubframeConfig element with subframe allocation fourFrames = ‘010000100001000010000000’

	
	antennaPortsCount
	
	
	an2
	an2
	

	
	mbsfn-SubframeConfigList
	
	
	fourFrames = ‘010000100001000010000000’
	fourFrames = ‘010000100001000010000000’
	

	Time offset from Cell 1
	us
	0
	3
	2
	

	Frequency offset
	Hz
	0
	300
	-100
	

	Physical Cell ID 
	
	PCIcell1
	(PCIcell1-PCIcell2 ) mod3 = 0
	(PCIcell1-PCIcell3 ) mod3 != 0
	Cell PCIs are selected so that both conditions are met

	In sync transmission parameters (Note 1)
	DCI format
	
	1C
	1C
	1C
	As defined in section 5.3.3.1.4 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	2
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section and Table 7.6.1-2 respectively.

	
	Aggregation level 
	CCE
	4
	4
	4
	

	
	(A, (B
	
	-3
	-3
	-3
	

	
	Ratio of PDCCH to RS EPRE
	
	-3
	Non-ABS and ABS subframe channel powers defined in Table A.3.4.1.2-2.
	

	
	Ratio of PCFICH to RS EPRE
	
	1
	
	

	Out of sync transmission parameters (Note 1)
	DCI format
	
	1A
	1A
	1A
	As defined in section 5.3.3.1.3 in TS 36.212

	
	Number of Control OFDM symbols
	
	2
	2
	2
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in section 7.6.1 and Table 7.6.1-1 respectively.

	
	Aggregation level 
	CCE
	8
	8
	8
	

	
	(A, (B
	
	-3
	-3
	-3
	

	
	Ratio of PDCCH to RS EPRE
	dB
	1
	Non-ABS and ABS subframe channel powers defined in Table A.3.4.1.2-2.
	

	
	Ratio of PCFICH to RS EPRE
	dB
	1
	
	

	DRX
	
	OFF
	OFF
	OFF
	

	Layer 3 filtering
	
	Enabled
	Disable
	Disable
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	2000
	N/A
	T310 is enabled

	T311 timer
	ms
	1000
	
	T311 is enabled

	Periodic CQI reporting mode
	
	PUCCH 1-0
	
	As defined in table 7.2.2-1 in TS 36.213. 

	CQI reporting periodicity
	ms
	2
	
	Minimum CQI reporting periodicity

	T1
	s
	0.5
	N/A
	


	T2
	s
	0.4
	
	

	T3
	s
	1.46
	
	

	T4
	s
	0.4
	
	

	T5
	s
	1
	
	

	Note 1: 
PDCCH/PCFICH corresponding to the in-sync and out of sync transmission parameters need not be included in the Reference Measurement Channel.


<< End of Changes>>
<< Start of Changes >>
Table A.7.3.24.1-2: Cell specific test parameters for E-UTRAN FDD (cell # 1) for in-sync radio link monitoring test

	Parameter
	Unit
	T1
	T2
	T3
	T4
	T5

	BWchannel
	MHz
	5

	OCNG Pattern defined in A.3.2.1.16 (FDD)
	
	OP.16 FDD

	SNR
	dB
	-2.3
	-5.7
	-12.2
	-7.3
	-2.3

	Propagation condition
	
	ETU 70 Hz

	Note 1:
See Table A.7.3.2.1-2 for other general test parameters.


<< End of Changes>>
<< Start of Changes >>
Table A.7.3.25.1-2: Cell specific test parameters for E-UTRAN FDD (cell # 1) for in-sync radio link monitoring test

	Parameter
	Unit
	T1
	T2
	T3
	T4
	T5

	BWchannel
	MHz
	5

	OCNG Pattern defined in A.3.2.1.16 (FDD)
	
	OP.16 FDD

	SNR
	dB
	-2.3
	-5.7
	-12.2
	-7.3
	-2.3

	Propagation condition
	
	AWGN

	Note 1:
See Table A.7.3.6.1-2 for other general test parameters.


<< End of Changes>>
<< Start of Changes >>
Table A.8.4.2.1-2: Cell specific test parameters for E-UTRAN TDD-TDD inter-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and in A.3.2.2.2 (OP.2  TDD)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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 Note 2
	dBm/15 kHz
	-98

	RSRP Note 3
	dBm/15 kHz
	-94
	-94
	-Infinity
	-91
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	dB
	4
	4
	-Infinity
	7

	SCH_RP Note 3
	dBm/15 kHz
	-94
	-94
	-Infinity
	-91
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	dB
	4
	4
	-Infinity
	7

	Propagation Condition 
	
	ETU70

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image41.wmf]oc
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 to be fulfilled.

Note 3: RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


<< End of Changes>>
<< Start of Changes >>
Table A.8.4.4.1-1: General test parameters for E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in clause A.3.1.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in clause A.3.1.2.2

	E-UTRA RF channel number
	
	1, 2
	Two TDD carrier frequencies are used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1.

	Neighbour cell
	
	Cell 2
	Cell 1 is on RF channel number 2.

	CP length
	
	Normal
	

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211. The same configuration in both cells

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211. The same configuration in both cells

	Gap Pattern Id
	
	0
	As specified in TS 36.133 clause 8.1.2.1.

	A3-Offset
	dB
	-6
	

	Hysteresis
	dB
	0
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	

	si-RequestForHO
	
	TRUE
	As specified in clause 5.5.3.1 in TS 36.331.

	Time offset between cells
	(s
	3 
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	(10
	

	T3
	s
	5
	


<< End of Changes>>
<< Start of Changes >>
Table A.8.4.5.1-1: General test parameters for E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in clause A.3.1.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in clause A.3.1.2.2

	E-UTRA RF channel number
	
	1, 2
	Two TDD carrier frequencies are used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1.

	Neighbour cell
	
	Cell 2
	Cell 1 is on RF channel number 2.

	CP length
	
	Normal
	

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211. The same configuration in both cells

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211. The same configuration in both cells

	Gap Pattern Id
	
	0
	As specified in TS 36.133 clause 8.1.2.1.

	A3-Offset
	dB
	-6
	

	Hysteresis
	dB
	0
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	ON
	DRX related parameters are defined in Table A.8.4.5.1-3

	si-RequestForHO
	
	TRUE
	As specified in clause 5.5.3.1 in TS 36.331.

	Time offset between cells
	(s
	3 
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	(30
	UE should report cell within 25.6s (20 DRX cycles)

	T3
	s
	5
	


<< End of Changes>>
<< Start of Changes >>
Table A.8.1.9.1-1: General test parameters for E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in asynchronous cells for 5MHz bandwidth

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.5 FDD
	As specified in clause A.3.1.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.11 FDD
	As specified in clause A.3.1.2.1

	Note 1:
See Table A.8.1.1.1-1 for the other parameters.

Note 2:
This test is according to the principle defined in section A.3.7.2.


<< End of Changes>>
<< Start of Changes >>
Table A.8.7.2.1-2: Cell specific test parameters for E-UTRAN TDD to UTRAN 1.28Mcps TDD cell search when DRX is used in fading propagation conditions(cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	 BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD)
	
	OP.1 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote1
	dB
	
	

	OCNG_RBNote1 
	dB
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	dB
	4
	4
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	dB
	4
	4

	
[image: image44.wmf]oc

N

Note 2
	dBm/15kHz
	-98

	RSRP Note 3
	dBm/15kHz
	-94
	-94

	SCH_RP Note 3
	dBm/15kHz
	-94
	-94

	Propagation Condition 
	
	ETU70

	 Note 1:  
OCNG shall be used such that cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:  
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image45.wmf]oc
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 to be fulfilled.

Note 3:  
RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


<< End of Changes>>
<< Start of Changes >>
Table A.8.9.1.1-1: General test parameters for Event triggered reporting in fading propagation conditions
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in clause A.3.1.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in clause A.3.1.2.1

	Active cell
	
	Cell 1
	E-UTRA FDD Cell 1

	Neighbour cell
	
	Cell 2
	UTRA TDD Cell 2 is to be identified.

	Gap Pattern Id
	
	1
	As specified in TS 36.133 section8.1.2.1.

Measurement Gap Repetition Period = 80ms

	Inter-RAT measurement quantity
	
	UTRA TDD PCCPCH RSCP
	

	Threshold other system
	dBm
	-75
	UTRA TDD PCCPCH RSCP threshold for event B1.

	Hysteresis
	dB
	0
	

	CP length
	
	Normal
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	
	OFF

	T1
	s
	5
	

	T2
	s
	15
	


<< End of Changes>>
<< Start of Changes >>
Table A.8.16.4.1-2: Cell specific test parameters for E-UTRAN TDD-TDD Event triggered reporting on configured but deactivated SCell with PCell interruption in non-DRX
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T1
	T2
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	2
	2

	BWchannel
	MHz
	10
	10
	10

	OCNG Pattern defined in A.3.2.2.1 (OP.1 TDD) and in A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD

	
	
	
	
	

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	dB
	
	
	

	PSS_RA
	dB
	
	
	

	SSS_RA
	dB
	
	
	

	PCFICH_RB
	dB
	
	
	

	PHICH_RA
	dB
	
	
	

	PHICH_RB
	dB
	
	
	

	PDCCH_RA
	dB
	
	
	

	PDCCH_RB
	dB
	
	
	

	PDSCH_RA
	dB
	
	
	

	PDSCH_RB
	dB
	
	
	

	OCNG_RANote 1
	dB
	
	
	

	OCNG_RBNote 1 
	dB
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 Note 3
	dBm/15 kHz
	-98

	RSRP Note 4
	dBm/15 kHz
	-82
	-82
	-82
	-82
	-Infinity
	-82
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	dB
	16
	16
	16
	-0.11
	-Infinity
	-0.11

	SCH_RP Note 4
	dBm/15 kHz
	-82
	-82
	-82
	-82
	-Infinity
	-82
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	dB
	16
	16
	16
	16
	-Infinity
	16

	Propagation Condition 
	
	AWGN

	Note 1:
OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4:
RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


<< End of Changes>>
<< Start of Changes >>
Table A.8.17.2.1-1: General test parameters for E-UTRAN TDD RSTD measurement reporting delay under fading propagation conditions for carrier aggregation

	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	PCell
	
	Cell 1
	PCell is on RF channel 1 (PCC).

	SCell
	
	Cell 2
	SCell on RF channel 2 (SCC).

Cell 2 is the assistance data reference cell.

	Other neighbor cell
	
	Cell 3
	Neighbor cell on RF channel 2 (SCC).

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in clause A.3.1.2.2

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	PRS Transmission Bandwidth
	RB
	50
	PRS are transmitted over the system bandwidth

	PRS configuration index 
[image: image50.wmf]PRS
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	174 for all cells on PCC

184 for all cells on SCC
	This corresponds to periodicity of 320 ms and PRS subframe offset of 
[image: image51.wmf]160

PRS
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 DL subframes, as defined in TS 36.211 [16], Table 6.10.4.3-1

	Number of consecutive downlink positioning subframes 
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	1
	As defined in TS 36.211 [16]. The number of subframes in a positioning occasion

	Physical cell ID PCI
	
	(PCI of Cell 2 – PCI of Cell 3)mod6=0

 
	The PCI of Cell 1 is selected randomly. PCIs of Cell 2 and Cell 3 are selected randomly such that the relative subcarrier shifts of PRS patterns among these cells are as given by the condition

	TDD uplink-downlink configuration
	
	1
	As specified in TS 36.211 [16], Clause 4.2; corresponds to a configuration with 5 ms switch-point periodicity and two downlink consecutive subframes

	TDD special subframe configuration
	
	6
	As specified in TS 36.211 [16], Clause 4.2; corresponds to DwPTS of 
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	CP length
	
	Normal
	

	DRX
	
	ON
	DRX parameters are further specified in Table A.8.17.2.1-3

	Radio frame transmit time offset between  cell2 and cell3 at the UE antenna connectorNote 1
	(s
	3
	Synchronous cells



	Cell2 timing offset to cell1
	(s
	0
	Synchronous cells

	Time alignment error between cell2 and cell1
	(s
	( Time alignment error as specified in 3GPP TS 36.104 [30] clause 6.5.3.1.
	The value of time alignment error depends upon the type of carrier aggregation.

	Expected RSTD Note 1
	(s
	3
	The expected RSTD is what is expected at the receiver. The corresponding parameter in the OTDOA assistance data specified in TS 36.355 [24] is the expectedRSTD indicator

	Expected RSTD uncertainty Note 2
	(s
	5
	The corresponding parameter in the OTDOA assistance data specified in TS 36.355 [24] is the expectedRSTD-Uncertainty index

	Cells in OTDOA assistance data
	
	16 cells in total 
	The list includes the reference cell (received in OTDOA-ReferenceCellInfo [24]) and 15 other cells, all received in OTDOA-ProvideAssistanceData [24].

Cell 1 (when included) appears at random places in the first half of the neighbour cell list in the OTDOA assistance data. Cell 3 always appears at random places in the second half of the list.

	
	
	OTDOA neighbor cells include Cell 3 and other 14 cells on SCC
	OTDOA neighbor cells include Cell 1 and other 7 cells on PCC, and Cell 3 and other 6 cells on SCC
	

	prs-SubframeOffset
	
	Cells on PCC: 310

Cells on SCC, except reference cell: 0
	Subframe offset, counted in full subframes. The corresponding parameter in the OTDOA assistance data is prs-SubframeOffset specified in TS 36.355 [24]

	slotNumberOffset
	
	Cells on PCC: 0

Cells on SCC, except reference cell: 0
	The slot number offset at the transmitter between a neighbour cell and the assistance data reference cell. The corresponding parameter in the OTDOA assistance data is slotNumberOffset specified in TS 36.355 [24].

	PRS muting info
	
	Cell 1: ‘11110000’

Cell 2: ‘00001111’

Cell 3: ‘11110000’
	Cell 1: ‘1111111100000000’

Cell 2: ‘0000000011111111’

Cell 3: ‘1111111100000000’
	Correponds to prs-MutingInfo defined in TS 36.355 [24]

	T1
	s
	3
	The length of the time interval from the beginning of each test

	T2
	s
	1.28
	2.48
	The length of the time interval that follows immediately after time interval T1

	T3
	s
	1.28
	2.48
	The length of the time interval that follows immediately after time interval T2

	Note 1:
The true RSTD, which is the receive time difference for frame 0 between each two cells as seen at the UE antenna connector, shall be within expected RSTD uncertainty window centered at expectedRSTD after subtracting the PRS subframe offset. The true RSTD for Cell 1 and Cell 2 shall be different from the true RSTD for Cell 3 and Cell 2 in Test 2. The parameters of expected RSTD of all neighbour cells in the OTDOA assistance data are identical in the test.

Note 2:
The parameters of expected RSTD uncertainty of all neighbour cells in the OTDOA assistance data are identical in the test.


Table A.8.17.2.1-2: Cell-specific test parameters for E-UTRAN TDD RSTD measurement reporting delay under fading propagation conditions during T1 for carrier aggregation

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	N/A 
	N/A 

	OCNG patterns defined in A.3.2.2
	
	OP.1 TDD
	N/A
	N/A

	PBCH_RA
	dB
	0
	N/A
	N/A

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	OCNG_RANote 1
	
	
	
	

	OCNG_RBNote 1 
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 Note 3
	dBm/

15 kHz
	-95
	N/A
	N/A

	PRS 
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	dB
	-Infinity
	-Infinity
	-Infinity

	Io Note 4
	dBm/

9 MHz
	-64.21
	N/A
	N/A
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	dB
	0
	-Infinity
	-Infinity

	Propagation Condition 
	
	ETU30

	Note 1: 
OCNG shall be used such that active cell (Cell 1) is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3: 
Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image58.wmf]oc

N

 to be fulfilled.

Note 4: 
Io levels have been derived from other parameters and are given for information purpose. These are not settable test parameters.


Table A.8.17.2.1-3: Cell-specific test parameters for E-UTRAN TDD RSTD measurement reporting delay under fading propagation conditions during T2 and T3 for carrier aggregation

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T2
	T3
	T2
	T3
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	2
	2

	OCNG patterns defined in A.3.2.2
	
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	N/A

	PBCH_RA
	dB
	0
	0
	0
	N/A

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	OCNG_RANote 1
	
	
	
	
	

	OCNG_RBNote 1 
	
	
	
	
	

	PRS_RA
	dB
	-6
	N/A
	N/A
	0
	0
	N/A
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 Note 3,4
	dBm/

15 kHz
	-98
	-98
	-98
	-95
	-98
	-95

	PRS 
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 Note 4
	dB
	-4
	-Infinity
	-Infinity
	-10
	-11
	-Infinity

	PRS 
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 Note 4
	dB
	-4
	-Infinity
	-Infinity
	-10
	-11
	-Infinity

	Io Note 4
	dBm/

9 MHz
	-69.94
	N/A
	N/A
	-67.15
	-70.16
	N/A

	PRP Note 4
	dBm/

15 kHz
	-102
	-Infinity
	-Infinity
	-105
	-109
	-Infinity

	RSRP
	dBm/ 15 kHz
	-96
	-96
	-105
	-105
	-109
	-Infinity
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 Note 4
	dB
	2
	2
	-7
	-10
	-10
	-Infinity

	Propagation Condition 
	
	ETU30

	Note 1: 
OCNG shall be used such that active cells (all, except Cell 3 in T3) are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols other than those in the subframes with transmitted PRS.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3: 
Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: 
If PRS_RA is not “N/A”, 
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, Io, RSRP and PRP levels have been derived from other parameters and are given for information purpose. If PRS_RA is “N/A”, Io and RSRP levels have been derived from other parameters and are given for information purpose. These are not settable test parameters. Interference conditions shall be applied to all PRS symbols of DL positioning subframes.


<< End of Changes>>
<< Start of Changes >>
Table A.8.17.4.1-1: General test parameters for E-UTRAN TDD RSTD measurement reporting delay under fading propagation conditions for carrier aggregation

	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.10 TDD
	As specified in section A.3.1.2.2

	Channel Bandwidth (BWchannel)
	MHz
	20
	

	PRS Transmission Bandwidth
	RB
	100
	PRS are transmitted over the system bandwidth

	Note 1:
See Table A.8.17.2.1-1 for the other parameters.

Note 2:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section A.3.6.1.


Table A.8.17.4.1-2: Cell-specific test parameters for E-UTRAN TDD RSTD measurement reporting delay under fading propagation conditions during T1 for carrier aggregation

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	OCNG patterns defined in A.3.2.2
	
	OP.7 TDD
	N/A
	N/A

	Io Note 1
	dBm/

18 MHz
	-64.22
	N/A
	N/A

	Note 1:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 2:
See Table A.8.17.2.1-2 for the other parameters.


Table A.8.17.4.1-3: Cell-specific test parameters for E-UTRAN TDD RSTD measurement reporting delay under fading propagation conditions during T2 and T3 for carrier aggregation

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T2
	T3
	T2
	T3
	T2
	T3

	OCNG patterns defined in A.3.2.2
	
	OP.7 TDD
	OP.8 TDD
	OP.8 TDD
	N/A

	Io Note 1
	dBm/

18 MHz
	-67.07
	N/A
	N/A
	-64.17
	-67.18
	N/A

	Note 1:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 2:
See Table A.8.17.2.1-3 for the other parameters.


<< End of Changes>>
<< Start of Changes >>
Table A.9.2.12.2-1: TDD RSRQ Carrier Aggregation test parameters

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	BWchannel_CA Note1
	MHz
	20
	20
	20

	Measurement bandwidth
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	47-52
	47-52
	47-52

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.3 TDD
	R.3 TDD
	-

	PDSCH allocation
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	38-61
	38-61
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined  in A.3.1.2.2
	
	R.10 TDD
	R.10 TDD
	R.10  TDD

	OCNG Patterns defined in A.3.2.2.7 (OP.7 TDD) and A.3.2.2.8 (OP.8 TDD)
	
	OP.7 

TDD
	OP.7 

TDD
	OP.8

TDD

	IoNote2
	Bands TDD_A Note 5
	dBm/18 MHz
	-87.26
	-82.67

	
	Bands TDD_C Note 5
	
	-86.26
	-81.67

	
	Bands TDD_E Note 5
	
	-85.26
	-80.17

	Note 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section A.3.6.1.
Note 2:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves 

Note 3:
See Table A.9.2.6.2-1 for the other parameters.

Note 4:
E-UTRA operating band groups are as defined in Section 3.5.
Note 5:
The test applies for E-UTRA operating bands in this band group which are supporting 20 MHz channel bandwidth.


<< End of Changes>>
<< Start of Changes >>
Table A.9.2.19.2-1: WB-RSRQ FDD-FDD Inter frequency test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	Antenna Configuration
	
	1x2
	1x2

	Gap Pattern Id
	
	0
	-

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	0

	PSS_RA
	
	
	0

	SSS_RA
	
	
	0

	PCFICH_RB
	
	
	-∞

	PHICH_RA
	
	
	-∞

	PHICH_RB
	
	
	-∞

	PDCCH_RA
	
	
	-∞

	PDCCH_RB
	
	
	-∞

	PDSCH_RA
	
	
	-∞

	PDSCH_RB
	
	
	-∞

	OCNG_RANote1
	
	
	-∞

	OCNG_RBNote1 
	
	
	-∞

	AllowedMeasBandwidth in TS 36.331 [2]
	RB
	6
	50

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-

	PDSCH allocation
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	13-36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	-

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) 
	
	OP.1 FDD
	-
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 Note2
	bandwidth
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	0-49
	0-21

28-49
	22-27

	
	
	dBm/15 kHz
	-94
	-87
	-110

	
[image: image71.wmf]ot

s

I

Ê


	bandwidth
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	0-49
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	dB
	-4
	-3
	20

	RSRPNote3
	dBm/15 kHz
	-98
	-90

	RSRQNote3
	dB
	-16.25
	-

	WB-RSRQ0Note3 in subframe 0
	dB
	-
	-13.68

	WB-RSRQ1Note3 in subframe ≠ 0
	dB
	-
	-13.63

	IoNote3
	dBm/ 9 MHz
	-64.76
	-

	IoNote3 in symbol 0, 4, 11 of subframe 0
	dBm/ 9 MHz
	-
	-82.38

	IoNote3 in symbol 7 of subframe 0
	dBm/ 9 MHz
	-
	-82.20

	IoNote3 in symbol 0, 4, 7, 11 of subframes ≠ 0
	dBm/ 9 MHz
	-
	-82.38

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: 
OCNG shall be used such that Cell 1 is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: 
Interference from other cells not specified in the test, assumed to be constant over time and modelled as noise.

Note 3: 
RSRQ, RSRP, WB-RSRQ and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. The stated values represent the weighted average over the allowed measurement bandwidth, and the WB-RSRQ values assume averaging over symbols 0, 4, 7 and 11 of the subframe. 

Note 4: 
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5: 
This test case is applicable to all FDD frequency bands except band 31.


<< End of Changes>>
<< Start of Changes >>
Table A.9.4.2.2-2: E-UTRAN TDD cell specific test parameters for UTRAN FDD CPICH Ec/No absolute measurement accuracy test in E-UTRAN TDD

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	E-UTRAN RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Special subframe configurationNote1
	
	6

	Uplink-downlink configurationNote1
	
	1

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) 
	
	OP.1 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 2
	dB
	

	OCNG_RBNote 2
	dB
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 Note 3
	dBm/15 kHz
	-98

	RSRP Note 4
	dBm/15 kHz
	-94
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	dB
	4

	SCH_RP Note 4
	dBm/15 kHz
	-94
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	dB
	4

	Propagation Condition
	
	AWGN

	Note 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in TS 36.211.  

Note 2:
OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4:
RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


<< End of Changes>>
<< Start of Changes >>
Table A.9.7.4.2-2: Cell-specific test parameters for E-UTRAN TDD UE Rx-Tx time difference measurement under time-domain measurement resource restriction with non-MBSFN ABS
	Parameter
	Unit
	Cell 1
	Cell 2

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	N/A

	PDSCH allocation
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	13—36
	N/A

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	 Non-ABS and ABS subframe channel powers defined in Table A.3.4.1.1-1.

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote1
	dB
	
	

	OCNG_RBNote1
	dB
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	dBm/15 kHz
	-98
	-98

	CRS
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	dB
	-3
	1

	CRS 
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	dB
	-3
	-0.76

	CRS 
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 Note 3
	dB
	-6.54
	-0.76

	RSRP Note 4
	dBm/15 kHz
	-101
	-97
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meas

Io

Note 4
	dBm/9 MHz
	-67.89
	-67.89
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nonABS

Io

 Note 4
	dBm/9 MHz
	-65.81
	-65.81

	Propagation Condition
	
	AWGN

	Note 1:
OCNG shall be used such that the resources in the active cell are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for 
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 to be fulfilled.
 Note 3:
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is calculated in CRS REs in the subframes indicated for PCell measurements by measurement resource restriction pattern, whilst 
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 is calculated in CRS REs in the subframes not indicated for PCell measurements by measurement resource restriction paattern.
Note 4:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. 
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 is calculated in CRS symbols in the subframes indicated for PCell measurements by measurement resource restriction pattern, whilst 
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<< End of Changes>>
<< Start of Changes >>
Table A.9.7.6.2-2: Cell-specific test parameters for E-UTRAN TDD UE Rx-Tx time difference measurement under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	E-UTRAN RF Channel Number
	
	1
	1
	1

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD
	N/A
	N/A

	PDSCH allocation
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	13—36
	N/A
	N/A

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD
	N/A
	N/A

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and A.3.2.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	 Non-ABS and ABS subframe channel powers defined in Table A.3.4.1.1-1.

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote1
	dB
	
	

	OCNG_RBNote1
	dB
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	dBm/15 kHz
	-98
	-98
	-98

	CRS
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	dB
	-3
	3
	1

	CRS 
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	dB
	-7.76
	1.24
	-0.76

	CRS 
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 Note 3
	dB
	-9.29
	-1.41
	-4.44

	RSRP Note 4
	dBm/15 kHz
	-101
	-95
	-97
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	dBm/9 MHz
	-67.11
	-67.11
	-67.11
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 Note 4
	dBm/9 MHz
	-63.45
	-63.45
	-63.45

	Propagation Condition
	
	AWGN

	Note 1:
OCNG shall be used such that the resources in the active cell are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modeled as AWGN of appropriate power for 
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 to be fulfilled.
 Note 3:
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is calculated in CRS REs in the subframes indicated for PCell measurements by measurement resource restriction pattern, whilst 
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 is calculated in CRS REs in the subframes not indicated for PCell measurements by measurement resource restriction paattern.
Note 4:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. 
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 is calculated in CRS symbols in the subframes indicated for PCell measurements by measurement resource restriction pattern, whilst 
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  is calculated in CRS symbols


<< End of Changes>>
<< Start of Changes >>
Table A.9.9.2.2-1: RSRP TDD Intra frequency test parameters

	Parameter
	Unit
	Test

	
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Special subframe configurationNote1
	
	6

	Uplink/downlink configurationNote1
	
	1

	Measurement bandwidth
	
[image: image101.wmf]PRB

n


	22—27

	PDSCH Reference measurement channel defined in A.3.1.1.2
	
	R.0 TDD

	PDSCH allocation
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	13—36

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.6 TDD

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD)
	
	OP.1 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	PDSCH_RA
	
	

	PDSCH_RB
	
	

	OCNG_RANote2
	
	

	OCNG_RBNote2 
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	Bands TDD_A
	dBm/15 kHz
	-122

	
	Bands TDD_C
	
	-121

	
	Bands TDD_E
	
	-120
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	dB
	-4

	RSRPNote4
	Bands TDD_A
	dBm/15 kHz
	-126

	
	Bands TDD_C
	
	-125

	
	Bands TDD_E
	
	-124

	RSRQNote4
	Bands TDD_A
	dB
	-14.93

	
	Bands TDD_C
	
	

	
	Bands TDD_E
	
	

	IoNote4
	Bands TDD_A
	dBm/9 MHz
	-92.76

	
	Bands TDD_C
	
	-91.76

	
	Bands TDD_E
	
	-90.76
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	dB
	-4

	Propagation condition
	-
	AWGN

	Note 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in TS 36.211.
Note 2:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image106.wmf]oc
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 to be fulfilled.

Note 4:
RSRP, RSRQ and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 6:
E-UTRA operating band groups are as defined in Section 3.5.


<< End of Changes>>
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