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1   Introduction
A new work item for LTE Advanced intra-band contiguous Carrier Aggregation in Band 40 for 3DL had been agreed in RAN#63 [1]. A draft TR would be submitted in RAN4#70bis in [2].

In this contribution, a text proposal for required changed for RRM are provided.

2 Discussion
In [3], an analysis has been done for the introduction of 3DL CA for RRM requirements. It is observed that the increased number of downlink and uplink component carrier of CA has very limited impact on technical content in RRM core requirements. However, some technical and editorial update should be done for the specification to apply 3DL CA scenario. In addition, no band specific issue is identified.
The text proposal has been incorporated in the Annex.
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Annex

5.4
Specific UE RRM requirements

The increased number of downlink and uplink component carrier of CA has very limited impact on technical content in RRM core requirements. However, some technical and editorial update should be done for the specification to apply 3DL CA scenario. In addition, no band specific issue is identified.
~~~~~~~~~~~~~~~~~~~~~Next Changed Section~~~~~~~~~~~~~~~~~~~~~~~~~
6.3
Required changes to TS36.133

Required changes in RRM specification TS 36.133 are shown in Table 6.3-1.

Table 6.3-1: Required changes in TS 36.133

	Section
	Requirement
	Required Changes in TS 36.133

	6.2
	Random Access
	Updates to reflect the option of multiple Scells.

	7.1
	UE transmit timing
	Updates to reflect the option of multiple Scells.

	7.7
	SCell Activation and Deactivation Delay for E-UTRA Carrier Aggregation
	Updates to reflect the option of multiple Scells.

	7.8
	Interruptions with Carrier Aggregation
	Updates to reflect the option of multiple Scells.

	8.2
	Capabilities for Support of Event Triggering and Reporting Criteria
	Update the reporting requirements reflect the option of multiple Scells.

	8.3
	Measurements for E-UTRA carrier aggregation
	Update the downlink and uplink carrier numbers from two to three. Other updates to reflect the option of multiple Scells.


Note: no band specific requirement is identified.
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