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1 Introduction
WI on V2X Phase 2 was set up in RAN #75 meeting [1] and RAN4 work should start from this meeting. In this contribution, scenarios are discussed and the first priority scenarios are identified in Rel-15 in RAN4.
2 Discussion

V2X inter-band co-current operation and intra-band multi-carrier operation were finished in Rel-14 with scenarios as below, 

i. V2X_47A (single carrier with 23dBm and 26dBm) 

ii. V2X_47B (two carriers with 23dBm)
iii. V2X_xA(23dBm)_47A(23dBm): x denotes a licensed band
These scenarios can be further extended to wider bandwidth or higher output power in Band 47in Rel-15, such as:

More than two carriers or wider component carrier in Band 47:
i. V2X_47C (with 23dBm)
a)   10MHz+10MHz+10MHz
b) 20MHz+10MHz
ii. V2X_xA(23dBm)_47C(23dBm): x denotes a licensed band
Higher output power in Band 47:

iii. V2X_47B (with 26dBm)

iv. V2X_xA(23dBm)_47B(26dBm): x denotes a licensed band
Both wider bandwidth and higher output power in Band 47:

v. V2X_47C (with 26dBm)

vi. V2X_xA(23dBm)_47C(26dBm): x denotes a licensed band
Considering the allocated spectrum all over the world and the available hardware (like PA) in the market, it is proposed scenarios with only wider bandwidth in Band 47 are prioritized in Rel-15 eV2X WI. If time permits, more scenarios can be introduced after the priority scenarios are complete.
Carrier aggregation is an objective in WID. Multiple carriers and carrier aggregation may have some differences in resource allocation which need to wait RAN1 design. The potential difference in resource allocation may cause some requirements different (such as MPR) between multiple carriers and CA which needs study in RAN4. So RAN4 can discuss scenarios for multiple carriers first and when the physical layer design for CA has some progresses, we can start to study it.
Conclusion
This contribution discusses V2X scenarios in Rel-15 and proposes to prioritize the following scenarios in Rel-15 in RAN4:
More than two carriers or wider component carrier in Band 47 for multiple carriers and carrier aggregation scenarios:
i. V2X_47C (with 23dBm)
a)   10MHz+10MHz+10MHz
b) 20MHz+10MHz
ii. V2X_xA(23dBm)_47C(23dBm): x denotes a licensed band
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