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1 Introduction
There has been discussions on how to specify EMC radiated immunity requirements for AAS BS during the last RAN4 meetings. Still no background material or requirements have been added to the TR [1]. This contribution is adding measurement setup description and requirements for the EMC radiated immunity section. 

2 Text Proposal

<Start of TP>
8.6.2 Measurement set-up for testing radiated immunity
A high level example of EMC RI test setup for an OTA AAS BS is illustrated in figure 8.6.2-1. The Equipment Under Test (EUT) is placed in an anechoic chamber on top of a turn table. A range antenna or probe antenna  generates the interfering RF electromagnetic field.
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Figure 8.6.2-1: Example radiated immunity test setup for an OTA AAS BS
An important difference of the EMC radiated immunity test setup for an OTA AAS BS as compared with  testing of the EUT equipped with the antenna connectors is the need for OTA performance parameter monitoring. During EMC RI test the EUT is rotated horizontally in order to expose it to the interfering RF electromagnetic field from all directions in horizontal plane.
For EUT equipped with the antenna connectors (i.e. the performance of the EUT is monitored via antenna connectors),  the rotation of the EUT during the EMC RI test had no impact on the performance parameters being monitored. For an OTA AAS BS testing, the OTA link established between the EUT and the test equipment antenna may be impacted by the rotation of the test object during the test. 

Another aspect when introducing the OTA performance parameter monitoring, is the need to introduce the test equipment antenna in such a way that the calibration of the interfering signal is not affected. 
These two aspects shall be taken into account when setting up the EMC RI test for the OTA AAS BS. 


<End of TP>
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