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1. Overall Description: 
RAN1 discussed the issue of antenna selection for the case of carrier aggregation. RAN1 agreed in principle to the attached CR (pending details on RAN2 signaling), and reached the following agreements:
Agreements:
1. For a UE that supports Tx antenna selection in TDD but not in FDD, the UE accepts the RRC message configuring Tx antenna selection in TDD but not in FDD, but does not expect to receive a DCI indicating UE port 1 for the UL carrier not supporting Tx antenna selection.

2. For each band combination, signal which bands support Tx antenna selection. For each of the bands that support Tx antenna selection:
· For each uplink band, signal all the bands for which UL switches together (thus same port has to be enforced)
· For each uplink band, signal all the bands for which DL switches together (thus introducing a ‘glitch’ in the DL reception)


2. Actions to RAN2, RAN4:
RAN1 respectfully requests RAN2:
- For agreement 1, to amend the text “EUTRAN configures the same value for all serving cells” in the field description of ue-TransmitAntennaSelection in TS36.331.
- For agreement 2, to implement the above signalling from Rel-13.
RAN1 respectfully requests RAN4 to take the above information into account, and assess whether changes to the RAN4 specifications are needed to incorporate the notion of glitches in the above context.

3. Date of Next TSG-RAN WG1 Meetings:
TSG RAN WG1 Meeting #90-Bis	Oct. 9-13,  2017 		      Prague (CZ)
TSG RAN WG1 Meeting #91	Nov. 27-Dec. 01,  2017 	      Reno, NV (USA)
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