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Background
This contribution provides text proposal on the NR CA band combination CA_n7A-n78A as defined in Revised WID on NR inter-band Carrier Aggregation/Dual connectivity for 2 bands DL with x bands UL (x=1, 2) RP-191565 [1].
Text Proposal
[bookmark: _Toc405202255]---Start of changes---
[bookmark: _Toc519555228]6.x	CA_n7-n78
[bookmark: _Toc519555229]6.x.1	Common for 1 band UL and 2 bands UL CA
6.x.1.1 Operating bands for CA
Table 6.x.1-1: CA band combination of band n7 + n78
	NR CA Band Combination
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_n7-n78
	n7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	n78
	3300 MHz
	–
	3800 MHz
	3300 MHz
	–
	3800 MHz
	TDD



[bookmark: _Toc519555230]6.x.1.2	Channel bandwidths per operating band for CA
Table 8.x.2-1: Supported bandwidths per CA band combination of band n7+n78 
	CA operating / channel bandwidth [MHz]

	NR CA Configuration
	UL Configuration
	NR Band
	SCS [kHz]
	5
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	100
	Bandwidth combination set

	CA_n7A-n78A
	CA_n7A-n78A
	n7
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	



[bookmark: _Toc519555231]6.x.1.3	Co-existence studies
Table 6.x.1.3-1/2 summarizes frequency ranges where harmonics and/or harmonics mixing occur for CA_n7-n78.
Table 6.x.1.3-1: Impact of UL/DL Harmonic 
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	[bookmark: _Hlk16242357]n7
	2500
	2570
	2620
	2690
	5000
	5140
	7500
	7710
	10000
	10280

	n78
	3300
	3800
	3300
	3800
	6600
	7600
	9900
	11400
	13200
	15200



Based on above table, there is no harmonics issue for the band combination of n7 and n78.
Table 6.x.1.3-2: Impact of UL/DL Harmonic mixing
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	mth Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	n7
	2500
	2570
	2620
	2690
	5240
	5380
	7860
	8070
	
	

	n78
	3300
	3800
	3300
	3800
	6600
	7600
	9900
	11400
	
	



Based on above table, we need to consider the harmonic mixing issue for 3*B7 TX  to 2*n78 RX.

[bookmark: _Toc519555232]6.x.1.4	∆TIB and ∆RIB values
For CA_n7A-n78A, the TIB,c and RIB can follow the values of DC_7_n78. The values are given in the tables below.
Table 6.x.1.4-1: ΔTIB,c
	Inter-band CA Configuration
	NR Band
	ΔTIB,c [dB]

	CA_n7-n78
	n7
	0.5

	
	n78
	0.8



Table 6.x.1.4-2: ΔRIB
	Inter-band CA Configuration
	NR Band
	ΔRIB [dB]

	CA_n7-n78
	n7
	0.5

	
	n78
	0.5



[bookmark: _Toc519555233]6.x.1.5	REFSENs requirements
The specific REFSENs requirement can follow the requirements of DC_7_n78. The MSD for harmonic mixing is shown below.

[bookmark: _Hlk515991175]Table 7.3A.4-4: Reference sensitivity exceptions due to harmonic mixing for CA in NR FR1
	NR Band / Channel bandwidth of the affected DL band

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	n7
	n781
	
	8.3
	8.0
	6.9
	
	3.9
	3
	2.3
	1.2
	0.7
	0.4

	

NOTE 1:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 2:	The requirements should be verified for UL NR-ARFCN of the aggressor (high) band (superscript HB) such that in MHz and  with carrier frequency in the victim (lower) band in MHz and  the channel bandwidth configured in the higher band.



Table 7.3A.4-4a: Uplink configuration for reference sensitivity exceptions due to receiver harmonic mixing for CA in NR FR1
	NR Band / SCS / Channel bandwidth of the affected DL band

	UL band
	DL band
	SCS
(kHz)
	5 MHz

	10 MHz

	15 MHz

	20 MHz

	25 MHz

	40 MHz

	50 MHz

	60 MHz

	80 MHz

	90 MHz
	100 MHz


	n7
	n78
	15
	
	16
	25
	32
	
	64
	80
	100
	100
	100
	100

	NOTE 1:	The UL configuration applies regardless of the channel bandwidth of the UL band unless the UL resource blocks exceed that specified in Table 7.3.2-3 for the uplink bandwidth in which case the allocation according to Table 7.3.2-3 applies.



The MSD for cross band Tx-Rx interference is FFS.
[bookmark: _Toc24456][bookmark: _Toc13133208][bookmark: _Toc523930200][bookmark: _Toc9607697]6.x.2		Specific for 2 bands UL CA
[bookmark: _Toc19929][bookmark: _Toc13133209][bookmark: _Toc9607698][bookmark: _Toc523930201]6.x.2.1		UE co-existence studies
Table 6.x.2.1-1 gives IMD interference analysis for CA_ n7-n78 with 2 ULs.
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	2500
	2570
	3300
	3800

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	5000
	5140
	6600
	7600

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	7500
	7710
	9900
	11400

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	10000
	10280
	13200
	15200

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	12500
	12850
	16500
	19000

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	730
	1300
	5800
	6370

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1200
	1840
	4030
	5100

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	8300
	8940
	9100
	10170

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	3700
	4410
	7330
	8900

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	10800
	11510
	12400
	13970

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	2600
	1460
	11600
	12740

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	12700
	10630
	6980
	6200

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	6400
	4760
	1110
	100

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	15700
	17770
	13300
	14080

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	14900
	16540
	14100
	15310



Based on above table, the 4rd order IMD may fall into Rx frequencies of Band n78. However IMD is not an issue for Band n78 since it is a TDD band. There is no IMD issue for CA_n7-n78.

Table 6.x.2.1-2 lists the protected bands required for the 2UL bands CA configuration.
Table 6.x.2.1-2: Protected bands for the 2UL bands CA configuration
	NR CA Configuration
	Spurious emission

	
	Protected Band
	Frequency range (Mhz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n7-n78
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 11, 18, 19, 20, 21, 26, 27, 28, 31, 32, 33, 34, 40, 50, 51, 65, 66, 67, 68, 72, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	 

	
	Frequency range
	2570 
	- 
	2575
	+1.6
	5
	4, 7, 18

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	4, 7, 18

	
	Frequency range
	2595
	-
	2620
	-40
	1
	4, 18

	NOTE 4:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
NOTE 7:	For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.
NOTE 18:	This requirement is applicable for any channel bandwidths within the range 2500 – 2570 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2552 – 2560 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.



[bookmark: _Toc523930202][bookmark: _Toc9607699][bookmark: _Toc18279][bookmark: _Toc13133210]6.x.2.2		REFSENS requirements
There is no MSD requirements for the dual uplink configuration without IMD issue.

---End of changes---
Reference
[1]	RP-191565, “Revised WID on Rel-16 NR Inter-band Carrier Aggregation/Dual Connectivity  for 2 bands DL with x bands UL (x=1,2)”, ZTE Corporation
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