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This clause contains the performance requirements for the sidelink physical channels specified for V2X Sidelink Communication.
[bookmark: _Toc61120866][bookmark: _Toc53176590][bookmark: _Toc45892733][bookmark: _Toc40209774][bookmark: _Toc40209432][bookmark: _Toc37084070][bookmark: _Toc37083728][bookmark: _Toc37068185][bookmark: _Toc29808266][bookmark: _Toc21338158]11.1	Demodulation performance requirements (Conducted requirements)
11.1.1	General
11.1.1.1	Applicability of requirements
11.1.1.1.1	General
The minimum performance requirements are applicable to all V2X operating bands defined in TS 38.101-1[6] Clause 5.2E.
The minimum performance requirements in Clause 11.1 are mandatory for UE supporting NR SL operation (sl-Reception-r16), except test cases listed in Clauses 11.1.1.1.2.
11.1.1.1.2	Applicability of requirements for mandatory UE V2X features with capability signalling
The performance requirements in Table 11.1.1.1.2-1 shall apply for V2X UEs which support mandatory UE features with capability signalling only.
Table 11.1.1.1.2-1: Requirements applicability for mandatory features with UE capability signalling
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	Support of synchronization sources for NR sidelink (sync-Sidelink-r16)
	FR1
	PSBCH
	Clause 11.1.4.1.1
	

	Supports of PSFCH format 0 (psfch-FormatZeroSidelink-r16)
	FR1
	PSSCH
	Clause 11.1.2.1.1
Clause 11.1.6.1.1
Clause 11.1.7.1.1
	

	
	
	PSCCH
	Clause 11.1.3.1.1
	

	
	
	PSFCH
	Clause 11.1.5.1.1
Clause 11.1.9.1.1
	


11.1.1.2	Common test parameters
Parameters specified in Table 11.1.1.2-1 are applied for all test cases in this clause unless otherwise stated.
Table 11.1.1.2-1: Common test parameters
	Parameter
	Unit
	Value

	Carrier configuration
	Offset between Point A and the lowest usable subcarrier on this carrier (Note 1)
	RBs
	0

	
	Subcarrier spacing
	kHz
	30

	SL BWP configuration #1
	Cyclic prefix
	
	Normal

	
	RB offset
	RBs
	0

	
	Number of contiguous PRB
	PRBs
	Maximum transmission bandwidth configuration as specified in clause 5.3.2 of TS 38.101-1 [6] for tested channel bandwidth and subcarrier spacing

	PT-RS configuration
	
	PT-RS is not configured

	
	
	

	Resource pool configuration
	PSCCH Time resource
	Symbols
	2

	
	PSCCH Frequency resource
	PRBs
	10

	
	PSFCH number of cyclic shift pairs
	
	n1

	
	PSFCH hopping ID
	
	0

	
	PSFCH candidate resource type
	
	startSubCh

	
	Synchronization reference
	
	GNSS

	
	Subchannel size
	PRBs
	10

	
	Number of sub-channels
	
	5 for 20 MHz and 10 for 40 MHz

	
	Start PRB for first sub-channel
	
	0

	
	Time resource bitmap
	
	ones(1, 160)

	
	Number of PRBs
	
	51 for 20 MHz and 106 for 40 MHz

	Note 1:	Point A coincides with minimum guard band as specified in Table 5.3.3-1 from TS 38.101-1 [6] for tested channel bandwidth and subcarrier spacing.
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