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--- start of change 1 ---
Annex B (normative):
Conditions for RRM requirements applicability for operating bands

Editor’s note: intended to capture the condition for RRM requirements for different operating bands. FFS if the conditions for RRM requirements applicability for numerologies shall be specified.
B.1
Conditions for NR RRC_IDLE state mobility

B.1.1
Introduction

B.1.2
Conditions for measurements on NR intra-frequency cells for cell re-selection

This section defines the following conditions for NR intra-frequency measurements performed based on SSBs for cell re-selection: SCH_RP and SCH Ês/Iot, applicable for a corresponding operating band. 
The conditions are defined in Table B.1.2-1 for FR1 NR cells. 
The conditions are defined in Table B.1.2-2 for FR2 NR cells.
Table B.1.2-1: Conditions for intra-frequency cell re-selection in FR1
	Parameter
	NR operating band groups Note1
	Minimum SCH_RP
	SCH Ês/Iot

	
	
	dBm / SCSSSB
	dB

	Conditions
	TBD
	TBD
	( -4

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	NOTE 1:
NR operating band groups are defined in Section 3.5.2.


Table B.1.2-2: Conditions for intra-frequency cell re-selection in FR2
	Parameter
	NR operating band groups Note1
	Minimum SCH_RP
	SCH Ês/Iot

	
	
	dBm / SCSSSB
	dB

	Conditions
	TBD
	TBD
	( -4

	
	TBD
	TBD
	

	NOTE 1:
NR operating band groups are defined in Section 3.5.3.


B.1.3
Conditions for measurements on NR inter-frequency cells for cell re-selection
This section defines the following conditions for NR inter-frequency measurements performed based on SSBs for cell re-selection: SCH_RP and SCH Ês/Iot, applicable for a corresponding operating band. 

The conditions defined in Table B.1.2-1 for FR1 NR intra-frequency cell re-selection shall also apply for FR1 NR inter-frequency cells in this section.
The conditions defined in Table B.1.2-2 for FR2 NR intra-frequency cell re-selection shall also apply for FR2 NR inter-frequency cells in this section.
--- end of change 1 ---
--- start of change 2 ---
3.2
Symbols

For the purposes of the present document, the following symbols apply:

[…]
Values included in square bracket must be considered for further studies, because it means that a decision about that value was not taken.

Tc
Basic time unit, defined in TS 38.211 [6, Section 4.1].

Ts




Reference time unit, defined in TS 38.211 [6, Section 4.1].
SCH_RP
Received (linear) average power of the resource elements that carry NR SSB signals and channels, measured at the UE antenna connector.
SCSSSB
SSB subcarrier spacing.
--- end of change 2 ---
