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[bookmark: _Toc131692915][bookmark: _Toc134011968][bookmark: _Toc138291315]* * * First Change * * * *
[bookmark: _Toc162905838]9.16	Slice requirements verification and alignment capability exposure
[bookmark: _Toc134011970][bookmark: _Toc162905840]9.16.2	Procedure
[bookmark: _Toc134011971][bookmark: _Toc162905841]9.16.2.1	Procedures on slice requirements verification and alignment capability exposure
Figure 9.16.2.1-1 provides a possible procedure of slice requirements verification and alignment capability exposure.
Pre-conditions:
1.	The NSCE Server has subscribed to the service of network slice performance management provided by EGMF. 


[bookmark: OLE_LINK72][bookmark: OLE_LINK73]Figure 9.16.2.1-1: Slice requirements verification and alignment process
1.	The VAL server sends slice requirements verification and alignment subscription NSCE server to require the NSCE server to check whether the slice requirements (by configuring the attributes of serviceProfile) matches the real network slice usage status, the request may include the S-NSSAI, the ID of the VAL server, the slice requirements parameters (attributes of serviceProfile) which is requested to be aligned. Optionally, the request includes the reporting criteria indicating when the NSCE server needs to send the notification. This alignment reporting allows the VAL server to configure the reporting based on number of UEs, and time information in order to send/block the reporting of alignment notification. The automatic enforcement mode indicates the NSCE server should automatically enforce the updated slice requirement. 
[bookmark: OLE_LINK31][bookmark: OLE_LINK55][bookmark: OLE_LINK56]2.	The NSCE server checks if the VAL server is authorized to trigger the service of slice requirements alignment.
3.	The NSCE server response to VAL server with the result of slice requirements verification and alignment request, e.g., the slice requirements alignment request is accepted.
4.	The NSCE server may optionally subscribe the QoE data from the NSCE client. The QoE data can refer to the data defined in clause 16, TS 26.114[27]. 
Note:	The QoE data collection from NSCE client follows the mechanism defined in EVEX work in SA4.
[bookmark: OLE_LINK59][bookmark: OLE_LINK60][bookmark: OLE_LINK51][bookmark: OLE_LINK50]5.	The NSCE server subscribes the network slice related performance data and KPIs (e.g., the average PRB usage, the distribution of the PRB usage) defined in TS 28.552[19]. The NSCE server can aslo subscribe the analytics data (both statistics and predictions) from MDAS and ADAEs. 
[bookmark: OLE_LINK87][bookmark: OLE_LINK29][bookmark: OLE_LINK137][bookmark: OLE_LINK136]6a-6b.	NSCE server periodically receives the subscribed data (from steps 4 and 5) and compares the slice requirement parameters of network slice (the values of attributes of serviceProfile, e.g., radioSpectrum, the maxNumberofUEs) with network slice performance statistics (e.g., active number of users, the average PRB usage, the distribution of the PRB usage of the S-NSSAI) to generate the optimal slice requirements for the required service (represented by S-NSSAI) of the vertical. 
This step depends on implementation (e.g., if in implementation specific time window the VAL client experience is satisfied while the network slice resources are with low utilization, the resources required in the slice requirements could be reduced based on predictions and statistics). When the reporting criteria is met like generated slice requirement is outside the given slice requirement range, the NSCE server send the notification to inform the VAL about the result of the verification and alignment. If automatic enforcement mode is indicated by the VAL server, the NSCE server enforces the slice optimization with the generated optimal slice requirement as the procedure defined in clause 9.12.2.1.2.
7.	Based on the analysis in step 6, the NSCE server periodically sends notifications to VAL server to inform the recommended changes of the slice requirements parameters. Optionally, if VAL server configures the reporting based on the alignment criteria then the NSCE server reports the notification to the VAL server e.g. based on the mentioned number of UEs are present in the slice, time information.
[bookmark: _Toc134011974][bookmark: _Toc162905844]9.16.3.2	Slice requirements verification and alignment subscription
Table 9.16.3.2-1 describes information elements for slice requirements verification and alignment subscription.
Table 9.16.3.2-1: Slice requirements verification and alignment subscription
	Information element
	Status
	Description

	VAL server ID
	M
	The identifier of the VAL server

	VAL service ID
	M
	The identifier of the VAL service for which the requirement request applies 

	VAL UE ID list
	O
	The list of VAL UE IDs for which the requirement request applies

	Slice identifier
	M
	The slice identifier (S-NSSAI, NSI ID or ENSI) which is mapped to the VAL application, if known by the VAL server

	Slice Requirements List
	M
	The list of the slice requirements which need to be aligned.

	>sliceRequirement
	M
	The requirement which need to be aligned, this parameter refers to the attribute of serviceProfile defined in TS 28.541 [10]

	Reporting criteria
	O
	Indicate the notification reporting criteria, e.g. generated slice requirement is outside the given slice requirement range

	Automatic enforcement mode
	O
	Indicates the mode for automatic enforcement of the generated optimal slice requirements to meet the slice requirements. E.g OFF or ON

	Alignment reporting criteria
	O
	Indicates the alignment reporting conditions to the VAL server e.g. based on count of UEs, based on temporal (time information)




* * * End of Changes * * * *
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