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16.1.2
Mobile-originated SMS Transfer

Figure 98 and the description below explain the steps involved in sending an SM from an MS over the PS domain.
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Figure 98: MO SMS Transfer, Successful

1)
The MS has an SM to send, and transfers the SM to the SGSN via RP and CP.

2)
SGSN checks the MS subscription data (e.g. ODB data and Call Barring Info), and determines that the MS is allowed to originate the SMS. SGSN forwards the SM to a SMS interworking MSC (SMS‑IWMSC). If the MS is not allowed to originate the SMS, the SGSN returns an RP Error message with an appropriate cause.

3)
SMS‑IWMSC passes the SM to the addressed SM‑SC.

4)
SM‑SC returns a Delivery Report to the SMS‑IWMSC indicating successful delivery of the SM.

5)
SMS‑IWMSC returns a Forward Short Message Result message to the SGSN indicating successful delivery of the SM.

6)
SGSN returns a Delivery Report to the MS indicating successful delivery of the SM.

CAMEL procedure calls shall be performed, see referenced procedures in TS 23.078 [8b].

C1)
CAMEL_O_SMS_INIT.

The procedure returns as result "Continue".

C2)
CAMEL_O_SMS_SUBMITTED

This procedure does not return a result.
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