	Tdoc
	Title
	Source
	Agenda Item
	Status

	GP-061594
	CR 04.18-A299: Frequency parameters used in frequency hopping (R99)
	LG Electronics
	7.2.5.1
	Withdrawn

	GP-061610
	CR 43.022-0022 rev 1 Clarification on mobile behaviour in "limited service" state (Rel-7)
	Siemens
	7.1.5.16
	Approved

	GP-061881
	CR 43.022-0023 rev 1: The failure of random access attempt (Rel-7)
	LG Electronics
	7.1.5.15, 7.2.5.3.12
	Approved

	GP-061794
	CR 43.022-0023 The failure of random access attempt
	LGE
	7.1.5.15, 7.2.5.3.12
	Revised

	GP-061722
	CR 43.055-0054 rev 2 Fast sending of DTM Handover Command (Rel-7)
	Siemens
	7.1.5.16, 7.2.5.3.1
	Postponed

	GP-061649
	CR 43.055-0055 Conditions for the transmission of the Packet CS Request message (Rel-6)
	Infineon
	7.1.5.15, 7.2.5.2.5
	Revised

	GP-061777
	CR 43.055-0055 rev 1 Conditions for the transmission of the Packet CS Request message (Rel-6)
	Infineon
	7.1.5.15, 7.2.5.2.5
	Approved

	GP-061650
	CR 43.055-0056 Conditions for the transmission of the Packet CS Request message (Rel-7)
	Infineon
	7.1.5.15, 7.2.5.2.5
	Revised

	GP-061778
	CR 43.055-0056 rev 1 Conditions for the transmission of the Packet CS Request message (Rel-7)
	Infineon
	7.1.5.15, 7.2.5.2.5
	Approved

	GP-061719
	CR 43.055-0057 Introduction of Downlink Dual Carrier for DTM (Rel-7)
	Siemens
	7.1.5.6, 7.2.5.3.4
	Revised

	GP-061855
	CR 43.055-0057 rev 1 Introduction of Downlink Dual Carrier for DTM (Rel-7)
	Siemens
	7.1.5.6, 7.2.5.3.4
	Revised

	GP-061868
	CR 43.055-0057 rev 2 Introduction of Downlink Dual Carrier for DTM (Rel-7)
	Siemens
	7.1.5.6, 7.2.5.3.4
	Revised

	GP-061892
	WITHDRAWN
	Siemens
	7.2.5.3.4, 7.1.5.6
	Withdrawn

	GP-061913
	CR 43.055-0057 rev 3 Introduction of Downlink Dual Carrier for DTM (Rel-7)
	Siemens
	8.1.3
	Approved

	GP-061921
	CR 43.055-0058 Dual Downlink DTM support (Rel-7)
	Panasonic
	8.1.3
	Withdrawn

	GP-061608
	CR 43.064-0043 Introduction of Downlink Dual Carrier (Rel-7)
	Nokia
	7.1.5.6, 7.2.5.3.4
	Revised

	GP-061854
	CR 43.064-0043 rev 1 Support of Downlink Dual Carrier in Dual Transfer Mode (Rel-7)
	Nokia
	7.1.5.6, 7.2.5.3.4
	Revised

	GP-061870
	CR 43.064-0043 rev 2 Measurement reporting and allocation procedures for downlink dual carrier (Rel-7)
	Nokia
	7.1.5.6, 7.2.5.3.4, 8.1.3
	Revised

	GP-061922
	CR 43.064-0043 rev 3 Measurement reporting and allocation procedures for downlink dual carrier (Rel-7)
	Nokia
	8.1.3
	Revised

	GP-061925
	CR 43.064-0043 rev 4 Measurement reporting and allocation procedures for downlink dual carrier (Rel-7)
	Nokia
	8.1.3
	Approved

	GP-061674
	CR 43.064-0044 Introduction of Reduced TTI (Rel-7)
	Ericsson
	7.1.5.5, 7.2.5.3.5
	Postponed

	GP-061687
	CR 43.064-0045 dual downlink carrier multislot capabilities (Rel7) 
	Panasonic
	7.1.5.6
	Revised

	GP-061759
	CR 43.064-0045 rev 1 dual downlink carrier multislot capabilities (Rel7) 
	Panasonic, Siemens
	7.1.5.6
	Approved

	GP-061914
	CR 43.064-0046 Downlink dual carrier DTM support 
	Panasonic
	8.1.3
	Revised

	GP-061920
	CR 43.064-0046 rev 1 Downlink dual carrier DTM support 
	Panasonic
	8.1.3
	Approved

	GP-061628
	CR 43.129-0044 Resource release during PS handover when no response from mobile station (Rel-6)
	Huawei
	7.1.5.16, 7.2.5.2.4
	Revised

	GP-061773
	CR 43.129-0044 rev 1: Resource release during PS handover when no response from mobile station (Rel-6)
	Huawei
	7.2.5.2.4
	Revised

	GP-061871
	CR 43.129-0044 rev 2: Resource release during PS handover when no response from mobile station (Rel-6)
	Huawei
	7.2.5.2.4
	Approved

	GP-061634
	CR 43.129-0045 MS Avoidance of XID Collision after PS Handover (Rel-6)
	Ericsson
	7.1.5.16, 7.2.5.2.4
	Rejected

	GP-061635
	CR 43.129-0046 PS Handover Support for GAN (Rel-7)
	Ericsson
	7.1.5.14, 7.2.5.3.8
	Revised

	GP-061858
	CR 43.129-0046 rev 1 PS Handover Support for GAN (Rel-7)
	Ericsson
	7.1.5.14, 7.2.5.3.8
	Postponed

	GP-061651
	CR 43.246-0046 Differentiation of the MBMS multislot capability requirements (Rel-6)
	Infineon
	7.1.5.7
	Revised

	GP-061861
	CR 43.246-0046 rev 1 Differentiation of the MBMS multislot capability requirements (Rel-6)
	Infineon
	7.1.5.7
	Revised

	GP-061863
	CR 43.246-0046 rev 2 Differentiation of the MBMS multislot capability requirements (Rel-6)
	Infineon
	7.1.5.7
	Approved

	GP-061652
	CR 43.246-0047 Differentiation of the MBMS multislot capability requirements (Rel-7)
	Infineon
	7.1.5.7
	Revised

	GP-061862
	CR 43.246-0047 rev 1 Differentiation of the MBMS multislot capability requirements (Rel-7)
	Infineon
	7.1.5.7
	Revised

	GP-061864
	CR 43.246-0047 rev 2 Differentiation of the MBMS multislot capability requirements (Rel-7)
	Infineon
	7.1.5.7
	Approved

	GP-061723
	CR 43.246-0048 Correction to the MBMS assignment on the CCCH (Rel-6)
	Telecom Italia S.p.A.
	7.1.5.7, 7.2.5.2.2
	Revised

	GP-061761
	CR 43.246-0048 rev 1 Correction to the MBMS assignment on the CCCH (Rel-6)
	Telecom Italia S.p.A.
	7.1.5.7, 7.2.5.2.2
	Approved

	GP-061724
	CR 43.246-0049 Correction to the MBMS assignment on the CCCH (Rel-7)
	Telecom Italia S.p.A.
	7.1.5.7, 7.2.5.2.2
	Revised

	GP-061762
	CR 43.246-0049 rev 1 Correction to the MBMS assignment on the CCCH (Rel-7)
	Telecom Italia S.p.A.
	7.1.5.7, 7.2.5.2.2
	Approved

	GP-061636
	CR 43.318-0017 PS Handover Support for GAN (Rel-7)
	Ericsson
	7.1.5.14, 7.2.5.3.8
	Revised

	GP-061859
	CR 43.318-0017 rev 1 PS Handover Support for GAN (Rel-7)
	Ericsson
	7.1.5.14, 7.2.5.3.8
	Postponed

	GP-061714
	CR 44.006-0012 Enhanced Layer 2 Multi-block Handover Command Signaling (Rel-7)
	Motorola
	7.1.5.15, 7.2.5.3.12
	Postponed

	GP-061710
	CR 44.014-0014: Addition of test loops for AMR WB (Rel-7)
	Ericsson
	7.2.5.3.12, 7.3.5.1.1
	Approved

	GP-061886
	CR 44.014-0015 rev 1: Use of extended dynamic allocation in RF/L1 test cases (Rel-7)
	Qualcomm, Cetecom
	7.2.5.2.5
	Approved

	GP-061797
	CR 44.014-0015: Use of extended dynamic allocation in RF/L1 test cases (Rel-7)
	Qualcomm, Cetecom
	7.2.5.2.5
	Revised

	GP-061798
	CR 44.018-0585 rev 1: Clarification on handling of ciphering after 3G – 2G – 2G Handover (Rel-7)
	T-Mobile
	7.2.5.3.12
	Revised

	GP-061883
	CR 44.018-0585 rev 2: Clarification on handling of ciphering after 3G – 2G – 2G Handover (Rel-7)
	T-Mobile
	7.2.5.3.12
	Approved

	GP-061574
	CR 44.018-0585: Clarification on handling of ciphering after 3G – 2G – 2G Handover (Rel-7)
	T-Mobile
	7.2.5.3.12
	Revised

	GP-061595
	CR 44.018-0586: Frequency parameters used in frequency hopping (Rel-4)
	LG Electronics
	7.2.5.1
	Withdrawn

	GP-061596
	CR 44.018-0587: Frequency parameters used in frequency hopping (Rel-5)
	LG Electronics
	7.2.5.1
	Withdrawn

	GP-061597
	CR 44.018-0588: Frequency parameters used in frequency hopping (Rel-6)
	LG Electronics
	7.2.5.1
	Withdrawn

	GP-061598
	CR 44.018-0589: Frequency parameters used in frequency hopping (Rel-7)
	LG Electronics
	7.2.5.3.12
	Rejected

	GP-061781
	CR 44.018-0590 rev 1: Clarification for sending of DTM Assignment failure message (Rel-6)
	Motorola
	7.2.5.2.5
	Revised

	GP-061873
	CR 44.018-0590 rev 2: Clarification for sending of DTM Assignment failure message (Rel-6)
	Motorola
	7.2.5.2.5
	Approved

	GP-061599
	CR 44.018-0590: Clarification for sending of DTM Assignment failure message (Rel-6)
	Motorola
	7.2.5.2.5
	Revised

	GP-061782
	CR 44.018-0591 rev 1: Clarification for sending of DTM Assignment failure message (Rel-7)
	Motorola
	7.2.5.3.12
	Revised

	GP-061874
	CR 44.018-0591 rev 2: Clarification for sending of DTM Assignment failure message (Rel-7)
	Motorola
	7.2.5.3.12
	Approved

	GP-061600
	CR 44.018-0591: Clarification for sending of DTM Assignment failure message (Rel-7)
	Motorola
	7.2.5.3.12
	Revised

	GP-061660
	CR 44.018-0592: T3130 correction (Rel-7)
	Nortel
	7.2.5.3.2
	Approved

	GP-061783
	CR 44.018-0593 rev 1: VGCS Ciphering (Rel-6)
	Siemens
	7.2.5.2.5
	Approved

	GP-061678
	CR 44.018-0593: VGCS Ciphering (Rel-6)
	Siemens
	7.2.5.2.5
	Revised

	GP-061784
	CR 44.018-0594 rev 1: VGCS Ciphering (Rel-7)
	Siemens
	7.2.5.2.5
	Approved

	GP-061679
	CR 44.018-0594: VGCS Ciphering (Rel-7)
	Siemens
	7.2.5.2.5
	Revised

	GP-061786
	CR 44.018-0595 rev 1: Sending SMS to the group call (Rel-7)
	Siemens
	7.2.5.3.2
	Withdrawn

	GP-061680
	CR 44.018-0595: Sending SMS to the group call (Rel-7)
	Siemens
	7.2.5.3.2
	Postponed

	GP-061684
	CR 44.018-0596: Support of VGCS Critical Application Data (Rel-8)
	Siemens, Nortel
	7.2.5.3.3
	Postponed

	GP-061796
	CR 44.018-0597 rev 1: Adding Ciphering Mode Setting IE to the DTM ASSIGNMENT COMMAND message (Rel-7)
	Ericsson, Nokia
	7.2.5.3.12
	Approved

	GP-061712
	CR 44.018-0597: Adding Ciphering Mode Setting IE to the DTM ASSIGNMENT COMMAND message (Rel-7)
	Ericsson, Nokia
	7.2.5.3.12
	Revised

	GP-061686
	CR 44.018-0598: Enhancement to Cell Reselection in group receive mode (Rel-7)
	Siemens
	7.2.5.3.12
	Postponed

	GP-061729
	CR 44.031-0145 rev 1: A-GNSS support to RRLP (Rel-7)
	Nokia
	7.2.5.3.9
	Postponed

	GP-061642
	CR 44.031-0146 rev 1: Introduction of Assisted GALILEO capability as an Assisted GNSS into the GERAN (Rel-7)
	Ericsson, QUALCOMM Europe
	7.2.5.3.9
	Postponed

	GP-061624
	CR 44.060-0834 rev 3: Clarification for USF scheduling in the target cell during PS handover (Rel-6)
	Huawei, Siemens
	7.2.5.2.4
	Revised

	GP-061769
	CR 44.060-0834 rev 4: Clarification for USF scheduling in the target cell during PS handover (Rel-6)
	Huawei, Siemens
	7.2.5.2.4
	Approved

	GP-061625
	CR 44.060-0835 rev 3: Clarification for USF scheduling in the target cell during PS handover (Rel-7)
	Huawei, Siemens
	7.2.5.2.4
	Revised

	GP-061770
	CR 44.060-0835 rev 4: Clarification for USF scheduling in the target cell during PS handover (Rel-7)
	Huawei, Siemens
	7.2.5.2.4
	Approved

	GP-061716
	CR 44.060-0840 rev 2: Maintenance of Packet Resources in Source Cell during PS Handover (Rel-6)
	Siemens
	7.2.5.2.4
	Revised

	GP-061775
	CR 44.060-0840 rev 3: Maintenance of Packet Resources in Source Cell during PS Handover (Rel-6)
	Siemens
	7.2.5.2.4
	Revised

	GP-061884
	CR 44.060-0840 rev 4: Maintenance of Packet Resources in Source Cell during PS Handover (Rel-6)
	Siemens
	7.2.5.2.4
	Revised

	GP-061890
	CR 44.060-0840 rev 5: Maintenance of Packet Resources in Source Cell during PS Handover (Rel-6)
	Siemens
	7.2.5.2.4
	Approved

	GP-061717
	CR 44.060-0841 rev 1: Maintenance of Packet Resources in Source Cell during PS Handover (Rel-7)
	Siemens
	7.2.5.2.4
	Revised

	GP-061776
	CR 44.060-0841 rev 2: Maintenance of Packet Resources in Source Cell during PS Handover (Rel-7)
	Siemens
	7.2.5.2.4
	Revised

	GP-061885
	CR 44.060-0841 rev 3: Maintenance of Packet Resources in Source Cell during PS Handover (Rel-7)
	Siemens
	7.2.5.2.4
	Approved

	GP-061707
	CR 44.060-0843 rev 2: Common RLC Non-persistent mode for MBMS and Conversational Services (Rel-7)
	Ericsson, Siemens
	7.2.5.3.6
	Revised

	GP-061788
	CR 44.060-0843 rev 3: Common RLC Non-persistent mode for MBMS and Conversational Services (Rel-7)
	Ericsson, Siemens
	7.2.5.3.6
	Revised

	GP-061889
	CR 44.060-0843 rev 4: Common RLC Non-persistent mode for MBMS and Conversational Services (Rel-7)
	Ericsson, Siemens
	7.2.5.3.6
	Revised

	GP-061895
	CR 44.060-0843 rev 5: Common RLC Non-persistent mode for MBMS and Conversational Services (Rel-7)
	Ericsson, Siemens
	7.2.5.3.6
	Approved

	GP-061530
	CR 44.060-0846: Default values of optional parameters of cell selection params for the first neighbour cell in Packet Measurement Order message (Rel-7)
	LG Electronics
	7.2.5.3.12
	Approved

	GP-061793
	CR 44.060-0847 rev 1: Clarification of the mobile station’s behaviour at the expiry of timer T3186 / T3170 (Rel-7)
	LG Electronics
	7.2.5.3.12
	Revised

	GP-061880
	CR 44.060-0847 rev 2: Clarification of the mobile station’s behaviour at the expiry of timer T3186 / T3170 (Rel-7)
	LG Electronics
	7.2.5.3.12
	Approved

	GP-061545
	CR 44.060-0847: Clarification of the mobile station’s behaviour at the expiry of timer T3186 / T3170 (Rel-7)
	LG Electronics
	7.2.5.3.12
	Revised

	GP-061771
	CR 44.060-0848 rev 1: Additional cause code used in PS handover failure (Rel-6)
	Huawei
	7.2.5.2.4
	Revised

	GP-061799
	CR 44.060-0848 rev 2: Additional cause code used in PS handover failure (Rel-6)
	Huawei
	7.2.5.2.4
	Revised

	GP-061887
	CR 44.060-0848 rev 3: Additional cause code used in PS handover failure (Rel-6)
	Huawei
	7.2.5.2.4
	Approved

	GP-061626
	CR 44.060-0848: Additional cause code used in PS handover failure (Rel-6)
	Huawei
	7.2.5.2.4
	Revised 

	GP-061772
	CR 44.060-0849 rev 1: Additional cause code used in PS handover failure (Rel-7)
	Huawei
	7.2.5.2.4
	Revised

	GP-061800
	CR 44.060-0849 rev 2: Additional cause code used in PS handover failure (Rel-7)
	Huawei
	7.2.5.2.4
	Revised

	GP-061888
	CR 44.060-0849 rev 3: Additional cause code used in PS handover failure (Rel-7)
	Huawei
	7.2.5.2.4
	Approved

	GP-061627
	CR 44.060-0849: Additional cause code used in PS handover failure (Rel-7)
	Huawei
	7.2.5.2.4
	Revised

	GP-061657
	CR 44.060-0850: Correction to the Estimated Session Duration IE (Rel-6)
	Telecom Italia S.p.A.
	7.2.5.2.2
	Approved

	GP-061658
	CR 44.060-0851: Correction to the Estimated Session Duration IE (Rel-7)
	Telecom Italia S.p.A.
	7.2.5.2.2
	Approved

	GP-061720
	CR 44.060-0852 EGPRS Packet Downlink ACK/NACK for Downlink Dual Carrier (Rel-7)
	Siemens
	7.1.5.6, 7.2.5.3.4
	Postponed

	GP-061789
	CR 44.060-0853 rev 1: Modified RLC Non-persistent mode for MBMS (Rel-6)
	Ericsson
	7.2.5.3.6
	Revised

	GP-061894
	CR 44.060-0853 rev 2: Modified RLC Non-persistent mode for MBMS (Rel-6)
	Ericsson
	7.2.5.3.6
	Approved

	GP-061706
	CR 44.060-0853: Modified RLC Non-persistent mode for MBMS (Rel-6)
	Ericsson
	7.2.5.3.6
	Revised

	GP-061764
	CR 44.060-0854 rev 1: Correction to the MBMS assignment on the CCCH (Rel-6)
	Telecom Italia S.p.A.
	7.2.5.2.2
	Approved

	GP-061725
	CR 44.060-0854: Correction to the MBMS assignment on the CCCH (Rel-6)
	Telecom Italia S.p.A.
	7.2.5.2.2
	Revised

	GP-061765
	CR 44.060-0855 rev 1: Correction to the MBMS assignment on the CCCH (Rel-7)
	Telecom Italia S.p.A.
	7.2.5.2.2
	Approved

	GP-061726
	CR 44.060-0855: Correction to the MBMS assignment on the CCCH (Rel-7)
	Telecom Italia S.p.A.
	7.2.5.2.2
	Revised

	GP-061875
	CR 44.060-0856 rev 1: Conditions for the transmission of the Packet CS Request message (Rel-6)
	Infineon
	7.2.5.2.5
	Approved

	GP-061779
	CR 44.060-0856: Conditions for the transmission of the Packet CS Request message (Rel-6)
	Infineon
	7.2.5.2.5
	Revised

	GP-061876
	CR 44.060-0857 rev 1: Conditions for the transmission of the Packet CS Request message (Rel-7)
	Infineon
	7.2.5.2.5
	Approved

	GP-061780
	CR 44.060-0857: Conditions for the transmission of the Packet CS Request message (Rel-7)
	Infineon
	7.2.5.2.5
	Revised

	GP-061646
	CR 44.118-0114 rev 2: Introduction of Assisted GALILEO capability as an Assisted GNSS into the GERAN (Rel-7)
	Ericsson, QUALCOMM Europe
	7.2.5.3.9
	Postponed

	GP-061767
	CR 44.318-0029 rev 1: Timer Handling for GAN     (Rel-6)
	Nokia
	7.2.5.2.3
	Postponed

	GP-061655
	CR 44.318-0029: Timer Handling for GAN     (Rel-6)
	Nokia
	7.2.5.2.3
	Revised

	GP-061768
	CR 44.318-0030 rev 1: Timer Handling for GAN     (Rel-7)
	Nokia
	7.2.5.2.3
	Postponed

	GP-061656
	CR 44.318-0030: Timer Handling for GAN     (Rel-7)
	Nokia
	7.2.5.2.3
	Revised

	GP-061689
	CR 45.002-0109 Multiclass capabilities (Rel-7)
	Panasonic
	7.1.5.6
	Rejected

	GP-061609
	CR 45.002-0110 Introduction of Downlink Dual Carrier (Rel-7)
	Nokia
	7.1.5.6
	Rejected

	GP-061760
	CR 45.002-0111 Multislot capabilities for dual carrier mobiles (Rel-7)
	Siemens
	7.1.5.6
	Revised

	GP-061852
	CR 45.002-0111 rev 1 Multislot capabilities for dual carrier mobiles (Rel-7)
	Siemens
	7.1.5.6
	Revised

	GP-061866
	CR 45.002-0111 rev 2 Multislot capabilities for dual carrier mobiles (Rel-7)
	Siemens
	7.1.5.6
	Postponed

	GP-061653
	CR 45.005-0144 Correction of undefined or wrong references (Rel-7)
	Nokia, Ericsson
	7.1.5.15
	Approved

	GP-061527
	CR 45.008-0320 C value calculation when the frequency is changed (Rel-6)
	LG Electronics
	7.1.5.1
	Rejected

	GP-061528
	CR 45.008-0321 C value calculation when the frequency is changed (Rel-7)
	LG Electronics
	7.1.5.1
	Rejected

	GP-061529
	CR 45.008-0322 Default values of optional parameters used in the calculation of cell ranking criterion parameter (Rel-7)
	LG Electronics
	7.1.5.1
	Revised

	GP-061851
	CR 45.008-0322 rev 1 Default values of optional parameters used in the calculation of cell ranking criterion parameter (Rel-7)
	LG Electronics
	7.1.5.1
	Approved

	GP-061592
	CR 45.008-0323 Enhancement to Extended Dynamic Allocation for high multislot classes (Rel-7)
	Motorola
	7.1.5.15
	Revised

	GP-061860
	CR 45.008-0323 rev 1 Enhancement to Extended Dynamic Allocation for high multislot classes (Rel-7)
	Motorola
	7.1.5.15
	Revised

	GP-061869
	CR 45.008-0323 rev 2 Enhancement to Extended Dynamic Allocation for high multislot classes (Rel-7)
	Motorola
	7.1.5.15, 8.1.3
	Revised

	GP-061919
	CR 45.008-0323 rev 3 Enhancement to Extended Dynamic Allocation for high multislot classes (Rel-7)
	Motorola
	8.1.3
	Revised

	GP-061924
	CR 45.008-0323 rev 4 Enhancement to Extended Dynamic Allocation for high multislot classes (Rel-7)
	Motorola
	8.1.3
	Approved

	GP-061856
	CR 45.008-0324 C value calculation in case of PS handover (Rel-6)
	LGE
	7.1.5.1
	Approved

	GP-061857
	CR 45.008-0325 C value calculation in case of PS handover (Rel-7)
	LGE
	7.1.5.1
	Approved

	GP-061644
	CR 48.008-0200 rev 2: Introduction of Assisted GALILEO capability as an Assisted GNSS into the GERAN (Rel-7)
	Ericsson, QUALCOMM Europe
	7.2.5.3.9
	Postponed

	GP-061661
	CR 48.008-0204 rev 1: PS resources release in case of T8 expiry during DTM Handover procedure (Rel-7)
	Nokia
	7.2.5.3.1
	Revised

	GP-061879
	CR 48.008-0204 rev 2: PS resources release in case of T8 expiry during DTM Handover procedure (Rel-7)
	Nokia
	7.2.5.3.1
	Approved

	GP-061715
	CR 48.008-0205 rev 1: Fast sending of DTM Handover Command (Rel-7)
	Siemens
	7.2.5.3.1
	Postponed

	GP-061795
	CR 48.008-0211 rev 1: Clarification on handling of ciphering after 3G – 2G – 2G Handover (Rel-7)
	T-Mobile
	7.2.5.3.12
	Revised

	GP-061882
	CR 48.008-0211 rev 2: Clarification on handling of ciphering after 3G – 2G – 2G Handover (Rel-7)
	T-Mobile
	7.2.5.3.12
	Approved

	GP-061573
	CR 48.008-0211: Clarification on handling of ciphering after 3G – 2G – 2G Handover (Rel-7)
	T-Mobile
	7.2.5.3.12
	Revised

	GP-061787
	CR 48.008-0212 rev 1: Re-establishment of the group call by the BSS (Rel-7)
	Siemens
	7.2.5.3.2
	Postponed

	GP-061681
	CR 48.008-0212: Re-establishment of the group call by the BSS (Rel-7)
	Siemens
	7.2.5.3.2
	Revised

	GP-061682
	CR 48.008-0213: Cell discriminators for Cell Identifier List Segments (Rel-7)
	Siemens
	7.2.5.3.2
	Withdrawn

	GP-061685
	CR 48.008-0214: Support of VGCS Critical Application Data (Rel-8)
	Siemens, Nortel
	7.2.5.3.3
	Postponed

	GP-061645
	CR 48.018-0198 rev 2: Introduction of Assisted GALILEO capability as an Assisted GNSS into the GERAN (Rel-7)
	Ericsson, QUALCOMM Europe
	7.2.5.3.9
	Postponed

	GP-061785
	CR 48.018-0205 rev 1: Initiation of PS Handover Cancel procedure in case of T8 expiry during DTM Handover and in case the source BSS detects the MS missing during PS Handover (Rel-7)
	Nokia
	7.2.5.3.1
	Revised

	GP-061877
	CR 48.018-0205 rev 2: Initiation of PS Handover Cancel procedure in case of T8 expiry during DTM Handover and in case the source BSS detects the MS missing during PS Handover (Rel-7)
	Nokia
	7.2.5.3.1
	Revised

	GP-061893
	CR 48.018-0205 rev 3: Initiation of PS Handover Cancel procedure in case of T8 expiry during DTM Handover and in case the source BSS detects the MS missing during PS Handover (Rel-7)
	Nokia
	7.2.5.3.1
	Approved

	GP-061662
	CR 48.018-0205: Initiation of PS Handover Cancel procedure in case of T8 expiry during DTM Handover and in case the source BSS detects the MS missing during PS Handover (Rel-7)
	Nokia
	7.2.5.3.1
	Revised

	GP-061774
	CR 48.018-0206 rev 1: Initiation of PS Handover Cancel procedure in case the source BSS detects the MS missing during PS Handover (Rel-6)
	Nokia
	7.2.5.2.4
	Revised

	GP-061872
	CR 48.018-0206 rev 2: Initiation of PS Handover Cancel procedure in case the source BSS detects the MS missing during PS Handover (Rel-6)
	Nokia
	7.2.5.2.4
	Approved

	GP-061663
	CR 48.018-0206: Initiation of PS Handover Cancel procedure in case the source BSS detects the MS missing during PS Handover (Rel-6)
	Nokia
	7.2.5.2.4
	Revised

	GP-061709
	CR 48.018-0207: Clarification of Modify BSS PFC Procedure (Rel-7)
	Ericsson
	7.2.5.3.12
	Approved

	GP-061633
	CR 48.071-0029 rev 1: BS Offset and DTX flag indication for Measurement Report (Rel-7)
	Polaris Wireless, Ericsson, Seimens
	7.2.5.3.11
	Revised

	GP-061792
	CR 48.071-0029 rev 2: BS Offset and DTX flag indication for Measurement Report (Rel-7)
	Polaris Wireless, Ericsson, Seimens
	7.2.5.3.11
	Revised

	GP-061897
	CR 48.071-0029 rev 3: BS Offset and DTX flag indication for Measurement Report (Rel-7)
	Polaris Wireless, Ericsson, Seimens
	7.2.5.3.11
	Approved

	GP-061643
	CR 49.031-0045 rev 2: Introduction of Assisted GALILEO capability as an Assisted GNSS into the GERAN (Rel-7)
	Ericsson, QUALCOMM Europe
	7.2.5.3.9
	Postponed

	GP-061535
	CR 51.010-1-3577 Introduction of a GPRS test on Variable Bitmap with PBCCH (New Test)
	Wavecom, Ericsson
	7.3.5.2.3
	Revised

	GP-061818
	CR 51.010-1-3577 rev  2 Introduction of a GPRS test on Variable Bitmap with PBCCH
	Wavecom, Ericsson
	7.3.5.2.3
	Revised

	GP-061838
	CR 51.010-1-3577 rev  32 Introduction of a GPRS test on Variable Bitmap with PBCCH
	Wavecom, Ericsson
	7.3.5.2.3
	Approved

	GP-061807
	CR 51.010-1-3577 rev 1 Introduction of a GPRS test on Variable Bitmap with PBCCH
	Wavecom, Ericsson
	7.3.5.2.3
	Revised

	GP-061536
	CR 51.010-1-3578 Introduction of a GPRS test on Variable Bitmap with BCCH
	Wavecom, Ericsson
	7.3.5.2.3
	Revised

	GP-061808
	CR 51.010-1-3578 rev 1 Introduction of a GPRS test on Variable Bitmap with BCCH
	Wavecom, Ericsson
	7.3.5.2.3
	Withdrawn

	GP-061553
	CR 51.010-1-3579 20.24.1 - Chapter numbering incorrect
	7layers AG
	7.3.5.5
	Revised

	GP-061825
	CR 51.010-1-3579 rev 1 20.24.1 - Chapter numbering incorrect
	7layers AG
	7.3.5.5
	Approved

	GP-061546
	CR 51.010-1-3580 42.3.4 and 42.9.1 – Removal of a text related to the redandunt fixed allocation.
	NEC
	7.3.5.2.3
	Approved

	GP-061547
	CR 51.010-1-3581 52.3.4 and 52.9.1 – Removal of a text related to the redandunt fixed allocation.
	NEC
	7.3.5.3.3
	Approved

	GP-061548
	CR 51.010-1-3582 14.18.6 Clarification Of How Frequency Offset Applied
	Qualcomm Europe S.A.R.L.
	7.3.5.1.1
	Withdrawn

	GP-061549
	CR 51.010-1-3583 14.4.26 – New WB-AMR Test Case: Co-channel rejection - O-TCH/WFS-INB
	Qualcomm Europe S.A.R.L.
	7.3.5.1.1
	Revised

	GP-061836
	CR 51.010-1-3583 rev 1 14.4.26 – New WB-AMR Test Case: Co-channel rejection - O-TCH/WFS-INB
	Qualcomm Europe S.A.R.L.
	7.3.5.1.1
	Approved

	GP-061550
	CR 51.010-1-3584 14.10.6 – New WB-AMR Test Case: Performance of the Codec Mode Request Generation – O-TCH/WFS
	Qualcomm Europe S.A.R.L.
	7.3.5.1.1
	Revised

	GP-061804
	CR 51.010-1-3584 rev 1 14.10.6 – New WB-AMR Test Case: Performance of the Codec Mode Request Generation – O-TCH/WFS
	Qualcomm Europe S.A.R.L.
	7.3.5.1.1
	Approved

	GP-061551
	CR 51.010-1-3585 21.4.4  - New WB- AMR Test Case: Signal Quality Under TU High Propagation Conditions O-TCH/WFS
	Qualcomm Europe S.A.R.L.
	7.3.5.1.1
	Revised

	GP-061805
	CR 51.010-1-3585 rev 1 21.4.4  - New WB- AMR Test Case: Signal Quality Under TU High Propagation Conditions O-TCH/WFS
	Qualcomm Europe S.A.R.L.
	7.3.5.1.1
	Approved

	GP-061554
	CR 51.010-1-3586 Addition of a delay for the final USF allocation in 52.1.2.1.8.1.2
	Wavecom
	7.3.5.3.3
	Approved

	GP-061555
	CR 51.010-1-3587 51.3.6.10 - Correction of step 14
	Anite
	7.3.5.3.2
	Approved

	GP-061556
	CR 51.010-1-3588 20.22.29 – SYSTEM INFORMATION TYPE 2quater
	Anite
	7.3.5.5
	Approved

	GP-061557
	CR 51.010-1-3589 47.3.4.1 - Correction to HandoverToUTRANCommand-r3-Ies
	Anite
	7.3.5.2.8
	Approved

	GP-061558
	CR 51.010-1-3590 47.3.4.2 - Correction to HandoverToUTRANCommand-r3-Ies
	Anite
	7.3.5.2.8
	Approved

	GP-061559
	CR 51.010-1-3591 20.22.x – Clarification for  Multi-RAT MS
	Anite
	7.3.5.5
	Withdrawn

	GP-061560
	CR 51.010-1-3592 40.4.3.23 – USF_GRANULARITY 4 to be handled
	Anite
	7.3.5.2.1
	Revised

	GP-061823
	CR 51.010-1-3592 rev 1 40.4.3.23 – USF_GRANULARITY 4 to be handled
	Anite
	7.3.5.2.1
	Approved

	GP-061561
	CR 51.010-1-3593 15.9  - Addition of specific message content and modification to the test steps.
	Anite
	7.3.5.9
	Approved

	GP-061562
	CR 51.010-1-3594 46.2.2.1.5 - Correction to step 4
	Anite
	7.3.5.2.7
	Approved

	GP-061564
	CR 51.010-1-3595 3.6 – Provide catch-all statement on Frequency Bands
	Anite
	7.3.5.12
	Revised

	GP-061827
	CR 51.010-1-3595 rev 1 3.6 – Provide catch-all statement on Frequency Bands
	Anite
	7.3.5.12
	Withdrawn

	GP-061565
	CR 51.010-1-3596 17.1 – Remove redundant reference to Frequency Bands
	Anite
	7.3.5.9
	Withdrawn

	GP-061566
	CR 51.010-1-3597 17.2 – Remove redundant reference to Frequency Bands
	Anite
	7.3.5.9
	Withdrawn

	GP-061571
	CR 51.010-1-3598 Correction to 14.4.17 Co-channel interference - TCH/AFS-INB
	RIM
	7.3.5.1.1
	Approved

	GP-061572
	CR 51.010-1-3599 Editorial correction to Annex A7
	RIM
	7.3.5.12
	Approved

	GP-061575
	CR 51.010-1-3600 Incorrect Refence Number for ITU-T Recommendation P.57 in Section 30
	CETECOM
	7.3.5.9
	Approved

	GP-061578
	CR 51.010-1-3601 Referenced Document Update for ITU-T Recommendation P.57 “Artificial Ears”
	CETECOM
	7.3.5.12
	Approved

	GP-061579
	CR 51.010-1-3602 TC 26.7.4.5.2 – Correction to the initial conditions in order to avoid the randomness in the periodic location update.
	Sasken
	7.3.5.6
	Approved

	GP-061832
	CR 51.010-1-3603 rev 1 TC 27.4 - Need to take care Location update procedure done by the MS.
	Sasken
	7.3.5.9
	Approved

	GP-061580
	CR 51.010-1-3603 TC 27.4 - Need to take care Location update procedure done by the MS.
	Sasken
	7.3.5.9
	Revised

	GP-061581
	CR 51.010-1-3604 TC 41.3.1.1- Modification in step expected test sequence
	Sasken
	7.3.5.2.2
	Approved

	GP-061582
	CR 51.010-1-3605 TC 41.3.2.3- Modification in expected test sequence
	Sasken
	7.3.5.2.2
	Approved

	GP-061583
	CR 51.010-1-3606 TC 42.1.2.1.13- Modification in the slots used for PBCCH and PCCCH
	Sasken
	7.3.5.2.3
	Approved

	GP-061584
	CR 51.010-1-3607 TC 42.4.2.1.1 - Modification in step 9, to allow two phase access
	Sasken
	7.3.5.2.3
	Approved

	GP-061585
	CR 51.010-1-3608 TC 47.1.2 - Correction to the step number reference in specific message contents
	Sasken
	7.3.5.2.8
	Approved

	GP-061586
	CR 51.010-1-3609 TC 51.3.1.1- Modification in step expected test sequence
	Sasken
	7.3.5.3.2
	Approved

	GP-061821
	CR 51.010-1-3610 rev 1 TC 46.1.2.7.3 – Correction to the expected test sequence.
	Sasken
	7.3.5.2.7
	Approved

	GP-061587
	CR 51.010-1-3610 TC 46.1.2.7.3 – Correction to the expected test sequence.
	Sasken
	7.3.5.2.7
	Revised

	GP-061589
	CR 51.010-1-3611 42.4.5.3 - Accept cell update
	Anite
	7.3.5.2.3
	Approved

	GP-061590
	CR 51.010-1-3612 Introduction of A-GPS Minimum Performance test cases
	Spirent
	7.3.5.8
	Withdrawn

	GP-061601
	CR 51.010-1-3613 Clarification of test procedures 1 & 5 in 26.7.2.4
	Wavecom
	7.3.5.6
	Withdrawn

	GP-061602
	CR 51.010-1-3614 81.2.1.2 Missing step for closing TCP and IpSec connection.
	Rohde & Schwarz
	7.3.5.4.2
	Approved

	GP-061603
	CR 51.010-1-3615 81.2.4.5 Change from Discover to Register request
	Rohde & Schwarz
	7.3.5.4.2
	Approved

	GP-061616
	CR 51.010-1-3616 New WB-AMR test case 14.4.29 Co-channel interference - TCH/WFS-INB
	Intel, RIM
	7.3.5.1.1
	Revised

	GP-061837
	CR 51.010-1-3616 rev 1 New WB-AMR test case 14.4.29 Co-channel interference - TCH/WFS-INB
	Intel, RIM
	7.3.5.1.1
	Approved

	GP-061617
	CR 51.010-1-3617 New WB-AMR test case 14.10.8 Performance of the Codec Mode Request Generation – TCH/WFS
	Intel, RIM
	7.3.5.1.1
	Revised

	GP-061806
	CR 51.010-1-3617 rev 1 New WB-AMR test case 14.10.8 Performance of the Codec Mode Request Generation – TCH/WFS
	Intel, RIM
	7.3.5.1.1
	Approved

	GP-061637
	CR 51.010-1-3618 34.2.3 – New PICS added
	Nokia
	7.3.5.9
	Approved

	GP-061691
	CR 51.010-1-3619 44.2.11 Introduction of Cell Notification Test Cases
	Rohde & Schwarz
	7.3.5.2.5
	Revised

	GP-061833
	CR 51.010-1-3619 rev  2 44.2.11 Introduction of Cell Notification Test Cases
	Rohde & Schwarz
	7.3.5.2.5
	Approved

	GP-061819
	CR 51.010-1-3619 rev 1 44.2.11 Introduction of Cell Notification Test Cases
	Rohde & Schwarz
	7.3.5.2.5
	Revised

	GP-061693
	CR 51.010-1-3620 47.3.2.2 GERAN #29 Action Point AP#29.06 Clarification of SS & MS Behaviour in Expected Sequence Tables
	Rohde & Schwarz
	7.3.5.2.8
	Approved

	GP-061694
	CR 51.010-1-3621 47.4.1 – Changes to Comments and Specific Message Contents
	Rohde & Schwarz
	7.3.5.2.8
	Approved

	GP-061695
	CR 51.010-1-3622 26.7.6.1.1 - Correction of step number references
	Rohde & Schwarz
	7.3.5.6
	Approved

	GP-061696
	CR 51.010-1-3623 46.2.2.4.1 - Correction of test sequence for MS supporting compression
	Rohde & Schwarz
	7.3.5.2.7
	Approved

	GP-061697
	CR 51.010-1-3624 42.4.8.3.3 & 42.4.8.3.5 - Additional test step needed to send assigned USF
	Rohde & Schwarz
	7.3.5.2.3
	Revised

	GP-061814
	CR 51.010-1-3624 rev 1 42.4.8.3.3 & 42.4.8.3.5 - Additional test step needed to send assigned USF
	Rohde & Schwarz
	7.3.5.2.3
	Approved

	GP-061698
	CR 51.010-1-3625 42.4.8.4.x - Correction of specific message contents
	Rohde & Schwarz
	7.3.5.2.3
	Approved

	GP-061699
	CR 51.010-1-3626 42.1.2.1.10.2 – Step 08 PACKET DOWNLINK DUMMY CONTROL BLOCK to be sent at T3164 * 1.1
	Rohde & Schwarz
	7.3.5.2.3
	Revised

	GP-061816
	CR 51.010-1-3626 rev 1 42.1.2.1.10.2 – Step 08 PACKET DOWNLINK DUMMY CONTROL BLOCK to be sent at T3164 * 1.1
	Rohde & Schwarz
	7.3.5.2.3
	Approved

	GP-061700
	CR 51.010-1-3627 52.1.2.1.10.2 – Step 08 PACKET DOWNLINK DUMMY CONTROL BLOCK to be sent at T3164 * 1.1
	Rohde & Schwarz
	7.3.5.3.3
	Revised

	GP-061817
	CR 51.010-1-3627 rev 1 52.1.2.1.10.2 – Step 08 PACKET DOWNLINK DUMMY CONTROL BLOCK to be sent at T3164 * 1.1
	Rohde & Schwarz
	7.3.5.3.3
	Approved

	GP-061701
	CR 51.010-1-3628 41.3.6.x Initial conditions GERAN Feature Package 1 check
	Rohde & Schwarz
	7.3.5.2.2
	Approved

	GP-061702
	CR 51.010-1-3629 51.3.6.x Initial conditions GERAN Feature Package 1 check
	Rohde & Schwarz
	7.3.5.3.2
	Approved

	GP-061730
	CR 51.010-1-3630 22.8 Corrections to initial conditions.
	CETECOM S.A
	7.3.5.1.3
	Approved

	GP-061731
	CR 51.010-1-3631 22.3 Correction to initial conditions.
	CETECOM S.A
	7.3.5.1.2
	Approved

	GP-061732
	CR 51.010-1-3632 22.9 pdu EGPRS_TEST_MODE_CMD not defined in 3GPP TS 04.14
	CETECOM S.A
	7.3.5.1.3
	Approved

	GP-061734
	CR 51.010-1-3633 42.3.1.1.9 – Cell allocation in GSM850, GSM700 and T-GSM810 band reduced from 17 to 16 frequencies
	Rohde & Schwarz
	7.3.5.2.3
	Withdrawn

	GP-061809
	CR 51.010-1-3634 Addition of a delay for the final USF allocation in 42.1.2.1.8.1.2
	Wavecom
	7.3.5.2.3
	Approved

	GP-061531
	CR 51.010-2-0381 Corrections to items C129/C133/C134/C232/C286/C287/C343 in Table B.1 
	Flextronics
	7.3.5.10
	Revised

	GP-061569
	CR 51.010-2-0381 rev 1 Corrections to items C129/C133/C134/C232/C286/C287/C343 in Table B.1 
	Flextronics
	7.3.5.10
	Rejected

	GP-061532
	CR 51.010-2-0382 Correction of the applicability of 42.4.2.3.6 and 42.4.2.3.7
	CGC
	7.3.5.10
	Revised

	GP-061735
	CR 51.010-2-0382 rev 1 Correction of the applicability of 42.4.2.3.6 and 42.4.2.3.7
	CGC
	7.3.5.10
	Withdrawn

	GP-061537
	CR 51.010-2-0383 Introduction of new test on Variable Bitmap
	Wavecom, Ericsson
	7.3.5.10
	Revised

	GP-061831
	CR 51.010-2-0383 rev 1 Introduction of new test on Variable Bitmap
	Wavecom, Ericsson
	7.3.5.10
	Approved

	GP-061538
	CR 51.010-2-0384 Correction of 8-PSK Mean-BEP test applicability
	Wavecom
	7.3.5.10
	Withdrawn

	GP-061552
	CR 51.010-2-0385 Addition Of New Test Cases For WB AMR
	Qualcomm Europe S.A.R.L.
	7.3.5.10
	Revised

	GP-061826
	CR 51.010-2-0385 rev 1 Addition Of New Test Cases For WB AMR
	Qualcomm Europe S.A.R.L.
	7.3.5.10
	Approved

	GP-061567
	CR 51.010-2-0386 Assorted Typographical errors
	Anite
	7.3.5.10
	Revised

	GP-061842
	CR 51.010-2-0386 rev 1 Assorted Typographical errors
	Anite
	7.3.5.10
	Approved

	GP-061568
	CR 51.010-2-0387 28.4 – Correction of applicability
	Anite
	7.3.5.10
	Approved

	GP-061576
	CR 51.010-2-0388 Correction of Applicability Condition C53 of 14.5.2, 14.6.2, 14.7.2, and 14.8.2
	CETECOM
	7.3.5.10
	Revised

	GP-061845
	CR 51.010-2-0388 rev 1 Correction of Applicability Condition C53 of 14.5.2, 14.6.2, 14.7.2, and 14.8.2
	CETECOM
	7.3.5.10
	Approved

	GP-061577
	CR 51.010-2-0389 Incorrect Boolean Expressions within C393 and C394 in Table B.1
	CETECOM
	7.3.5.10
	Approved

	GP-061618
	CR 51.010-2-0390 Addition of New WB-AMR test cases 14.4.29 and 14.10.8 to Table B.1
	RIM
	7.3.5.10
	Approved

	GP-061639
	CR 51.010-2-0391 Correction to conditions in Table B.1
	SGS Taiwan Ltd.
	7.3.5.10
	Rejected

	GP-061638
	CR 51.010-2-0392 34.2.3 – Applicability of the Test Case modified
	Nokia
	7.3.5.10
	Revised

	GP-061834
	CR 51.010-2-0392 rev 1 34.2.3 – Applicability of the Test Case modified
	Nokia
	7.3.5.10
	Approved

	GP-061692
	CR 51.010-2-0393 44.2.11 Introduction of Cell Notification Test Cases
	Rohde & Schwarz
	7.3.5.10
	Revised

	GP-061844
	CR 51.010-2-0393 rev  2 44.2.11 Introduction of Cell Notification Test Cases
	Rohde & Schwarz
	7.3.5.10
	Approved

	GP-061820
	CR 51.010-2-0393 rev 1 44.2.11 Introduction of Cell Notification Test Cases
	Rohde & Schwarz
	7.3.5.10
	Revised

	GP-061810
	CR 51.010-2-0394 Addition of PICS for new A-GPS test case
	Spirent
	7.3.5.10
	Withdrawn

	GP-061813
	CR 51.010-2-0395 AP#30.15 To remove not allowed characters used in mnemonics
	R&S
	7.3.5.10
	Approved

	GP-061830
	CR 51.010-2-0396 Modify 51.010-2 to reflect the decision on use of PICS/PIXIT in 51.010
	7Layers
	7.3.5.10
	Approved

	GP-061539
	CR 51.010-5-0046 Update for latest version of TTCN
	STF 272
	7.3.5.11
	Approved

	GP-061541
	CR 51.010-5-0047 Correction to the IR_G test cases
	STF 272
	7.3.5.11
	Approved

	GP-061542
	CR 51.010-5-0048 Summary of regression error in wk27 GCF WI-10 and GCF WI-12 IR_G ATS
	STF 272
	7.3.5.11
	Approved

	GP-061543
	CR 51.010-5-0049 Correction to the IR_G test cases for the activation time of the UTRAN physical channels
	STF 272
	7.3.5.11
	Approved

	GP-061544
	CR 51.010-5-0050 Correction to the IR_G test case 20.22.29
	STF 272
	7.3.5.11
	Approved

	GP-061613
	Draft CR 24.008 Downlink Dual carrier multislot class indication
	Siemens
	7.1.5.6
	N. A.

	GP-061688
	Draft CR 24.008 Downlink Dual carrier multislot class indication (Rel-7)
	Panasonic
	7.1.5.6
	N. A.

	GP-061711
	Draft CR 24.008: Adding a Ciphering Mode Setting Indicator to Mobile Station Classmark 2 (Rel-7)
	Ericsson, Nokia
	7.2.5.3.12
	N. A.

	GP-061853
	Draft CR 24.008: Downlink Dual carrier multislot class indication (Rel-7)
	Siemens, Panasonic
	7.2.5.3.4, 7.1.5.6
	N. A.

	GP-061708
	Draft CR 24.008: MS Indication of Support for RLC Non-persistent mode (Rel-7)
	Ericsson
	7.2.5.3.6
	N. A.

	GP-061683
	Draft CR 43.068 Support of VGCS Critical Application Data
	Siemens, Nortel
	7.2.5.3.3
	N. A.

	GP-061683
	Draft CR 43.068: Support of VGCS Critical Application Data (Rel-8)
	Siemens, Nortel
	7.2.5.3.3
	N. A.

	GP-061704
	Draft CR 43.129 Improved behaviour in case of inactive PFCs/RABs (Rel-7)
	Ericsson
	7.2.5.2.4
	N. A.

	GP-061704
	Draft CR 43.129: Improved behaviour in case of inactive PFCs/RABs (Rel-7)
	Ericsson
	7.2.5.2.4
	N. A.

	GP-061612
	Draft CR 45.002 Multislot capabilities for dual carrier mobiles
	Siemens
	7.1.5.6
	Withdrawn

	GP-061853
	Revised Draft CR 24.008 Downlink Dual carrier multislot class indication
	Siemens
	7.1.5.6
	N. A.


