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	Reason for change:
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	Missing requirement on number of CSG Type characters.

	
	

	Summary of change:
(

	It is specified that the number of characters to indicate the CSG Type is no longer than 12 characters in any language.
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	Other comments:
(

	In Rel-9 “CSG Display” was changed to “CSG Type”, so the present CR takes the opportunity to align the names in order to avoid everlasting confusion.


**** BEGIN MODIFICATION ****
8.4
Display requirements

8.4.1
CSG Type
The CSG Type is necessary so that the user knows for example when he is in "Home" or in "Campus" coverage. This would provide the user with a reliable indication on the billing mode (e.g. "Home" or "Campus"). The HNB Name cannot be used for this purpose as the operator is not supposed to ensure its uniqueness or a consistent naming scheme.
It shall be possible to provide the CSG Type when the UE is camping on a cell that provides a CSG identity that is part of the UE whitelist. 

The UE shall display the CSG Type when available. 

It shall be possible for the Operator to configure the CSG Type provided to the user. 
The CSG Type shall be in a human readable form. It shall be possible to store the CSG Type in the USIM in text and/or graphic format. When the CSG Type has a text component, the CSG Type text length shall not exceed 12 characters in any language.
The CSG Type may be stored optionally in the ME. If the CSG Type is present in the USIM, the CSG Type in the ME shall be ignored.
It shall be possible to associate each CSG Type to each of the CSG identities contained in the CSG white list.

**** END MODIFICATION ****
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