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	CR
	Rev
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	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	22.803
	0003
	6
	Rel-12
	FS_ProSe additional clarifying text for security related requirements
	F
	12.0.0
	12.1.0
	S1-131288
	FS_ProSe

	22.803
	0005
	1
	Rel-12
	Clarify "network coverage" means "E-UTRAN coverage"
	F
	12.0.0
	12.1.0
	S1-130179
	FS_ProSe

	22.803
	0007
	1
	Rel-12
	Potential requirements consolidation - editorial changes
	D
	12.0.0
	12.1.0
	S1-130196
	FS_ProSe

	22.803
	0008
	6
	Rel-12
	Potential requirements consolidation with some clarification
	F
	12.0.0
	12.1.0
	S1-131265
	FS_ProSe

	22.803
	0009
	1
	Rel-12
	"Stabilty of link" requirement for ProSE
	F
	12.0.0
	12.1.0
	S1-131275
	FS_ProSe

	22.803
	0010
	1
	Rel-12
	Remove requirement that the id of the  3rd party applications developer needs to be stored
	F
	12.0.0
	12.1.0
	S1-130182
	FS_ProSe

	22.803
	0012
	2
	Rel-12
	Range class setting by the discoveree
	C
	12.0.0
	12.1.0
	S1-130197
	FS_ProSe

	22.803
	0016
	1
	Rel-12
	Clarification in discussion of control paths for ProSe Communications in section 4.2
	F
	12.0.0
	12.1.0
	S1-130172
	FS_ProSe

	22.803
	0018
	1
	Rel-12
	Service Continuity between Infrastructure and E-UTRA ProSe Communication paths - use case is missing a description section
	F
	12.0.0
	12.1.0
	S1-130180
	FS_ProSe

	22.803
	0019
	-
	Rel-12
	FS_ProSe: Operator A uses ProSe to Enhance Location and Presence Services - use case description in 5.1.7.1 is incorrectly phrased
	F
	12.0.0
	12.1.0
	S1-130049
	FS_ProSe

	22.803
	0031
	1
	Rel-12
	New WLAN Requirement: Accounting Data Collection
	C
	12.0.0
	12.1.0
	S1-130112
	FS_ProSe

	22.803
	0036
	1
	Rel-12
	Correction to Control paths for ProSe Communication
	F
	12.0.0
	12.1.0
	S1-130171
	FS_ProSe

	22.803
	0037
	3
	Rel-12
	Clarification of what ProSe capability feature stands for
	F
	12.0.0
	12.1.0
	S1-131262
	FS_ProSe

	22.803
	0039
	2
	Rel-12
	Merge similar Potential requirement
	D
	12.0.0
	12.1.0
	S1-130181
	FS_ProSe

	22.803
	0040
	3
	Rel-12
	Public Safety end-user visibility of path switch
	F
	12.0.0
	12.1.0
	S1-131256
	FS_ProSe

	22.803
	0041
	1
	Rel-12
	Clarify what "configured" stands for
	D
	12.0.0
	12.1.0
	S1-130128
	FS_ProSe

	22.803
	0044
	4
	Rel-12
	Rewording of "direct link" into proSe Communication
	F
	12.0.0
	12.1.0
	S1-131193
	FS_ProSe

	22.803
	0046
	2
	Rel-12
	Editorial Updates to Requirements
	D
	12.0.0
	12.1.0
	S1-130184
	FS_ProSe

	22.803
	0047
	3
	Rel-12
	Updates to the Requirement Related to Charging for Service Continuity
	B
	12.0.0
	12.1.0
	S1-131276
	FS_ProSe

	22.803
	0048
	1
	Rel-12
	Definition of "range class"
	F
	12.0.0
	12.1.0
	S1-130178
	FS_ProSe

	22.803
	0049
	-
	Rel-12
	ProSe Group - use case has orphaned text in the potential requirements section
	D
	12.0.0
	12.1.0
	S1-130162
	FS_ProSe

	22.803
	0050
	-
	Rel-12
	The ProSe Communication path is a E-UTRAN path
	F
	12.0.0
	12.1.0
	S1-130161
	FS_ProSe

	22.803
	0051
	-
	Rel-12
	UE with Multiple One-to-One Direct User Traffic Sessions in Public Safety Spectrum Dedicated to ProSe - use case potential requirement clarification
	F
	12.0.0
	12.1.0
	S1-130160
	FS_ProSe

	22.803
	0052
	1
	Rel-12
	On the use of the term "Public Safety Spectrum Dedicated to ProSe" in the use cases in sections 5.2.5 and 5.2.6
	F
	12.0.0
	12.1.0
	S1-130198
	FS_ProSe

	22.803
	0053
	-
	Rel-12
	On missing statements pertaining to Network coverage (or otherwise) of UEs in the Public Safety use cases
	F
	12.0.0
	12.1.0
	S1-130157
	FS_ProSe

	22.803
	0054
	2
	Rel-12
	Additional clarifying text for public safety potential requirements
	F
	12.0.0
	12.1.0
	S1-130195
	FS_ProSe

	22.803
	0055
	-
	Rel-12
	Remaining details of the Co-existence of ProSe Communication and E-UTRAN communication Public Safety use case
	F
	12.0.0
	12.1.0
	S1-130163
	FS_ProSe

	22.803
	0057
	2
	Rel-12
	General corrections to sections 1, 2, and 4
	F
	12.0.0
	12.1.0
	S1-131272
	FS_ProSe

	22.803
	0058
	2
	Rel-12
	General corrections to section 5.1
	F
	12.0.0
	12.1.0
	S1-131273
	FS_ProSe

	22.803
	0059
	1
	Rel-12
	General corrections to section 5.2
	F
	12.0.0
	12.1.0
	S1-131219
	FS_ProSe

	22.803
	0060
	2
	Rel-12
	General corrections to section 6
	F
	12.0.0
	12.1.0
	S1-131286
	FS_ProSe

	22.803
	0061
	-
	Rel-12
	Definitions for ProSe relay types
	F
	12.0.0
	12.1.0
	S1-130134
	FS_ProSe

	22.803
	0063
	-
	Rel-12
	Addition of ProSe relay dimensioning requirements to TR 22.803
	C
	12.0.0
	12.1.0
	S1-131259
	FS_ProSe


