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*************************** First changes *************************
7.5.2.4
Retrieve MCVideo capabilities information by the MCVideo client

The procedure for retrieval of MCVideo capabilities information by the MCVideo client is described in figure 7.5.2.4-1. 

Pre-conditions:
-
The MCVideo server has received MCVideo capabilities information from MCVideo clients and has stored this information;

-
The MCVideo user is authorized to access the MCVideo capabilities information from the MCVideo server.
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Figure 7.5.2.4-1: Retrieve MCVideo capabilities information by the MCVideo client

1.
The MCVideo client requests the MCVideo capabilities information by specifying some criteria (e.g. parameters, MCVideo ID).

2.
The MCVideo server checks whether the user of the MCVideo client is authorized to retrieve the requested MCVideo capabilities information.

3.
If authorized, the MCVideo server provides the requested MCVideo capabilities information to the MCVideo client.
*************************** End of first changes *************************
*************************** Next changes *************************
7.7.1.2.19
Remote transmit media end request

Table 7.7.1.2.19-1 describes the information flow remote transmit media end request, from the transmission control participant to the transmission control server. This information flow is sent in unicast to the transmission control server.

Table 7.7.1.2.19-1: Remote transmit media end request

	Information element
	Status
	Description

	MCVideo ID
	M
	Identity of the user whose media transmission is requested for cancellation

	Media identifier
	O
	Identifies the communication, e.g. by identifying the media flow within a media multiplex, present only if media multiplexing


7.7.1.2.20
Remote transmit media end response
Table 7.7.1.2.20-1 describes the information flow transmit media end response, from the transmission control server to the transmission control participant. This information flow is sent in unicast to the transmission control server.

Table 7.7.1.2.20-1: Remote transmit media end response
	Information element
	Status
	Description

	Media identifier
	O
	Identifies the communication, e.g. by identifying the media flow within a media multiplex, present only if media multiplexing


*************************** End of changes *************************
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