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	Reason for change:
	It is specified in current 23.502 that AMF is required to send its access type to SMSF when invoking Nsmsf_SMService_Activate service operation, as quoted below:

5.
The AMF invokes Nsmsf_SMService_Activate service operation from the SMSF. The invocation includes AMF address, Access Type, GPSI (if available) and SUPI. AMF uses the SMSF address derived from step 3.

However, the access type is missing in definition of Nsmsf_SMService_Activate service operation in current 23.502.
It is proposed to add access type as the input of Nsmsf_SMService_Activate service operation.

	
	

	Summary of change:
	The access type is added as the input of Nsmsf_SMService_Activate service operation.
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	The access type will not be received by the service consumer NF.

	
	

	Clauses affected:
	5.2.9.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


* * * * First Change * * * *
5.2.9.2
Nsmsf_SMService service

5.2.9.2.1
General
This service allows AMF to authorize SMS and activate SMS for the served user on SMSF.

5.2.9.2.2
Nsmsf_SMService_Activate service operation

Service operation name: Nsmsf_SMService_Activate.
Description: Authorize whether the specified UE is allowed to activate SMS service.

Concurrent use: None.

Inputs, Required: SUPI, NF ID.

Inputs, Optional: GPSI, Time Zone, Access Type.

Outputs, Required: SMS service activation result.
Outputs, Optional: None.

* * * * End of Changes * * **





















































































































