
3GPP TSG-SA WG2 Meeting #129 
S2-1810914
Dongguan, China, 15 – 19 Oct, 2018















 (Rev of )
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	23.221
	CR
	0181
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	x


	

	Title:

	Missing Data Off requirement for non-IP PDN connection

	
	

	Source to WG:
	Ericsson, Telecom Italia, Intel, Deutsche Telekom

	Source to TSG:
	SA WG2

	
	

	Work item code:
	PS_Data_Off 
	
	Date:
	2018-10-15

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In SA1#83, the following is clarified when the Data Off status is activated for non-IP PDN type in TS22.011 CR0298 (S1-182742) on Rel-14, CR0299 (S1-182654) on Rel-15 and CR0300 (S1-182655) on Rel-16:
-
the UE shall cease the sending of uplink traffic over non-IP PDN types, and

-
the network shall cease the sending of downlink traffic over non-IP PDN types

The above requirement needs to be reflected in stage 2 spec.

	
	

	Summary of change:
	Add the missing aspect of data off handling for non-IP PDN connection.

	
	

	Consequences if not approved:
	Missing specification of Data Off  handling for non-IP PDN type. 

	
	

	Clauses affected:
	3.1

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


* * * First Change * * *
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms defined in TR 21.905 [8] apply, in addition, the following terms apply:
3GPP PS Data Off Exempt Services: For PDN Connection or PDU Session of type IP, up to two sets of operator services (i.e. the exempt services enumerated in clause 10.2 of TS 22.011 [39], including the signalling used to enable such services) that are allowed even if the 3GPP PS Data Off status set to active in the UE by the user. One set is used when UE is in HPLMN, the other set is used when UE is roaming in VPLMN. For PDN connection of type non-IP, or PDU Session of type Ethernet or Unstructured, no 3GPP Data Off Exempt Service is defined.
In Iu mode: see TR 21.905 [8].

In A/Gb mode: see TR 21.905 [8].

RAN: within this document, the term RAN (Radio Access Network) is used to refer to UTRAN and/or GERAN in Iu mode and/or E-UTRAN.

For the purposes of the present document, the following terms and definitions given in TS 22.011 [39] apply:

3GPP PS Data Off:
See TS 22.011 [39].
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