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Overall description
It has come to the attention of CT1 that ISO TC204 WG16 sent an LS on “Liaison Request between 3GPP SA & ISO TC204 WG16” to SA requesting information on the following points:

· Definition of “V2X message family” and “L3 protocol data unit types”. We understand that we can refer to C51 specification TS 24.386, but a diagram or map would be helpful
Since TS 24.386 is within CT1’s remit, CT1 would like to provide SA with the following information as input into SA’s answer to ISO TC204 WG16:
· Definition of "V2X message family":

The V2X message family indicates the type of application layer message contained in the non-IP payload of a non-IP data PDU transmitted over PC5 as specified in TS 24.334. It enables the receiving end to determine the format of the application layer message and decode it accordingly. The V2X message family is indicated in the "Non-IP type" field of the non-IP data PDU containing the V2X message (see TS 24.334 subclause 11.5):




The following V2X message family values are currently defined in TS 24.386 (see subclause 7.1):

0
Reserved

1
IEEE 1609, see IEEE 1609.3
2
ISO, see ISO 29281-1

3
ETSI-ITS, see EN 302 636-3

4-255
Reserved

· Definition of "L3 protocol data unit types":

The L3 protocol data unit type is passed by the V2X layer at the UE (specified in TS 24.386) to the PDCP layer at the UE (specified in TS 36.323) to indicate whether a data PDU to be transmitted over PC5 contains IP data, or non-IP data. The L3 protocol data unit type maps to the "PDCP SDU type" specified in TS 36.323 subclause 6.3.14.

The following PDCP SDU type values are currently defined in TS 36.323:

Table 6.3.14.1: SDU Type

	Bit
	Description

	000
	IP

	001
	ARP

	010
	PC5 Signaling

	011
	Non-IP

	100-111
	reserved




2
Actions
To SA
ACTION: 
3GPP TSG CT WG1 asks SA to take the above information into account for their answer to ISO TC204 WG16.
3
Dates of next TSG CT WG1 meetings
TSG CT WG1 Meeting 114
21 - 25 January 2019

Bratislava, Slovakia

TSG CT WG1 Meeting 115
23 February - 1 March 2019
Montreal, Canada
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