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	Reason for change:
	When handover happens from 5GC to EPC in the following scenarios, 
4.11.3.2 Handover from 5GC-N3IWF to EPS

4.11.4.2 Handover from 5GS to EPC/ePDG

4.11.2.2 5GS to EPS Mobility

or when handover happens between 3GPP and non-3GPP but in different PLMNs (as follows)

4.9.2.3.2
The target AMF is not in the PLMN of the N3IWF (i.e. N3IWF in HPLMN)
4.9.2.3.2
The target AMF is not in the PLMN of the N3IWF (i.e. N3IWF in HPLMN)

4.9.2.4 Handover of a PDU Session procedure from 3GPP to untrusted non-3GPP access (home routed roaming) - 

4.9.2.4.2 The UE is roaming and the selected N3IWF is in the home PLMN
Currently the Nsmf_PDUSession_StatusNotify service operation invoked by the H-SMF to V-SMF and Nsmf_PDUSession_SMContexStatusNotify invoked by the (V-) SMF to the AMF will indicate the PDU Session is released in the SMF which is incorrect because the PDU Session is not released but moved (i.e. handed over) to another system. 

	
	

	Summary of change:
	In Nsmf_PDUSession_StatusNotify and Nsmf_PDUSession_SMContexStatusNotify, add description that PDU Session may be moved to a different system or access 

	
	

	Consequences if not approved:
	PDU Session handover treated as SMF initiated PDU Session release leading to incorrect network statistic and possibly impacting network performance KPI thus bad perception of the network quality. 
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*************** Start of changes ***************
5.2.8.2.8
Nsmf_PDUSession_SMContextStatusNotify service operation

Service operation name: Nsmf_PDUSession_SMContextStatusNotify.

Description: This service operation is used by the SMF to notify its consumers about the status of an SM context related to a PDU Session (e.g. PDU Session release due to local reasons within the SMF, PDU Session handover to a different system or access type).

Input, Required: SUPI, PDU Session ID, Status information.
Input, Optional: Cause.
Output, Required: Result Indication.
Output, Optional: None.
*************** Next changes ***************
5.2.8.2.9
Nsmf_PDUSession_StatusNotify service operation

Service operation name: Nsmf_PDUSession_StatusNotify.

Description: This service operation is used by the SMF to notify its consumers about the status of a PDU Session (e.g. PDU Session is released due to local reasons within the H-SMF, PDU Session handover to a different system or access type).

Input, Required: SUPI, PDU Session ID, Status information.
Input, Optional: Cause.
Output, Required: Result Indication.
Output, Optional: None.
*************** End of changes ***************
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