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First change

[bookmark: _Toc304194429]5.1	Business level requirements
REQ-ANR-CON-001	NCRs shall be set up and optimized with no or minimal human intervention.
REQ-ANR-CON-002	For E-UTRAN, initial status of the newly created NCR by ANR function shall be such that HO is allowed, X2 connection setup is allowed, and the NCR is allowed to be removed by ANR function in eNB.
REQ-ANR-CON-003	E-UTRAN ANR supports management of NCRs from E-UTRAN to E-UTRAN, from E-UTRAN to UTRAN, from E-UTRAN to CDMA2000, and from E-UTRAN to GERAN and from E-UTRAN to NG-RAN.
REQ-ANR-CON-004	For UTRAN, initial status of the newly created NCR by ANR function shall be such that HO is allowed and the NCR is allowed to be removed by ANR function in RNC.
REQ-ANR-CON-005	UTRAN ANR supports management of NCRs from UTRAN to UTRAN, from UTRAN to E-UTRAN and from UTRAN to GERAN.

Next change

5.2.5.x	ANR function management for NG-RAN
The business level requirements in section 5.1 are decomposed into the following specification level requirements, applicable for NG-RAN:
REQ-ANR -FUN-x1 The IRPAgent shall support a capability allowing the IRPManager to request that HO is allowed from source E-UTRAN cell to target NG-RAN cell.
REQ-ANR-FUN-x2 The IRPAgent shall support a capability allowing the IRPManager to request that HO is prohibited from source E-UTRAN cell to target NG-RAN cell.
REQ-ANR-FUN-x3	The IRPAgent shall support a capability allowing the IRPManager to request that HO is allowed from source E-UTRAN cell to target NG-RAN cell and that no other entity than an IRPAgent can remove that request. This is termed as HO white-listing.
REQ-ANR-FUN-x4	The IRPAgent shall support a capability allowing the IRPManager to request that HO is prohibited from source E-UTRAN cell to target NG-RAN cell and that no other entity than an IRPAgent can remove that request. This is termed as HO black-listing.


End of changes



