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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc20204690][bookmark: _Toc27895404]5.2.13.2.2	Nbsf_Management_Register service operation
Service Operation name: Nbsf_Management_Register
Description: Registers the tuple (UE address(es), SUPI, GPSI, DNN, DN information (e.g. S-NSSAI), PCF address(es), PCF id, PCF Set ID) for a PDU Session.
Inputs, Required: UE address(es), PCF address(es).
UE address can contain IP address/prefix or MAC address as defined in TS 23.501 [2]. It can optionally refer to Frame Routes. W-5GAN specific UE IP address information is specified in TS 23.316 [53].
Frame Routes are defined in Table 5.2.3.3.1-1.
Inputs, Optional: DNN, SUPI, GPSI, DN information (e.g. S-NSSAI), PCF Set ID, PCF ID (see clause 6.3.1.0 of TS 23.501 [2]).
Outputs, Required: Result indication, Binding Identifier for a PDU Session.
Outputs, Optional: None.
* * * * Second change * * * *
[bookmark: _Toc27895406]5.2.13.2.4	Nbsf_Management_Discovery service operation
Service Operation name: Nbsf_Management discovery
Description: Discovers the PCF and PCF set selected for the tuple (UE address(es), SUPI, GPSI, DNN, DN information (e.g. S-NSSAI)).
Inputs, Required: UE address (i.e. IP address or MAC address), DNN [Conditional], DN information (e.g. S-NSSAI) [Conditional].
Inputs, Optional: SUPI, GPSI.
Outputs, Required: PCF address(es).
Outputs, Optional: PCF ID, PCF Set ID (see clause 6.3.1.0 of TS 23.501 [2]).
* * * * End of changes * * * *


